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TRACCESS 135 and 135/1
TECHNICAL DATA

ENGLISH

TRACK MOUNTED ACCESS PLATFORMS
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TECHNICAL DETAILS
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KEY POINTS

TRACCESS 135 TRACCESS 135/1
working area platform dimensions

stabilization

working area

Basket load sensing device

Individual hydraulic 
controls from basket

Compact closed dimensions: 78 cm (width) x 200 cm (height)

230 V 1,5 Kw
auxiliary 

engine

Clean top boom,
internal mounted

services

Single cylinder 13 HP petrol engine (Traccess 135/1)
Single cylinder 15 HP petrol engine (Traccess 135)

CTE S.p.A.  |  www.ctelif.com 

200 kg basket capacity throughout 
entire working area (135) 

120 kg basket capacity throughout 
entire working area (135/1)



HON, RELIABLE & REAIVE
SOLUTIONS FOR WORKING AT HEIGHT

CONTA US

0800 865 4455

info@hiresafesolutions.com

www.hiresafesolutions.com

TRACCESS 135 and 135/1
TECHNICAL DATA

ENGLISH

TRACK MOUNTED ACCESS PLATFORMS

PERFOMANCE  TRACCESS           135/1 135

2852

28
52

27
0

780

50
0

3760
20

18

20
00

780

4 3 2 1 0 1 2 3 4 5 6 7 8

4 3

+80°

-25°

-105°

2 1 0 1 2 3 4 5 6 7 8

0

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16 m

320°

200 kg
80 kg 80 kg 40 kg

4 3 2 1 0 1 2 3 4 5 6 7 8

4 3

+80°

-25°

-105°

2 1 0 1 2 3 4 5 6 7 8

0

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16 m

320°

120 kg
80 kg 40 kg

26
00

2600

TECHNICAL DETAILS

Pro
du

ct 
sp

ec
ific

at
ion

s a
re 

su
bje

ct 
to 

ch
an

ge
 w

ith
ou

t n
oti

ce
 or

 ob
lig

at
ion

. T
ec

hn
ica

l fe
at

ure
s a

nd
 dr

aw
ing

s i
n t

his
 br

oc
hu

re 
are

 fo
r il

lus
tra

tiv
e p

ur
po

se
s o

nly
_

2
Br

an
ch

es
: R

ov
ere

to,
 D

olo
 an

d S
.G

iul
ian

o M
ila

ne
se

KEY POINTS

TRACCESS 135 TRACCESS 135/1
working area platform dimensions

stabilization

working area

Basket load sensing device

Individual hydraulic 
controls from basket

Compact closed dimensions: 78 cm (width) x 200 cm (height)

230 V 1,5 Kw
auxiliary 

engine

Clean top boom,
internal mounted

services

Single cylinder 13 HP petrol engine (Traccess 135/1)
Single cylinder 15 HP petrol engine (Traccess 135)
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200 kg basket capacity throughout 
entire working area (135) 

120 kg basket capacity throughout 
entire working area (135/1)


