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TRAILER MOUNTED 
ACCESS PLATFORM 

17.10m (56ft) 
Working height 

 
 
 

8.70m (28ft 6in) 
Working outreach 

 
 
 
Telescopic Upper Boom 

Greater accuracy when 
positioning platform 

 
 
 

Hydraulic Outriggers 
For quick & easy setup 

 
 
 

Fully Proportional 
Hydraulic Controls 

Simple, reliable & 
easy to maintain 

 

 
 
 

Bi-Energy Available 
Optimising utilisation 
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With one of the largest working envelopes in its class the Nifty 170
delivers maximum reach with stability and control. Octagonal boom
sections provide strength without compromising on weight and the
telescopic upper boom improves accuracy when positioning the
platform. Hydraulically operated outriggers and controls make
setting up and operating quick and easy, especially on uneven
surfaces.

SAFETYFEATURES

Dueto apolicy of continuing development and improvement, Niftylift reserves the right to changeany specification
without notice. Please confirmexactspecification before ordering.

28ft 6in

5ft 5in
14ft 5in
7ft
20ft 4in
4,200lbs*

200kg 440lbs
1.10m x 0.65m 3ft 7in x 2ft 2in
FullyProportional Hydraulic

Working Outreach
Slew
Width- Travelling

- Working
Height
Length
Weight
Platform Rotation**
Platform Capacity
Platform Size
Control System
Power System

 PressureSensitiveOutriggers
 AudibleandVisibleAlarms
 Manual Recovery with Hand Pump
 DualControls (Platform& Base)
 LockValveson all Hydraulic Cylinders
 OverrunBrakes with GasSpringHand Brake
 DualHarness Points
 CEMarked
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The 170's outstanding reach
makes it ideal for a wide
rangeof applications.

Fully proportional hydraulic
outriggers make setting up
and levelling quick and easy
evenon gradients.

Also availableon a self-drivable 2x4
or 4x4base, theNifty170SD.

56ft
49ft 6in

SPECIFICATIONS
Working Height
Platform Height

DriveOption Traction Drive
* Weightsmayvary according to specification / poweroptions,pleaseconfirmbeforeordering.
** OptionAvailable on request.

17.10m
15.10m
8.70m
360°
1.65m
4.40m
2.15m
6.20m
1,900kg*
100°

MainsOnly
BatteryOnly
Petrol or Diesel Only
Bi-Energy (Engine & Battery)
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