
XGS40E Instruction Manual 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

XCMG Fire-Fighting Safety Equipment Co., Ltd. 



 



XGS40E Instruction Manual 

 

 

  Foreword  

 
This Instruction Manual contains information and instructions for safe operation and maintenance of your 

XCMG machine. 

In the interest of yours and bystandersĽ safety as well as to prevent accidents and ensure environmental 

protection, you shall: 

Å Carefully read the included information before use of the machine, 

Å Familiarize yourself with its content and 

Å This Instruction  Manual is an integral part of the machine! Keep it  on the machine at all times 

for  reference! 

In case of damage or loss of this manual it is mandatory to replace it immediately! 
 

Fig. 0-1: Familiarize yourself with applicable safety regulations in your location and this manual as well 

as with the machine. 

This Instruction Manual is not suitable reference for extensive maintenance and repair work. Such work 

shall be performed by XCMGĽ service personnel or authorized specialists. 

The OperatorĽs safety is XCMGĽs most important point of interest during XCMGĽs efforts in 

designing, producing and maintaining their products. 

Please note that improper application or maintenance may increase the risk of hazards. 

Therefore, always operate and maintain your XCMG machine according to the instructions in this 

Instruction Manual. 

Doing so you will increase the reliability and availability of your machine. 

Å Repair defective machines immediately to ensure safe operation and environmental protection. 

Å Please contact your XCMG representative if  you have any additional questions concerning the 

operation or maintenance of your machine. 

In case of additional questions concerning operation or maintenance of your machine, do not hesitate 

to contact your XCMG representative. 

Important! 

Please fill in the machineĽs identification information to enable optimum customer support: 
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Service 

Service and Spare Parts 

Tel: 0516-83461280 87888290 

MARKETING 

Marketing Department 

Tel: 0516͠ 87981118 

 

 

Type: XGS40E 

Year of manufacturing: 2022 

Product identification number:  

 

NOTICE! 

Make sure you are familiar with the content of this manual before start to operate the machine! 

Your XCMG representativeĽs contact data: 

Add: 
 

Manufacturer: XCMG Fire-Fighting Safety Equipment Co., Ltd. 

Address: No. 17 Zhujiang East Road, Hi-tech Industrial Development Zone, 

Xuzhou, Jiangsu, China. 

National Customer Service Tel: 400-110-9999 

 

Imprint 

 

Publisher XCMG 

Date of Issue 2022-9-23 

Version N°.  

All rights reserved. XCMG Fire -Fighting Safety Equipment Co., Ltd. 

Any complete or partial reproduction of this document without prior 

written permission from XCMG Fire -Fighting Safety Equipment 

Co., Ltd. is prohibited. 

All technical data, drawings, documentation and etc. are subject of 

copyright. 

Reviewed by Data contained in this Instruction Manual meets the current state-of- 

the-art 

XCMG reserves the right to improve or modify the content, information, diagrams and specifications in 

this Instruction Manual at any time and without any notice. 
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  Chapter 1 About this manual  

 
1.1 Main purpose 

 
This Instruction Manual includes safety, operation and regular maintenance instructions for the machine. 

Further documents and manuals may be attached if necessary. 

This Instruction Manual supports you in 

Å Getting familiar with your machine 

Å Reducing probability of risks and hazards 

Å Preventing incorrect operation, unintended use and foreseeable misuse 

Å Improving your machineĽs reliability and availability 

Å Enhancing machines performance and 

Å Reducing maintenance costs 

Following the instructions of this Instruction Manual is mandatory. 

Å This Instruction Manual is intended for operator and maintaining the machine. 

Å In addition, you shall adhere rules and regulations applicable at your location. 

Å It is mandatory to keep this Instruction Manual always available to operators and maintenance person- 

nel at the machine (Figure 1ï1). 

Å For repair and maintenance supplementary documents may apply (i.e. for the engine), please contact 

your XCMG representative for further information. 
 

 

 

 
 

 

Figure 1-1 Designated storage location of this Instruction  Manual on the machine is the box beneath 

work platform control box.  

 

Before operating, maintaining or repairing any machine part: 
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Å read carefully and master the content of this Instruction Manual 

Å learn how to correctly operate and maintain the machine 

Å note the instruction for operation safety information, the safety signs attached to the machine and how 

both are related. 

Å understand the safety requirements and their purpose. 

The documentation supplied with the machine shall enable the reader to: 

Å operate the machine safely. 

Å use it in all permitted situations. 

Å maintain/service the machine within the required schedules. 

To prevent accidents during operation or maintenance, always comply with all the precautions measures 

specified in this Instruction Manual. 

Ensure the documentation is always complete, up to date and available if needed: 

Å Do not remove individual pages from the Instruction Manual. 

Å Request any missing or uncompleted parts of the Instruction Manual from XCMG after sales service. 

Include new documents supplied as a result of modifications immediately. 

Å Replace obsolete versions of the Instruction Manual with the amended contents 

The delivered documentation is compiled for the indicated serial number only. 

It cannot be used for the same machine of the same series that has a different serial number. 
 

NOTICE! 
The Instruction Manual is considered as a construction part of the 

machine 

 

Disclaimer: 

We are committed to and we do our best to provide you complete and correct information with this instruc- 

tion manual. However, errors cannot be totally excluded thus this instruction manual as well as the ma- 

chine may be subject of modifications without prior notice. For resulting downtime, damages or 

malfunctions, XCMG assumes no liability. 

1.2 Product information  
 

XCMG produces and delivers high quality products. Your machine and its components have passed nu- 

merous inspections before delivery, ensuring compliance to XCMGĽs high company standards. 

You can ensure reliability and prologue availability by following the instructions of this Instruction Man- 

ual, by correct use and careful maintenance. Use only genuine XCMG spare and wear parts. 

Within warranty period, XCMGĽs specialists as well as our representatives will help you in repairing or 

even maintaining your machine. Please refer to your warranty conditions attached to your purchase 

contract. 
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After warranty period elapsed, we will continue to provide our services to you, helping you maintaining 

the machine in best condition through its entire lifetime. 

Warranty claims cannot be accepted in case of: 

Å Operation faults and operations not in line with this manual 

Å Use of wrong consumables 

Å Deficient maintenance 

Å Maintenance/repair errors by service personnel not authorized by XCMG 

Å In case of use of non-genuine XCMG parts 

Å In case of not XCMG approved modifications of the machine 

Å Resulting damage/defects due to delayed warranty/repair request 

Å Follow-up damage is unexceptionally excluded from warranty. 

1.3 Target group(s) 
 

This Instruction Manual is intended for use by: 

1. Manufacturer (i.e. XCMG, the producer of the unit/machine) 

2. Owner 

3. All operators and maintenance personnel conducting overhaul or repair  

4. Make this Instructi on Manual accessible to all persons who operate or work with this machine. 

 

1.4 Layout of userôs instructions 

1.4.1 Safety notes 

 

1.4.1.1 Layout of warning notice 

 
Warning notice: 

Warning notice is composed from signal word and information on hazard! 

Signal Word as DANGER, WARNING, CAUTION requires Safety Alert Symbol placed in front of the 

signal word to emphasize and alert the reader of instructions 

Warning notice draw attention and communicate information on hazard : 
 

    1. Hazard type of hazard explained 
2. Consequence of not avoiding the hazard noted 

3. Avoidance how to prevent the hazard proposed 

The signal word is selected according to the risk by hazard. 

The risk is determined according to probability of an accident and 

probability of worst credible severity occurring 
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  DANGER! 

  WARNING! 

  CAUTION! 

 

 

1.4.1.2 Graduation of the warning notices 

 
Warning notices addressed to hazards affecting personnel injuries vary with decreasing hazard gravity as 

follows: 

 

"Danger", a signal word used to indicate imminently hazardous situation. If not avoided, will 

result in death or irreversible serious injury. 
 

 

 

ñWarning ò, a signal word used to indicate a hazardous situation which, could result in death or 

serious injury. 
 

 

 

"Caution",  a signal word used to indicate hazardous situation. If  not avoided, could result in minor 

or moderate injuries. 
 

 

NOTICE! 

Notice is used to address situation not related to physical injuries. Indicates environmental or 

property damage if ignored. 
 

 
1.4.2 Text structure and symbols of the manual 

 

1.4.2.1 Text symbols 

Indicates a single instruction or a regulation to be observed (e.g. for safety reasons) 

Indicates useful additional information or further detailed explanations. 

May also show a notice of protective measures to prevent minor damages to the machine or environment. 

 

1.4.3 Additional text  types 

Å Operation instruction  

Å Handling instructions are demanding you to undertake an activity or to perform a work step. 
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Always carry out handling instructions stepwise and in pre-defined sequence. 

Step I Indicate the potential Hazard (and if appropriate the cause of it) 

Step II Describe the consequence of Hazard ͠ if not avoided 

Step III Describe how to avoid the mentioned Hazard ͠  further Steps 

͠ Handling instructions are structured as follows: 

Lists: 

Not-numbered Lists are structured as follows: 

List-Level 1 

List-Level 2 

Not-numbered Lists are structured as follows: 

1. List-Level 1 

2. List-Level 1 

2.1 List-Level 2 

2.1.1 List-Level 3 

2.1.1.1 List-Level 4 

2.2 ŀ 

3. etc. 

 

1.4.4 Additional information 

 

1.4.4.1 Figures 

 
1. Figures and associated position numbers are given in bold in the text. 

2. Position lines in an image end with: 

a dot, if they denote visible parts, 

 
an arrow when pointing towards invisible/indicated direction 

 

1.4.4.2 Dimension 

 
Dimensions are given in metric, ISO units. 

 

1.4.4.3 Applicable documents 

 
Pay attention to additional documents as repair and maintenance documents of equipment that may apply 

(i.e. for the engine or other additional equipment installed). 

1.4.4.4 Accessibility 

 
Make the contents of this Instruction Manual including the applicable documents available to all persons 

who operate or work with this machine. 
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  Chapter 2   Product description  

 
2.1 General description 

 
The mobile elevating work platform with a platform height of 38.2 meters developed by XCMG is self- 

equipped with a jib, thus having a certain capacity in obstacle crossing and being stretchable to the inac- 

cessible position; the double-load control system may automatically adjust the operating radius as the 

loads may be, which will satisfy the different demands of the users on different loads. It is an ideal choice 

for users engaged in building construction, bridges, steel structures and installation & construction both in- 

side and outside the venue. 
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2-2 Product description 
Figure 2-1 Machine overview 
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Main Sections ͠  see Table 2-1 

Table 2-1 Main components of machine: 

 

S/N. Description S/N. Description S/N. Description 

1 Work platform 2 Telescopic boom assembly 3 Jib 

4 Turntable 

assembly 

5 Slewing bearing 6 Slewing mechanism 

7 Electrical 

system 

8 Hydraulic system 

schematic 

9 Hydraulic system 

piping 

10 Luffing 

cylinder 

11 Jib cylinder 12 Leveling cylinder 

13 Cables and 

hydraulic 

piping carrier 

14 Balance weight assembly II 15 Telescopic cylinder 

16 Telescopic 

system 

17 Steering cylinder 18 Axle balance 

system 

19 Horizontal 

outrigger 

cylinder 

20 Swing center 21 Frame assembly 

22 Cover 23 Oil pump 24 Hydraulic tank 

25 Power assembly 

(Kubota Euro 

V) 

26 Fuel system (Kubota Euro 

ŋ) 

27 Supplied tools 

28 Sign/label 

assembly 

29 Supplied spare parts 30 Anti-squeezing 

detection device V 

2.1.1 Type/ nameplate locations 
 

 

 

Figure 2-2 Nameplate locations 

 

2.1.1 Declaration of conformity 
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Figure 2-3 Declaration of Conformity 
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2.2 Intended use of the machine 

2.2.1 Intended use 

 
Intended use as defined in this Section is a basic requirement for any safe operation! 

Your XCMG machine is designed by following recognized standard (EN 280) and manufactured accord- 

ing the state of art methods and technologies at the time of placing to the market. 

Å Intended use of the machine is construction work, and other related and construction areas. 

Å Intended use of the machine is only for construction and above mentioned purposes. 

Å Utilization is limited only to the work areas and conditions of use listed and described in this Instruction 

Manual. 

Å Move the machine with care. 

Use and park the machine only over surfaces capable of supporting it. 

Å The installation and safety requirements specified in the documentation must be observed. 

Å Any other use or a use beyond this shall be deemed a use not to the intended purpose. 

Å Intended application of the machine is only for installation and above mentioned purposes. 

Å Utilization is limited only to the work areas and conditions of use listed and described in this Instruction 

Manual. 

Å Use and park the machine only over surfaces capable of supporting it. 

Å Protect the working areas of use (i.e. by fences) to prevent the access of an unauthorized and unin- 

structed persons (e.g. children). 

Non-observation of the intended use of machine as defined in this section may result in the following 

consequences: 

Å Life-threatening or fatal injuries 

Å Severe damage to the machine, the assets or environmental contamination for which the owner/operator 

may be held liable. 

Å Loss of warranty and guarantee claims 

Å The machine may only be operated in enabled setup condition and modes as provided in this op- 

erating and maintenance instruction manual. 

Å Any application, not described in the Instruction Manual must be authorized in writing by the 

manufacturer beforehand. 

Å Any divergent use without the manufacturerôs writte n consent is considered as ñnon-intended 

useò 

Å The manufacturer is not liable for injuries resulting from improper use or misuse of the machine. 

Å The manufacturer is not liable for associated risks attributed to the ownerĽs, operatorĽs or userĽs 

responsibility. 

This also applies to unauthorized changes to the machine 
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Refer to the information in Section 10, 

Technical specifications and performance parameters 

Comply with this information completely. 

Intended use requires the following: 

Å Install all safety devices properly and ensure their correct function 

Å Provide and perform all maintenance and repair work as stated in this Instruction Manual and according 

to the given specifications 

Å Involve only qualified maintenance personnel or authorized personnel 

Å Take utmost care during use on operational safety as instructed in this Instruction Manual 

Å Apply all valid local, national and international safety regulations 

Å Use only the operating materials as listed in this Instruction Manual 

Å All  persons involved with the machineĽs operation must follow the safety instructions according to 

this Instruction Manual. 

Å All persons involved in the machineĽs operation must comply with their respective responsibilities ac- 

cording to the Instruction Manual. 

Å Regard and respect the technical information values and their limits 

Follow and respect the operating capacities as listed in this Instruction Manual Take into account 

the corresponding machine model and its maximum loads 

 
2.2.2 Not intended use of the machine 

 
The machine is not intended to be used: 

Å As transport vehicle (i.e. for materials and persons), 

Å Use over unstable sites (i.e. the ground is uneven, holes, steep slope), 

Å On sites with potentially explosive environment and 

Å Do not operate the machine when the wind speed is over 12.5 m/s, 

Å On sites with insufficient ventilation (i.e. within closed spaces) is prohibited. 

Å Use other than described here as intended is not authorized by the manufacturer and is outside legal lim- 

its of manufacturersĽ liability.  

 

2.3 Reasonably foreseeable misuse 
 

Reasonably foreseeable misuse means also the use of machine in a way not prescribed in the Instruc- 

tion Manual, but which may result from readily predictable human behavior. This includes any un- 

declared application or type of misuse listed. 

Basically: 

State of art technologies control a number of such ľforeseeable misusesĿ but not all misuse cases can 

be managed by technological means. 
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Misuse or improper use of the machine may lead to severe injuries or death and consequently to expiration 

of the warranty! 

The machine operator and/or owner will be fully responsible for all damages done due to machine ľunin- 

tended useĿ. 

Any use that is not described in this Instruction Manual is considered as ñunintended useò. 

Reasonably foreseeable misuse is considered-but not limited to: 

Å Not reading and follow this safety Instruction Manual. 

Å Operating the machine while the Instruction Manual is missing, is incomplete or is not available in the 

contractually agreed language at the machine. 

Å Operating the machine by uninstructed or unqualified personnel. 

Å Operating the machine ignoring safety requirement applicable at your site. 

Å Expose the machine to physical quantities that exceed the limits prescribed by the manufacturer. (e.g. 

ambient temperature, ASL-altitude, carried load, operating restrictions for soil with slope inclination 

etc.) 

Å Reflex-operators behavior. 

Å Transport of materials and/or passengers. 

Å Towing loads. 

Å Place items on the work guardrail 

Å When there are people on the work platform, the ground staff operates the equipment. 

Å Operating the machine without being buckled-up properly. 

Å Remove of bypass protective equipment . 

Å Perform maintenance/repair tasks with engine running or machine not secured. 

Å Operating the machine when the machine is not in a proper technical condition. 

Å Use and/or park the machine in areas exceeding environmental limits specified for this MEWP includ- 

ing (but not limited to): 

Å Beyond allowable ambient temperature. 

Å Beyond allowable side slope and gradient. 

Å Surface stability and load-bearing ability. 

Å Areas that may be flooded (i.e. in water channels). 

Å Moving the machine without adequate vision, or without a supervising coworker 

Å Carrying out any structural modification on the machine or interchangeable equipment which may af- 

fect operational safety without the manufacturerĽs written declaration of approval. 

Å Not following maintenance instructions and intervals 

Å Skip and/or delay repairs and activities meant to prevent or to detect damage. 

Å Improper maintenance and repair work. 

Å Not use of approved spare parts. 

Å Unauthorized modifications of the machine. 

Å Inappropriate use or use high-pressure cleaners and/or inappropriate cleaning agents and other devices. 
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Å Transport the machine without appropriate lashing on the transport vehicle. 

Å Parking, storing the machine unsecured or accessible to unauthorized persons (i.e. in inclined areas, 

open areas, with ignition key at the machine, open covers, etc.). 

Å Open fire or smoking while handling inflammable materials (i.e. during refueling) 

 
2.4 Scope of application 

2.4.1 Limitation factors of intended use 

Å Scope of applications: 

in accordance to the operatorĽs experience with and knowledge of the machine (industry, commerce, 

private, public sector) 

Å Various steps within product life cycle: 

assembly, commissioning/delivery, set up, regular operation, cleaning, maintenance & servicing, appro- 

priate disposal 

Å OperatorĽs skills, experience and knowledge 

Operator, maintenance personnel in terms of training, experience, skills 

Å Inexperienced/more vulnerable people 

Å Vulnerable groups (e.g. apprentices, pregnant women, volunteers, disabled persons with health 

conditions) 

Å Collateral damage compensation: 

unrelated to the company (e.g. employees from other workplaces, visitors etc.) 

 

2.4.2 Space boundaries 

Å Safety ranges/distances during movement/deployment 

Å Safety boundaries for people during installation and maintenance 

Å Material supply/removal 

Å Working places/area Interfaces 

 
2.4.3 Time related limits  

Å Limits of the service period of the whole machine or specific components 

Å Recommended inspection, maintenance and repair intervals 

 
2.4.4 Environment-related limits 

 
The following environmental factors define the limits for the safe operation and the performance of the 

machine: 
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Å Environmental factors-related limits 

ï weather 

 
ï altitude 

 
ï slope inclination 

 
ï steepness 

Å Energetic limits 

ï Types of energy 

 
ï Interfaces supply/discharge 

 
ï Material limits 

 
ï Starting materials/auxiliary operating materials, waste products 

 

2.4.5 Permitted environmental conditions 

 
Considerations on environmental conditions shall be taken in order to ensure machineĽs safe operation, 

to improve machineĽs reliability and to prologue machineĽs service life. 

 

 

Operate or park the machine always over ground, stable enough to carry the maximum possible 

load applied by the machine. (Ground bearing load refers to Table 2-3 
 

Table 2-2 Type bearing capacity 

 

Maximum tyre load 1300 kg/29762 lb 

Ground pressure 1.554 Mpa/225 bar 

Note: Floor loading information is approximate and does not incorporate different option configurations. 

It should be used only with adequate safety factors. 

Table 2-3 Ground bearing load 

 

S/N. Soil type Ground loading ca- 

pacity kg/cm2
 

1 Natural soil:  

Sludge, peat, and wetland 0 

2 Non-compacted soil:  

Construction debris 0-10 
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Table 2-3 Ground bearing load(continued) 
 

S/N. Soil type Ground loading ca- 

pacity kg/cm2
 

3 Non-cohesive soil:  

Sand, gravel, rock, and mixture 20 

4 Clayed soil  

a. Mixture of clayed silt and topsoil 12 

b. Powdered coal, composed of coarse clay and few clay 13 

c. Pottery clay, composed of plastic clay and filler  

Hard 9 

Half-solid 14 

Solid 20 

d. Mixed granule ground (mixture of clay, sand, gravel, and 

rock) 

 

Hard 15 

Half-solid 22 

Solid 33 

5 Uniform solid rock:  

a. easily broken or decomposed 150 

b. Non-fragile 300 

6 Artificially compacted road:  

a. Asphalt road 5-15 

b. Concrete:  

1) General concrete (grade BI concrete) 50-250 

2) High strength concrete (grade BII concrete) 350-550 

 

 
Do not exceed maximum lateral and longitudinal inclinations. 

  Environmental temperatures influence machineĽs behavior, especially acceleration, deceleration and 

stopping behavior. 

 Please check/adjust mainly the used fluids to your environment (fuel, hydraulic oil viscosity, coolant 

antifreeze, etc.) and avoid changing the battery at temperatures below 0°C. 



XGS40E Instruction Manual 

Product description 2-11 

 

 

 
 

 
 

Do not operate this machine with the wind speed in excess of 12.5 m/s (28 MPH) (see Table 2-4 for 

wind scale). 
 

Table 2-4 Beaufort scale (for reference only) 

 

Beaufort 

scale 

Wind speed Description Land conditions 

m/s MPH 

0 0-0.2 0 Calm Calm. Smoke rises vertically. 

1 0.3-1.5 1-3 Light air Wind motion visible in smoke. 

2 1.6-3.3 4-7 Light breeze Wind felt on exposed skin. Leaves rustle 

3 3.4-5.4 8-12 Gentle breeze Leaves and smaller twigs in constant motion. 

4 5.5-7.9 13-18 Moderate 

breeze 

Raises dust and loose paper. Small branches 

moved. 

5 8.0-10.7 19-24 Fresh breeze Smaller trees begin to sway. 

6 10.8-13.8 25-31 Strong wind Large branches in motion. Flags waving near 

horizontal. Umbrellas used with difficulty. 

7 13.9-17.1 32-38 Near gale/ 

moderate gale 

Whole trees in motion. Inconvenience felt 

when walking against the wind. 

8 17.2-20.7 39-46 Fresh gale Twigs break off trees. Cars veer on road. 

9 20.8-24.4 47-54 Strong gale Slight structure damage. 

 

2.4.6 Environmental protection limitations 

 
Environmental protection shall be a common task. XCMG implemented several measures to enhance envi- 

ronmentally friendly design, production, operation and maintenance methods on this machine. 

Owners, Operators and Maintenance Personnel are responsible to take sustainable precautions to further 

contribute to environment protection: 

Follow environmental protection rules and regulations applying in your area. 

Dispose all materials (packaging, exchanged maintenance and wear parts, cleaning agents, residual fluids, 

etc.) according the local environmental protection rules and make use of the local available recycling 

systems. 

Do not operate the machine unnecessary (keep the engine off as reasonable possible). 

  WARNING! 
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2.5 Residual risks 

2.5.1 Overview 

XCMG evaluated and designed the machine having safety as main task. Although it is not possible to fore- 

see all events that may occur, existing residual risks are mentioned in this manual as possible at the time 

this manual has been edited. 

Å By following instructions provided in this manual and consider the warning signs put on the machineĽs 

decals you can avoid risks and operate the machine as safe as possible. 

 

ï As an entrepreneur/operating company, take care that all persons working on and with the machine 

are aware of the residual risks. 

ï Follow the instructions to prevent residual risks that may end in accidents or damages. 

 
ï Set-up work may require a disassembly of the protective equipment by the customer, resulting in mis- 

cellaneous residual risks and potential hazards every operator has to be aware of. 

 

Dangerous injuries during operation of the machine 

Å Unintended operation may cause personnel crushed in a life-threatening 

manner. 

Å Install and approve the function of machine protective devices prior to 

commissioning 
 

 
 

Danger by electrical shocks 

 An electrical shock may result in fatal injuries. 

Å Use the mains disconnection device to de-energize the machine prior  to 

all repair, set-up and maintenance work. 

Å Secure the machine against inadvertent activation. 

Å Close off the mains disconnection device and put up warning signs. 

Å In addition, press down the E-stop button. 
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Danger of slipping skidding and falling 

Danger of burns 

 

Å Weather influences, such as wetness, snow, ice, frost and dirt,  change the grip  of the treads, 

walkways and handrails. 

Å Persons may seriously be injured or even killed!  

Å The machine may be damaged. 

Å Step on and treading surfaces taking account of the conditions, e.g. winter  slipperiness or 

soiling. 

Å Only access the platform on approved walking and tread surfaces. 

Å Observe the signs. 

Å Replace damaged safety labels (warning signs) immediately. 

Å If  the road is contaminated due to technical defects, unsealed fuel or tank or leaking hydraulic 

oil, this will r epresent a serious traffic hazard. This may result in fatal accidents. 

Å Remove traces of oil immediately and thoroughly 

Risk of burns on the surfaces of heated components  

Å This applies in particular to the exhaust system and the engine of the machine 

Å Allow the components to cool sufficiently before touching them. 

Å Be particularly cautious near heated components. 
 

 
2.5.2 Risks of injury up to death by 

Å not obeying to local guidelines, requirements and directives for Occupational Health and Safety. 

Å misuse or wrong operation, ignoring the content of this manual. 

Å improper machine transportation, by transporting the machine on unsuitable vehicles or lack in securing 

measures. 

Å hesitation of repair/replace of defect parts. 

Å operation under influence of medication, drugs, alcohol or any other substance, which may impair your 

ability of safe use. 

Å Operator unable to operate the machine (too young, handicapped in respect to machine operation, un- 

trained or uninstructed). 

Å unclean machine, slippery access systems (steps, handles, etc.), unreadable or damaged safety decals 

and operation elements. 

Å insufficient secured machine when parked, maintained, serviced or repaired. 

  WARNING! 
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Å insufficient safety precautions at your site. 

Å insufficient use of personal protective equipment. 

Å smoking and/or open fire when dealing with flammable substances (i.e. when refueling). 

Å refueling while engine is running or spilling fuel over hot surfaces. 

 
2.5.3 Risks of damaging the machine and property  

Å misuse or wrong operation, ignoring the content of this manual. 

Å operation of the machine in or on inadequate environment (i.e. operation on surfaces or on structures 

with insufficient load-bearing capacity). 

Å use of unsuitable ware and spare parts. 

Å insufficient maintenance and/or repairs. 

 
2.5.4 Environmental risk  

Å misuse or wrong operation, ignoring the content of this manual. 

Å This includes also unnecessary noise and exhaust gas generation by leaving the engine unnecessary 

running. 

Å Use of unsuitable consumable, ware and spare parts. 

Å Insufficient maintenance and/or repairs. 

Å Clean machine in inappropriate area or with an environmentally unfriendly cleaner. 

 
2.5.5 Performance and service life reduction 

 
Due to: 

Å misuse or wrong operation, ignoring the content of this manual. 

Å Use of unsuitable consumable, ware and spare parts. 

Å Insufficient maintenance and/or repairs. 

Å Unnecessary operation (i.e. engine runs when not required). 
 

 

 

Figure 2-4 Get familiar with your local Occupational Health and Safety regulations and rules. 
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Figure 2-5 Become familiar with safety precautions and devices installed at your site. 

 
 

 

Figure 2-6 Use personal protective equipment according local Occupational Health and Safety 

regulations. 
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  Chapter 3 General safety information and instructions  

 
3.1 Introduction  

 
To prevent personal injury or property and/or environment damage observe and respect the safety instruc- 

tions stated in this Section. 

The following advice to the users and operators: 

Read and respect all safety instructions. 

 

3.2 Responsible parties 
 

For the purpose of communication, this Instruction Manual defines the following participantĽs groups: 

1. Manufacturer͠ as producer of the unit/machine (XCMG) 

2. Dealer 

3. Owner 

4. User 

5. Operator 

6. Maintenance personnel 

7. Lessor 

8. Lessee 

9. Agent 

Owner: 

as any natural or juristic person/entity who owns permanent or temporary a (set) machine(s), with legal 

rights duties and responsibilities, and: 

Å uses purchased or lent machines to manage a site job (e.g. Construction Company) or 

Å generates sales merely through the distribution of machines (e.g. Reseller or renter). 

The operator: 

Å a person in charge for  as well as specific job/project  and machine, (e.g. as natural  user, skilled in- 

dividual for all functions of  machine) 

Å an operator, who physical simply driving  the machine (but does not necessarily be a skilled opera- 

tor for all functions of the machine) 

Å a company that operates technical equipment (e.g. juristic user, entity) 

Maintenance Personnel/Service Provider: 

The natural person responsible for the machineĽs flawless functioning and all processes influencing it 

(maintenance, overhaul, repairs, functional control adjustments etc.) 
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3.3 Detailed tasks and responsibilities 

3.3.1 General requirements for all responsible parties 

 
Any responsible party involved should be committed to: 

Å use and apply the Instruction Manual for operation of machine. 

Å notify involved parties of any safety related defects observed on a machine. 

Å  check the machine for damage every day before using it, do not operate in case of safety related 

defects. 

Å wear PPE as recommended or required in your site/area. 

Å  operate any machine correctly, which means according to parameters and intended use prescribed in 

this Instruction Manual. 

Å stop work with a machine immediately if its safe operation is not guaranteed. 

Å repair the machine prior further operation in case of defects. 

   Only qualified and authorized personnel shall conduct machine operation, 

transport and maintenance. 

 Qualified persons shall meet the following minimum requirements: 

Å be at least 18 years of age 

Å possess the physical and mental abilities to perform the assigned tasks 

Å be able to read and understand the technical documentation of construction machinery (i.e. this manual) 

be knowledgeable in: 

Å accident prevention 

Å performing first aid, 

Å applicable occupational safety regulations. 

be sufficient trained/instructed for the assigned machine tasks, 

Å possibly including valid driving license for machines, if legally required. 

Å introduced at least on basics of machines operation and effects. 

Marshalling machines shall be done by instructed personnel with proven skills, meaning of signals be- 

tween the marshallers and the operator shall be commonly agreed and be unambiguous. 

 
3.3.2 Dealer 

 

 Given that the reasonable principles of personnel, safety, training, inspection, 

maintenance, application and operation shall be applied in personnel training, in- 

spection, maintenance, application and operation, these principles shall be con- 

sistent with all available data on rational use and external environment 

parameters. 
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Å  Instruction Manual shall be supplied with each lease, rental or sold machine in weatherproof storage 

box of MEWP. Manuals are considered as an indispensable part of MEWP, which is an important media 

to send necessary safety information to owners, users and operators. 

Å  The current responsibilities manual for dealers, owners, users, operators, lessees, leasers and agents of 

MEWPs shall be provided in a weatherproof storage box. 

Å The MEWP shall be inspected, maintained and regulated according to manufacturerĽs requirement be- 

fore delivery (by sale, rental or lease). 

Å The dealers shall perform preventive maintenance of MEWP on the basis of the operating environment 

and safety and in accordance with the manufacturerĽs recommendations. 

Å The dealers shall perform routine and annual inspections according to the manual and instruction sup- 

plied by the manufacturer. 

Å  The repair process to eliminate faults and problems shall be in accordance with the manual and instruc- 

tion supplied by the manufacturer. 

Å When parts or components are replaced, they shall be identical or equivalent to original parts or compo- 

nents of MEWP. 

Å  The dealers shall provide appropriate training to assist the owners, users and operators to comply with 

the requirements for the inspection, maintenance, use, application and operation of MEWP set out in 

this standard. 

Å  Modification, alteration or remanufacturing of MEWPs shall only be made with prior written permis- 

sion from the manufacturer. 

3.3.2.1 Maintenance safety precautions 

Before performing adjustment and repair of MEWP, the following precautions should be taken: 

1. Power plants stopped and start switches do not work 

2. All  control mechanisms are in "off"  gears to protect all control systems from unintentional action caused 

by braking, obstruction, or other means 

3. Boom and platform shall be lowered to the stowed position as much as possible or shall be secured with 

block or constraint to prevent falling. 

4. Release oil pressure from all hydraulic circuit before loosening or removing hydraulic components. 

5. Safety props and latches shall be installed in proper location according to manufacturer's specification 

3.3.2.2 Familiarization on delivery 

For delivery by sale, rental, lease or other means, the dealer and the recipient assigned by receiving unit of 

MEWP shall share responsibilities: 

1. Verify the weatherproof storage box (manual box) 

2. Verify the manuals specified by the manufacturers is on MEWP 

3. Check all control functions 

4. Check all safety devices specified during the delivery of MEWP. 

3.3.2.3 Dealer as a user 

orders its personnel to operate the MEWP (loading, unloading, inspection, sales demonstration or other 

forms of use), the dealer shall assume the userĽs responsibilities. 
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1. Training 

2. Familiar with the operation of MEWP to operate 

3. Clarify the responsibilities of the operator 

3.3.2.4 Record preservation and distribution  

1. Record preservation 

The dealer shall preserve the following records at least 4 years: 
 

1) Name and address of each MEWP purchaser by delivery number and date 
 

2) Pre-delivery preparation record completed before delivery 
 

3) Complete records of routine inspection and annual inspection for MEWP 
 

4) Repair record for conducting troubleshooting and troubleshooting 
 

5) Names of trainee 
 

6) Names of trainer 
 

7) Training date 
 

8) The name of the person receiving the MEWP details for each delivery, unless the person has delivery 

details on the same model or the product has characteristics consistent with the product delivered 

within 3 months. 

2. Training proof 

The dealer should provide the trained person who has successfully completed the training with docu- 

mentary evidence to prove they are trained. If the trainee requires, the dealer shall provide evidence. 

The documentary evidence should includes following information: 

1) Name of trainee 
 

2) Name of entity providing training or retraining 
 

3) Name of trainer 
 

4) Clear proof of training covered MEWPs 
 

5) Training date 
 

3. Record distribution 

Upon request, the dealer shall provide the following information: 
 

1) To the owner of MEWP, copy of routine inspection and annual inspection completed 
 

2) To the owner of MEWP, copy of repair completed 
 

3) To the user, proof of training for operators (including name of trainer and training date) 
 

4) To the user, the name of the person receiving delivery details of MEWP 
 

3.3.2.5 Safety bulletin from manufacturer 
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The dealer shall observe the bulletins from the manufacturer. 

3.3.2.6 Sales responsibilities 

When the MEWP is sold, the dealer: 

Shall ensure that the Instruction Manual delivered to the owner 

1. Shall provide the copy of current responsibilities manual. 

2. Shall provide repair and parts manuals within 2 months after sale. 

3. Shall notify the manufacturer and its sale successor (if  existing), providing full  name and address of the 

purchaser. 

4. Shall carry out an annual inspection prior to delivery and provide a copy to the purchaser within 2 

months if the MEWP is used. 

5. Shall notify the person assigned by the receiving entity when the MEWP was delivered. 

 

3.3.3 User responsibilities 

 

3.3.3.1 Basic principle 

 
The information in this standard must be supplemented by good job management, safety control, and the 

application of sound principles of safety, training, inspection, maintenance, application and operation, con- 

sistent with all data available regarding the parameters of intended use and expected environment. Since 

the user has direct control over the application and operation of MEWPs, conformance with good safety 

practices in this area is the responsibility of the user and the operating personnel, including the operator. 

Decisions on the use and operation of the MEWP must always be made with due consideration for the fact 

that the MEWP will be carrying personnel whose safety is dependent on those decisions. 

3.3.3.2 Manual storage 

 
The user shall preserved and keep a copy of Instruction Manual in weatherproof storage box provided by 

the manufacturer. Manuals are considered as an indispensable part of MEWP, which is an important media 

to send necessary safety information to users and operators. 

3.3.3.3 Inspection and repair 

 
The user shall inspect and maintain the MEWP as required to ensure normal operation. Routine inspection 

and maintenance shall be carried out as recommended by the manufacturer and in coordination with the 

operating conditions and the severity of the operating environment. MEWPs under abnormal operating 

conditions should be promptly removed from operation until repair is completed. The repair shall comfort 

to the recommendation of the manufacture and shall be performed by the qualified person. 

1. Routine inspection 

The owner of the MEWP shall ensure that the routine inspection of the MEWP is performed in accord- 

ance with the manufacturerĽs instructions: 



XGS40E Instruction Manual 

3-6 General safety information and instructions 

 

 

 
 

1) Purchased used machine The routine and annual inspections shall be conducted unless it is confirmed 

that the inspections are current. 

2) Machine servicing for three months or 250 hours (whichever comes first) 
 

3) No operation for more than 3 months 
 

The inspection shall be carried out by a qualified technician on MEWP or one has similar design charac- 

teristics. Inspections shall be carried out in accordance with the manufacturer's requirements for routine 

inspections, including but not limited to the following: 

All functions and controls for speed, stability and motion limits. 

Chassis control includes provisions for overriding of upper controls 

All wire rope devices used for adjustment and worn or damaged parts. 

All emergency safety equipment. 

Lubrication of all movable parts, inspection of filter, hydraulic oil, engine oil and refrigerant as speci- 

fied by manufacturer. 

Visual inspection of structural parts and other critical components such as fasteners, pins, shafts and 

latching devices. 

Bulletins, warnings and control labels. 

Other items specified by the manufacturer. 

Emergency descent method. 

2. Annual inspection 

The owner of the MEWP shall ensure that the annual inspection is carried out within 13 months from 

the date of the last annual inspection. The inspection shall be carried out by a qualified technician on 

MEWP or one has similar design characteristics. The inspection shall be carried out in accordance with 

the manufacturer's annual inspection program. The owner should not arrange MEWP operation until all 

faults and problems have been solved. 

3. Inspection checks before starting 

Visual inspection and function testing of MEWP shall be carried out daily or before each shift, includ- 

ing but not limited to: 

1) Operation and emergency control 
 

2) Safety devices 
 

3) Leakage of gas, liquid and fuel system 
 

4) Harness for cable and wire 
 

5) Loose or missing parts 
 

6) Tires and wheels 
 

7) Notices, warnings, control signs and operation manual 
 

8) Outriggers, stabilizers, stretchable shafts (if equipped) and other structures 
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9) Guardrail device 
 

10) Other items specified by the manufacturer 
 

4. Maintenance safety precautions 

Before performing adjustment and repair of MEWP, the following precautions should be taken: 
 

1) Power plants stopped and start switches do not work 
 

2) All  control mechanisms are in "off"  gears to protect all control systems from unintentional action 

caused by braking, obstruction, or other means 

3) Boom and platform shall be lowered to the stowed position as much as possible or shall be secured 

with block or constraint to prevent falling 

4) Release oil pressure from all hydraulic circuit before loosening or removing hydraulic components. 

5) Safety props and latches shall be installed in proper location according to manufacturerĽs 

specification 

6) Other items specified by the manufacturer 

 

3.3.3.4 Replacement of components or parts 

 
When parts or components are replaced, they shall be identical or equivalent to original parts or compo- 

nents of MEWP. 

3.3.3.5 Repair training 

 
The user shall ensure that the MEWP is inspected and repaired by qualified personnel in accordance with 

the manufacturerĽs recommendations and the requirements in this section. 

3.3.3.6 Training and retraining of the operator 

 
Whenever the user orders or authorizes an individual to operate MEWP, the user shall ensure that the per- 

son has been: 

1. Trained prior to being assigned to operate MEWP. 

2. Familiar with the MEWP to be operated 

3. Clarify the responsibilities of the operator. 

4. Retrained if  necessary based on the user's observation and evaluation of the operator. 

Trainee record 

The user shall preserve the record of trainee of MEWP for at least 4 years. 

 

3.3.3.7 Notice before use 

 
User shall only permit personnel who have completed the training to operate the MEWP. The user shall 

ensure that the operator is familiar with the model of the MEWP to be operated prior to use, especially: 
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1. Know where the weatherproof storage box is located. 

2. Know that the manufacturerĽs operation and maintenance manuals are stored in weatherproof storage 

boxes and be familiar with Instruction Manual. 

3. Be ware of all control functions, bulletins and warnings. 

4. Be ware of and understand all safety devices for the model of MEWP used. 

 

3.3.3.8 Work site inspection 

 
Before and during the use of the MEWP, the user shall check the potential hazards of the work site, includ- 

ing but not limited to: 

1. A sharp slope or a pit, including those covered by water, ice, mud, etc. 

2. Slop 

3. Bumps and obstacles on the ground 

4. Debris 

5. Obstacles overhead and cables 

6. Hazardous places and gas 

7. The surface and support are not sufficient to withstand all the loads of the MEWP under various work- 

ing conditions 

8. Wind and weather conditions 

9. Presence of unauthorized personnel 

10.Other possible hazardous conditions 

3.3.3.9 Identification of hazardous sites 

 
The user shall be responsible to identify the hazard classes of intended work sites. The operation of 

MEWP in dangerous work site shall be approved and meet and achieve the requirement of local standards. 

3.3.3.10 Operators warnings and instructions 

 
The users shall direct the operator to operate the MEWP according to clauses specified in this manual. 

The user shall monitor their performances and work to ensure that the use, application and operation of 

MEWPs comply with the clauses: warn personnel of potential hazards, provide means to protect against 

identified hazards, and explain the potential consequences of not following proper operating guidelines. 

Instructions and guidelines for proper operation shall include, but are not limited to the following terms 

and subjects: 

1. slope and slope grade 

The MEWP shall not be operated in any manner on slopes, side slopes or ramps exceeding rated slope 

grade specified by the manufacturer. 

2. Deployment of stability improvement device 

Outriggers, stabilizers, stretchable shafts, swing axles (if  equipped) or other stability enhancement devi- 

ces shall be deployed and locked in place as required by the manufacturer. 
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3. Guardrail device 

The guardrail shall be installed and secured, and entrance doors or openings shall be properly closed as 

directed by the manufacturer. 

4. Load distribution 

The load on the platform and its distribution and any the extension of platform shall comply with the 

rated load requirements specified by the manufacturer for a given condition. 

5. Maintain overhead clearance 

The operator shall, as instructed, ensure that adequate clearance is maintained with overhead obstacles 

and live wires and bodies. 

6. Electrocution hazard 

The qualified person shall specify and explain to the operator all applicable safety requirements regard- 

ing the prevention of electrocution during work practice. Especially, this person shall instruct the opera- 

tor to maintain a minimum proximity distance (MAD) to the live conductors and equipment according 

to its own conditions. 

7. Personnel protection equipment (PPE) 

The user should instruct the operator to ensure that all personnel on the platform wear a personal protec- 

tion device (PPE) as required. 

8. Personnel footing 

Staff working on the platform should maintain a stable foothold on the bottom plate. Personnel are for- 

bidden to climb the mid-rail and top rail of the MEWP. Brackets, ladders or any other equipment used 

to achieve or reach the target height on a MEWP are prohibited. 

9. Precautions for other mobile devices 

When other mobile devices and vehicles are present, special precautions should be taken to comply with 

local laws or established workplace safety standards. Warning signs including, but not limited to, flags, 

trapped areas, flashing lights and roadblocks shall be used appropriately. 

10. Reporting problems and malfunctions 

The user shall instruct the operator to report any apparent problems or malfunctions to the manager in 

time. The user shall make sure that all problems and malfunctions affecting safe operation are resolved 

before continuing use. 

11. Report potential hazardous locations 

The user shall instruct the operator to report any potential hazardous locations to the manager in time. 

12.Working on hazardous location 

Unapproved or unmarked MEWPs are prohibited from operating in dangerous places. 

13.Entanglement 

Attentions shall be paid to prevent ropes, wires and hoses from entanglement into the MEWP. 

14.Load limitation 

When the load is applied to a platform at any height, it shall not exceed the rated load and the rated 

capacity. 

15. Working area 
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The user shall instruct the operator to ensure that there are no personnel or equipment around the 

MEWP before lowering platform. 

16. Oil filling  

The engine shall be turned off during fueling. Fueling should be performed in well-ventilated areas 

away from open flames, sparks or other fire and explosion hazards. 

17. Battery charging (if required) 

Charging should be performed in well-ventilated areas away from open flames, sparks or other fire and 

explosion hazards. 

18. Incorrect platform stability 

The MEWP shall not be placed against other objects to stabilize the platform or increase stability. 

19.Misused as a machine 

The MEWP shall not be used as a crane. 

20.Abnormal operating support condition 

The MEWP shall not be used on trucks, trailers, train vehicles, ships, lifting platforms or similar equip- 

ment unless it is approved in writing by the manufacturer or by a qualified person. 

21. Travel speed 

The user shall instruct the operator to limit the travel speed according to the environment, including 

support surface condition, congestion, visibility, inclination, personnel position, and other risk factors 

that may cause collisions and result in injuries. 

22. Travel requirement 

When platform is elevated, the user shall instruct the operator to: 
 

1) Maintain a clear view of the supporting surfaces and driving routes. 
 

2) Make sure that personnel in the working area who can be harmed are aware of the motion of the ma- 

chine. Inform and relocate MEWP as required to protect personnel from injury. 

3) Maintain a safety distance from obstacles, debris, holes, potholes, ramps and other hazards to ensure 

safe driving. 

4) Keep a safety distance from overhead obstacles and charged conductors. 
 

23. Stunt driving 

Stunt driving and horseplay are prohibited. 

24.MEWP protection 

The user shall order the operator to prevent unauthorized use of the tools provided. 

25.Modification of safety devices 

Interlocks or other safety equipment shall not be altered or removed. 

26.Blocked platform 

If the platform or elevation assembly is stuck, obstructed or otherwise prevented from performing its 

normal operation by an adjacent building or other obstacles. Withdrawing control can not free the plat- 

form. Before attempting to use the chassis control to free the platform, all personnel on the platform 

should be removed. all personnel on the platform should be removed. 
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27. Exit (or enter) elevated platform 

If approved by the manufacturer, workers shall only leave or enter the elevated platform in accordance 

with the instructions and guidance provided by the manufacturer, subject to the manufacturerĽs 

approval. 

28. Alteration of an MEWP or the fabrication and attaching of frameworks, or the mounting of attachments 

for holding tools or materials onto the platform or the guardrail system shall only be accomplished with 

the prior written permission of the manufacturer. 

29. Assistance to the operator 

If  the operator encounters any suspected failure, hazard or potential unsafe situation that affects the car- 

rying capacity, normal use or safe operation of the MEWP, the operator shall stop operation and consult 

the user for more information. 

30. Problems and malfunctions 

Any problem or malfunction affecting safe operation should be repaired prior to use of the MEWP. 

31.Carried material 

The users shall ensure that they carry only safe and reliable tools and materials that are evenly distrib- 

uted and can be used safely by platform personnel. 

32.Rated horizontal force 

The user shall supervise the operator not to exceed the rated horizontal force specified by XCMG . 

33.Bridge crane 

When bridge machine or similar equipment operates within its stroke, measures shall be taken to pre- 

vent collisions with MEWP. 

34.Appropriate supporting requirement 

The user shall ensure that the supporting surface is sufficient to bear MEWP. 

35.Stopping unauthorized use 

The user shall instruct the operator not to use, rent, lease or supply the MEWP for any benefit without 

prior permission. 

3.3.3.11 User as operator 

 
If the user is also an operator of MEWP, the user shall assume the operational responsibilities specified in 

section 3.3.5 of this manual and the user responsibilities specified in section 3.3.3 of this manual. 

3.3.3.12 Shutdown of MEWP 

 
In case of any suspected MEWP failure or dangerous or potentially unsafe conditions, the user shall ap- 

prove and instruct the operator to stop the MEWP operation and consult the owner, dealer or XCMG for 

more information on safe operation before resuming work. 

3.3.3.13 Record preservation and distribution 

 
1. Record preservation 
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The dealer shall preserve the following records at least 4 years: 
 

1) Name of operator received training and retraining. 
 

2) Name of the operator received the familiarization. 
 

3) The owner (or an individual designated by the owner) is responsible for ensuring that routine and an- 

nual inspections are carried out and the written records are maintained. Records shall include the date 

of inspection, defects found, recommended correction, and a certificate from the person who per- 

formed the inspection. 

4) The user shall maintain a written record of the completion of repairs to the MEWP by the ownerĽs 

employees. Records shall include the date of repair, a description of the repair completed and a certif- 

icate of the person who performed the repair. 

2. Record distribution 
 

1) When the user instructs the employee to complete the routine inspection or annual inspection, the cor- 

rect records shall be provided to the owner within 2 months of the completion of the inspection. 

2) When the user instructs the employee to complete the repair, the correct records shall be provided to 

the owner within 2 months of the completion of the repair. 

3. Training proof 

The owner should provide the trained person who has successfully completed the training with docu- 

mentary evidence to prove they are trained. If the trainee requires, the owner shall provide evidence. 

The documentary evidence should includes following information: 

1) Name of entity supplying training and retraining 
 

2) Name of trainer 
 

3) Clear proof of training covered MEWPs 
 

4) Training date 
 

5) Names of trainee 

 

3.3.3.14 Modification 

 
Modification, alteration or remanufacturing of MEWPs shall only be made with prior written permission 

from the manufacturer. 

3.3.3.15 Safety bulletin from manufacturer 

 
The user shall comply with the relevant safety bulletins received from the manufacturer, dealer or owner. 
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3.3.4 Owner 

Å  specifies and verifies the skills and responsibilities of personnel working with the machine or specific 

parts of it 

Å offers the necessary PPE to individuals working with the machine 

Å  is responsible for the safety state (smooth and safe functioning) of the machine and its accessories 

(smooth and safe functioning) 

Å  performs inspections on the machine based on local regulations in addition to the inspections defined 

by manufacturerĽs Instruction Manual 

Å informs the manufacturer of any accident involving the machine that may lead to serious injury or ma- 

jor damage to property 

Å provides unrestricted access to the machine to the manufacturerĽs authorized service personnel 

Å carries out the work planning for the machine carefully and conscientiously 

Å  consults with the manufacturer or their authorized representative before making any modification to 

the machine 

Å Use or add configurations according to the original XCMG configuration table. 

3.3.4.1 Basic principle  

Given that the reasonable principles of personnel, safety, training, inspection, maintenance, application 

and operation shall be applied in personnel training, inspection, maintenance, application and operation, 

these principles shall be consistent with all available data on rational use and external environment 

parameters. 

3.3.4.2 Purchasing responsibilities 

When purchasing MEWP, the purchaser should: 

1. Confirm the receiving of operation and maintenance manuals. 

2. Obtain maintenance and parts catalogue within 2 months of purchase. 

3. Provide the name and address of the buyer as well as the model and the code number of the MEWP pur- 

chased to the manufacturer within 2 months of purchase. 

4. Make sure the routine inspection and annual inspection are latest if the MEWP is used. 

5. Be familiar with and follow the ownerĽs responsibilities as specified in Instruction Manual for 

MEWPs. 

3.3.4.3 Manuals 

The owner shall provide a copy of the operation and maintenance manuals for each machine by lease, rent- 

al or sale and ensure that it is properly stored in the weatherproof box on the MEWP. Manuals are consid- 

ered as an indispensable part of MEWP, which is an important media to send necessary safety information 

to owners, users and operators. In addition, each machine sold shall be equipped with a repair and parts 

manual. 

3.3.4.4 Maintenance, inspection and repair  

1. Maintenance 



XGS40E Instruction Manual 

3-14 General safety information and instructions 

 

 

 
 

The owner of the MEWP shall ensure that the maintenance detailed in this standard is implemented on 

the principle of timeliness. The owner shall establish a preventive maintenance program in accordance 

with the manufacturerĽs recommendations and the operation environment and intensity of the MEWP. 

2. Inspection 

The owner shall arrange routine inspection and annual inspection as recommended by the manufacturer. 

All faults and problems identified during the inspection should be solved before the MEWP resumes 

operations. 

3. Repair 

When the MEWP is damaged or repair is required, all faults and problems identified should be fixed be- 

fore the MEWP resumes operation. 

3.3.4.5 Pre-delivery preparation 

The MEWP shall be inspected, maintained and regulated according to manufacturerĽs requirement before 

delivery (by sale, rental or lease). 

3.3.4.6 Routine inspection 

The owner of the MEWP shall ensure that the routine inspection of the MEWP is performed in accordance 

with the manufacturerĽs instructions: 

1. Purchased used machine The routine and annual inspections shall be conducted unless it is confirmed 

that the inspections are current. 

2. Machine servicing for three months or 250 hours (whichever comes first) 

3. No operation for more than 3 months 

The inspection shall be carried out by a qualified technician on MEWP or one has similar design charac- 

teristics. Inspections shall be carried out in accordance with the manufacturer's requirements for routine in- 

spections, including but not limited to the following: 

All functions and controls for speed, stability and motion limits. 

Chassis control includes provisions for overriding of upper controls 

All wire rope devices used for adjustment and worn or damaged parts. 

All emergency safety equipment. 

Lubrication of all movable parts, inspection of filter, hydraulic oil, engine oil and refrigerant as specified 

by manufacturer. 

Visual inspection of structural parts and other critical components such as fasteners, pins, shafts and latch- 

ing devices. 

Bulletins, warnings and control labels. 

Other items specified by the manufacturer. 

Emergency descent method. 

3.3.4.7 Anual inspection 

The owner of the MEWP shall ensure that the annual inspection is carried out within 13 months from the 

date of the last annual inspection. The inspection shall be carried out by a qualified technician on MEWP 

or one has similar design characteristics. The inspection shall be carried out in accordance with the manu- 

facturer's annual inspection program. The owner should not arrange MEWP operation until all faults and 

problems have been solved. 
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3.3.4.8 Maintenance safety precautions 

Before performing adjustment and repair of MEWP, the following precautions should be taken: 

1. Power plants stopped and start switches do not work. 

2. All  control mechanisms are in "off"  gears to protect all control systems from unintentional action caused 

by braking, obstruction, or other means. 

3. Boom and platform shall be lowered to the stowed position as much as possible or shall be secured with 

block or constraint to prevent falling. 

4. Release oil pressure from all hydraulic circuit before loosening or removing hydraulic components. 

5. Other precautions specified by the manufacturer. 

3.3.4.9 Spare parts 

When parts or components are replaced, they shall be identical or equivalent to original parts or compo- 

nents of MEWP. 

3.3.4.10 Maintenance training  

The owner shall train the maintenance personnel for inspection and maintenance of the MEWP. 

3.3.4.11 Training  

1. Training of the operator 

Whenever the owner orders or authorizes the employee to operate the MEWP (loading, unloading, in- 

spection or other purpose), the owner shall undertake the userĽs responsibilities: 

1) Trained 
 

2) Familiar with the MEWP to be operated 
 

3) Clarify the responsibilities of the operator. 
 

2. Assisting users 

When, at the request of the user, the owner sells, rents, leases or supplies the MEWP in any form for 

benefits, the owner shall provide for training or recommend to the user a relatively reliable place for 

training. 

3.3.4.12 Familiarization on delivery 

For delivery by sale, rental, lease or other means, the dealer and the recipient assigned by receiving unit of 

MEWP shall share responsibilities: 

1. Verify the weatherproof storage box (manual box) 

2. Verify the manuals specified by the manufactures is on MEWP 

3. Check all control functions 

4. Check all safety devices specified during the delivery of MEWP 

3.3.4.13 Operation 

When the owner operates the MEWP, he/she shall take the operaterĽs responsibilities. 

3.3.4.14 Assisting user and operator 

If the owner is unable to answer the user or operatorĽs questions regarding the rated capacity, intended 

use, maintenance, repair, inspection or operation of the MEWP, the owner shall ask correct information 
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from the manufacturer or a qualified person (if the manufacturer is no longer in business) and provide it to 

the user or operator. 

3.3.4.15 Record preservation and distribution  

1. Record preservation 

The owner shall specify the record date and preserve the record at latest 4 years: 
 

1) Name and address of each MEWP purchaser by delivery number and date 
 

2) Written record of routine inspection and annual inspection performed. Records include documenta- 

tion of defects found, modification completed, and certificates of personnel who performed the in- 

spections and repairs. 

3) Written record finished on MEWP. The record shall include a certificate of the person who made the 

modification and performed the repair. 

4) Pre-delivery preparation record completed before delivery 
 

5) Names of trainee 
 

6) Names of trainer 
 

7) The name of the person receiving the MEWP details for each delivery, unless the person has delivery 

details on the same model or the product has characteristics consistent with the product delivered 

within 3 months. 

8) Name of personnel providing delivery details 
 

2. Training proof 

The dealer should provide the trained person who has successfully completed the training with docu- 

mentary evidence to prove they are trained. If the trainee required, the owner shall provide the evidence. 

The documentary evidence should includes following information: 

1) Name of entity providing training or retraining 
 

2) Name of trainer 
 

3) Clear proof of training covered MEWPs 
 

4) Training date 
 

5) Name of trainee 
 

3. Record distribution 

Upon request, the dealer shall provide the following information: 
 

1) To user, proof of training for operators (including name of trainer and training date) 
 

2) To user, the name of the person receiving delivery details of MEWP 
 

3.3.4.16 Modification  
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Modification, alteration or remanufacturing of MEWPs shall only be made with prior written permission 

from the manufacturer. 

3.3.4.17 Safety bulletin from manufacturer 

The dealer shall observe the bulletins from the manufacturer or dealer. 

3.3.4.18 Sales responsibilities 

When the MEWP are sold, the sales person shall: 

1. Shall ensure that the operation and maintenance manuals delivered to the owner 

2. Provide the copy of current Instruction Manual. 

3. Provide the new owner Parts Catalogue 

4. Provide training as the new owner requested or recommend a relatively reliable training location. 

 

3.3.5 Operators 

 
The operating personnel need: 

Å  training or instructions, according to the local regulations, enable them to operate the machine in a safe 

manner 

Å the authorization to operate the machine 

Å  being physical and mental able to operate the machine and is not under the influence or substances af- 

fecting operation ability 

Å be instructed to the safety precautions at the site 

Å take suitable safety measures for himself and bystanders 

Å check qualification of persons working next to machine 

Å manage the activities of persons around the machine 

Å ensure the machineĽs safe-mannered operation according to intended use 

Å immediately take the machine out of operation in case of safety-impairing defects 

Å  perform on-time maintenance and inspections on the machine according to XCMGĽs Instruction 

Manual 

Å report every accident involving the machine, especially: 

ï serious injuries 

 
ï major property damage 

Å use original XCMG spare parts for maintenance 

Å always consider operating conditions, assesses possible hazards and acts accordingly 

3.3.5.1 Basic principle  

The information in this manual shall be supplemented according to the principles of good judgment, safety 

control and warning during elevating and lowering conditions. Due to the operator controls the MEWP di- 

rectly, it is the operatorĽs responsibility to follow good safety regulations in the area. Operators shall 



XGS40E Instruction Manual 

3-18 General safety information and instructions 

 

 

 
 

make decisions about the use and operation of the MEWP with considering their own safety and the safety 

of others. 

3.3.5.2 Instruction  manual 

The operator shall ensure that operation and maintenance manuals are kept in the weatherproof storage 

box of MEWP. This manual is an essential part of sending the necessary safety information to the operator 

of MEWP. The operator shall know and consult the manual as required. 

3.3.5.3 Inspection before operation 

Visual inspection shall be conducted every day before operation or every change of operation environ- 

ment, and shall include but not limited to the following functional tests: 

1. Operation and emergency controls 

2. Safety devices 

3. PPE 

4. Leakage of pneumatic pressure, hydraulic pressure and fuel system 

5. Harness of cables and wires 

6. Loosen or missing parts 

7. Tires 

8. Labels, warnings, control labels and operation instruction 

9. Outriggers, stabilizers, stretchable shafts (if  equipped) and other devices like guardrail 

10.Items identified by the manufacturer. 

3.3.5.4 Problems and malfunctions 

Any problems and malfunctions that may affect the safety of the operation shall be fixed before the use of 

the MEWP. 

3.3.5.5 Training, retraining and  familiarization  

General training 

Only those who have received instructions on the inspection, application and operation of the MEWP and 

who understand and avoid the risks associated with their operation, shall operate the platform. The training 

shall include, but not limited to the following questions and requirements: 

1. Purpose and use of the guidance 

2. Working instructions are an integral part of the MEWP and must be properly stored in the weatherproof 

storage box when not in use 

3. Inspection before operation 

4. Responsibilities relating to problems and malfunctions affecting MEWP operation 

5. Factors affecting stability 

6. Purpose of labels and decals 

7. Operating environment checking 

8. Safety regulation 

9. Operating license 

10. Operator warnings and instructions 

11.Actual operation of MEWP 
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12.The trainee shall, under the guidance of qualified personnel, operate the MEWP for a sufficient period 

of time to achieve proficiency in practical operation. 

3.3.5.6 Retraining 

When instructed by the user, the operator shall be retrained based on the user's observation and evaluation 

of the operator. 

3.3.5.7 Proficiency 

When the operator is instructed to operate a MEWP with which he/she is not familiar, the operator shall 

be provided with instructions that include the following: 

1. The location of the weatherproof storage box (preserving guidance) 

2. Purpose and function of all controls 

3. Safety devices and operational performance for MEWPs 

3.3.5.8 Before working 

Before working, the operator shall: 

1. Read and understand the manufacturerĽs operating instructions and the userĽs safety regulation, or re- 

ceived related explanation. 

2. Understand the meaning of all labels, warning and instructions on MEWP or received related 

explanation. 

3. Ensure that all operators on MEWPs wear appropriate personal protective equipment, including the 

working environment. 

Operating environment checking 

Before or during the use of the MEWP, the operator shall check the possible risks in the working area, for 

example, but not limited to: 

1. A drop or pit, including one covered by water, ice, mud, etc. 

2. Slop 

3. Bumps and obstacles on ground 

4. Debris 

5. Overhead obstacles and cables 

6. Hazardous places and environment 

7. The support surface is insufficient to undertake the loads applied by MEWP under all operating 

conditions 

8. Wind and weather conditions 

9. Presence of unauthorized personnel 

10.Other possible unsafe conditions 

3.3.5.9 Before operation 

Before each operation of the MEWP, the operator shall ensure that: 

1. Outriggers, stabilizers, stretchable shafts (if  equipped) or other equipment to improve stability should 

be operated according to manufacturerĽs requirements 

2. The guardrail shall be installed and the hatch closed according to the manufacturer's instructions. 

3. The load and its distribution on platform and extension structure is accord with the rated capacity for 

that specific configuration. 
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4. All  personnel on a MEWP are equipped with appropriate safety devices for the intended work and 

environment 

3.3.5.10 Understanding of hazardous locations 

It is the operatorĽs responsibility to understand the hazard classification of the work place according to 

relative standard. 

3.3.5.11 Operating warning and regulation 

 The operator directs personnel to operate the MEWP in accordance with the provisions of this manual. 

The operator shall supervise the work to ensure that the operation and use of the MEWP comply 

with the provisions, warn personnel of potential hazards, provide protective measures for identified 

hazards, and explain the potential consequences of failure  to follow the instructions. Instructions for 

appropriate operation shall include, but not limited to, the following terms and topics: 

1. Falling protection 

Although the guardrail of MEWP provides basic fall protection, all operators of MEWP should wear fall 

prevention devices under the guidance of the owner. 

2. Inclined surface and slop 

The MEWP shall not be operated in any way on any inclined surface or slop that exceeds the rated slop 

specified by the manufacturer. 

3. Use of equipment to improve stability 

Outrigger, stabilizer, stretchable shaft (if  equipped) or other equipment to improve stability shall be 

stretched and locked in place as manufacturer required. 

4. Guardrail device 

The guardrail shall be installed and the hatch closed according to the manufacturerĽs instructions. 

5. Load distribution 

The load and its distribution on platform and extension structure (if  equipped) is accord with the rated 

capacity for that specific configuration. 

6. Maintaining overhead clearance 

The operator shall ensure that sufficient clearance is maintained with the top barriers and live conduc- 

tors and parts. 

7. Electrocution hazard 

Operators should only perform work within their capacity and observe safety regulation related work 

practices intended to prevent electric shock covered by local regulations and rules. The skill level of the 

operator can only be determined by the professionals. The minimum approach distance (MAD) from 

energized power lines shall be maintained. 

8. PPE 

The operator shall ensure that all personnel on the platform wear personal protective equipment as 

required. 

9. Foothold of worker 

The worker shall ensure a secure foothold when working on the platform. It is forbidden to climb the 

top rail and mid-rail of MEWPs. Do not use boards, ladders or any other equipment on the platform for 

additional height or distance. 
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10. Precautions for other mobile equipment 

In the presence of other mobile equipment and vehicles, special precautions should be taken to comply 

with local regulations or safety standards related to the work environment. Warning signs, such as but 

not limited to flags, rope-fenced zones, flashing lights and barricades, shall be used appropriately. 

11. Reporting problems and malfunctions 

The operator shall immediately report any problems or risks found during the operation to the manager. 

The user shall make sure that all problems and hazards affecting safe operation are resolved before con- 

tinuing use. 

12. Reporting potential hazardous environment 

The operator shall immediately report any hazardous environment found during the operation to the 

manager. 

13. Operating in hazardous environment 

Unlicensed or unmarked MEWPs are prohibited from operating in dangerous environments. 

14.Entanglement 

Attentions shall be paid to prevent entanglement of ropes, wires and hoses of MEWPs. 

15.Load limitation 

The load transmitted to the platform at any height shall not exceed the rated load. 

16.Working area 

The user shall ensure that there are no personnel or equipment around the MEWP before lowering 

platform. 

17. Oil filling  

Turn off the engine when replenish oil to the oil tank. Replenish oil in a well-ventilated area away from 

open flames, sparks or other hazards of fire or explosion. 

18. Battery charging (if required) 

Replenish oil in a well-ventilated area away from open flames, sparks or other hazards of fire or 

explosion. 

19. Inappropriate platform stability 

The MEWP shall not be placed against another object to improve stability. 

20.Misused as a machine 

The MEWP shall not be used as a crane. 

21.Abnormal operating support condition 

The MEWP shall not be used on trucks, trailers, train vehicles, ships, lifting platforms or similar equip- 

ment unless it is approved in writing by the manufacturer or by a qualified person. 

22. Travel speed 

The user shall instruct the operator to limit the travel speed according to the environment, including 

support surface condition, congestion, visibility, inclination, personnel position, and other risk factors 

that may cause collisions and result in injuries. 

23. Travel requirement 

When platform is elevated, the user shall instruct the operator to: 
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1) Maintain a clear view of the supporting surfaces and driving routes. 
 

2) Make sure that personnel in the working area who can be harmed are aware of the motion of the 

machine. 

3) Maintain a safe distance from obstacles, debris, holes, potholes, ramps and other hazards to ensure 

safe driving. 

4) Keep a safety distance from overhead obstacles and charged conductors. 
 

24. Stunt driving 

Stunt driving and horseplay are prohibited. 

25.MEWP protection 

The user shall order the operator to prevent unauthorized use of the tools provided. 

26.Modification of safety devices 

Interlocks or other safety equipment shall not be altered or removed. 

27.Blocked platform 

If the platform or elevation assembly is stuck, obstructed or otherwise prevented from performing its 

normal operation by an adjacent building or other obstacles, withdrawal of the control shall not free the 

platform. Before attempting to use the chassis control to free the platform, all personnel on the platform 

should be removed. 

28. Exit (or enter) elevated platform 

If approved by the manufacturer, workers shall only leave or enter the elevated platform in accordance 

with the instructions and guidance provided by the manufacturer, subject to the manufacturerĽs 

approval. 

29. Modification 

Modification or alteration of MEWP, structure and accessories of structural frame, brackets of tool box, 

and equipment and guardrail on platform shall only be accomplished with the prior written permission 

of the manufacturer. 

30. Assistance to the operator 

If  the operator encounters any suspected failure, hazard or potential unsafe situation that affects the car- 

rying capacity, normal use or safe operation of the MEWP, the operator shall stop operation and consult 

the user for more information. 

31. Reporting problems and malfunctions 

Any problem or malfunction affecting safe operation should be repaired prior to use of the MEWP. 

32.Carried material ( larger than the platform) 

The users shall ensure that they carry only safe and reliable tools and materials that are evenly distrib- 

uted and can be used safely by platform personnel. 

33. Rated horizontal force 

The user shall supervise the operator not to exceed the rated horizontal force specified by the 

manufacturer. 

34. Bridge crane 
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When bridge machine or similar equipment operates within its stroke, measures shall be taken to pre- 

vent collisions with MEWP. 

35. Appropriate supporting requirement 

The user shall ensure that the supporting surface is sufficient to bear MEWP. 

36. The user shall instruct the operator not to use, rent, lease or supply the MEWP in any way for benefit 

without prior permission. 

3.3.5.12 Training  proof 

The owner should provide the trained person who has successfully completed the training with documen- 

tary evidence to prove they are trained. If  the trainee requires, the owner shall provide evidence. The docu- 

mentary evidence should includes following information: 

1. Name of entity supplying training and retraining 

2. Name of trainer 

3. Clear proof of training covered Boom-Supported Elevating Work Platforms 

4. Training date 

5. Names of trainee 

 

3.3.6 Responsibilities of lessor 

 

3.3.6.1 Basic principle 

 
 Given that the reasonable principles of personnel, safety, training, inspection, maintenance, application 

and operation shall be applied in personnel training, inspection, maintenance, application and operation, 

these principles shall be consistent with all available data on rational use and external environment 

parameters. 

3.3.6.2 Lessor as dealer 

 
When a lessor uses the MEWP as a dealer, the lessor shall assume the dealerĽs responsibilities. 

 

3.3.6.3 Lessee as user 

 
When a lessor uses the MEWP as a user, the lessor shall assume the userĽs responsibilities. 

 

3.3.6.4 Lessor as owner 

 
When a lessor uses the MEWP as an owner, the lessor shall assume the ownerĽs responsibilities. 

 

3.3.6.5 Lessor as operator 

 
When a lessor uses the MEWP as an operator, the lessor shall assume the operatorĽs responsibilities. 



XGS40E Instruction Manual 

3-24 General safety information and instructions 

 

 

 

 

3.3.7 Lessee responsibilities 

 

3.3.7.1 Basic principle 

 
Given that the reasonable principles of personnel, safety, training, inspection, maintenance, application 

and operation shall be applied in personnel training, inspection, maintenance, application and operation, 

these principles shall be consistent with all available data on rational use and external environment 

parameters. 

3.3.7.2 Lessee as dealer 

 
When a lessee uses the MEWP as a dealer, the lessee shall assume the dealerĽs responsibilities. 

 

3.3.7.3 Lessee as user 

 
When a lessor uses the MEWP as a user, the lessor shall assume the userĽs responsibilities. 

 

3.3.7.4 Lessee as owner 

 
When a lessee uses the MEWP as an owner, the lessee shall assume the ownerĽs responsibilities. 

 

3.3.7.5 Lessee as operator 

 
When a lessee uses the MEWP as an operator, the lessee shall assume the operatorĽs responsibilities. 

 

3.3.8 Agent responsibilities 

 

3.3.8.1 Sales responsibilities 

 
The agent shall: 

1. Ensure operation and maintenance manuals are provided to new users on delivery 

2. Preserve the sales record for at least 10 years 

 

3.3.8.2 Re-rent, lease or other forms for profit 

 
When compensation is received as a result of a re-rent, lease or any form of beneficial use of a MEWP, the 

agent shall: 

1. Ensure operation and maintenance manuals are provided to new users on delivery 

2. Provide new users the cope of current manual of responsibilities 

3. Maintain transaction records for at least 10 years 

 

3.3.9 The maintenance personnel (technician/engineer): 

 
1. Must have knowledge of the supplied documentation including: 
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1) operating instructions of the machine and its components 
 

2) operating instructions from other manufacturers (e.g. interchangeable equipment) 
 

3) where required, knowledge of the technical data sheets 
 

2. Maintain the machine regularly to ensure safe and reliable operation. 

3. Perform all prescribed maintenance activities. 

4. Shall wear PPE where required or recommended. 

5. Observe safety regulations at the place of use. 

6. Inform the operator of any safety-related changes/modifications on the machine. 

 

3.3.10 General requirements for all responsible parties 

 
The operating personnel needs to: 

Å be physically and mentally suitable to operate the machine. This includes: 

ï Good eyesight and hearing 

 
ï Good spatial perception 

 
ï Physical capacity 

 
ï Good reflexes 

 
ï Craftsmanship 

Å be qualified by appropriate training and instructions for operating the machine. 

Å be over 18 years old. 

Å have passed the required health checks. 

Å Persons with following physical limitations are not allowed to operate machine if  they follow a special 

treatment: 

Å Persons with the following physical limitations are not, or only partially qualified to operate a machine: 

ï epilepsy 

 
ï fainting spells 

 
ï heart attack risk 

 
ï Electrical/electromagnetic implants (e.g. pacemakers) 

 
ï Absents of Limbs (e.g. missing fingers) if expected to impede the capability of operating the machine 
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3.4 Personal protection equipment 
 

Become familiar with safety related precautions at your site 
 

 

 

Figure 3-1 Personal protection equipment is recommended and possibly mandatory at your site. 

 

Wear PPE when working on any machine as required. 

PPE may include: 

Safety helmet, if head injuries are possible due to swinging, falling, or flying particles or parts 

Safety goggles when in contact with corrosive and pressurized liquids loose parts and dust Respiratory 

protection/breathing masks in case of dangerous gases, vapor, smoke or dust in the working environment 

Hearing protection when working very close to the machine/on the platforms and roof 

must not reduce the operatorĽs attention in communication with the environment 

Protective gloves 

Safety shoes 

Special protective clothing (to prevent burns, chemical burns, or cutting injuries in respected work places) 

Boldly-colored or reflective clothing (when working at night or if recognition by other personnel is 

needed). 

 
3.5 Hazards and risks of injury  

3.5.1 General precautions 

Å Before putting the machine into operation, check the following:  

ï Machine indications and safety are not reporting any fault or warning 

 
ï Machine work correctly 

 
ï When driving the machine, make sure that nobody is on the working track. 

Å During operation, observe the followings: 

ï Do not enter dangerous zones with the machine 
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ï Do not reach into areas with moving machine parts (such as engine, fan) 

 
ï Keep cover and platform gate closed 

 

3.5.2 Fire and explosion hazards 

Å Before refueling or filling  with hydraulic fluid, shut off the machine and secure against unintentional 

restart. 

Å Immediately wipe spilled fuel off the machine with a suitable cloth. 

Å Immediately bind spilled fuel to substrate with binder. 

Å Dispose of used binder safely and in an environmentally friendly manner. 

Å Do not use booster sprays containing ether-solvents to start the engine. 

Å Do not store or use flammable liquids near the machine. 

Å Do not use flammable cleaning agents to clean the machine. 

Å Do not place flammable materials such as rags or clothing near the engine. 

 

Warning! Flammable and explosive 

 

 

Å Danger of fire and danger of explosion due to easily flammable operating materials 

or gas mixtures resulting from these. 

Å No fire, naked flames or electrostatic discharges by handling flammable materials 

or fluids! 

Å Observe handling-specific and situation-specific safety notes. 
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Å Dusty environment and improper handling of the machine in dusty environments 

(e.g. surface dust formation) follows in: 

Å Increased risk of fire. 

Å Increased risk of dust-explosion 

Å Make sure that the operator prevents dust formation through technical or organiza- 

tional measures. 

Å Shorten cleaning intervals and maintenance intervals. 

 

 

Observe the following safety notes: 

Å Keep a fire extinguisher ready 

Å Make sure that the fire extinguisher is filled and ready for use 

Å Know how to use the fire extinguisher in case of emergency. 

Å Do not hang any transparent knickknack on the window glass. 

Å Because they are possible to focus the sun and cause a fire. 

Å Ensure that the engine is free from inflammable deposits and soiling (oil buildup, 

leaves, pine needles, coal dust, waste) 

Å When refueling via a tank supply line, make electrical compensation to avoid elec- 

trostatic charging between the machine and the refuel unit. 

Å Immediately wipe spilled fuel off the machine with a suitable cloth. 

Å In case that oil is spilled on the ground or floor, use the binder to collect it. 

Å Dispose of any used binder safely and in an environmentally friendly manner. 

Å After refueling, remove the fuel supply line from the machine and close the fuel 

tank again. 

Å Only commission the machine as described in this Instruction Manual. 

Å Do not use booster sprays containing ether-solvents to start the engine. 

Å Do not store or use flammable liquids in the vicinity of the machine. 

Å Do not use flammable cleaning agents to clean the machine. 

Å Do not place flammable materials such as rags or clothing near the engine/electric 

motor. 

Å Regularly check all protective covers, cables and wire brackets or completeness 

and tightness. 

Å Ensure that loose cables or lines are firmly re-installed. 

Å Check all hydraulic lines regularly (at least once a year) for damage and leaks. 

Å Replace damaged hydraulic lines immediately. 

Å Do not smoke near the battery. 

Å Close the cover of ashtray to extinguish the match and cigarette butt 

Å Ensure that there are no open flames or sources. 

Å Check regularly the electrical machine of the machine by qualified personnel. 
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 Å No open fire when handling flammable materials. 

 

3.5.3 Lighting  strike 
 

Warning! Lighting strike 

 

 

Electric shock from lightning! 

Å Contact with a direct or indirect current flow caused by a voltage flash-over or step 

voltage can be fatal. 

Å Fall hazard when working at heights. 

Å It can also cause a total loss of control, damage to the electronics or to local welding 

spots on supports, especially on the swing ring. 

Observe handling-specific and situation-specific safety notes. 

 

 

Observe the following safety notes: 

Å Do not operate the machine during a thunderstorm! 

Å The charge is channeled through the machine and into the ground 

Å Always stay away from large, free-standing metal parts (e.g. machine) during a 

thunderstorm. 

Å Machines without direct contact between steel structure and ground must be 

grounded. 

Å Evacuate the machine in the case of fire. 
 

 

Measures after experienced storm strike: 

Å Inspect the electrical machine of the machine by qualified personnel 

Å  Thoroughly inspect the machine by paying attention to any damaged cable, hose or 

rope. 

Check machine for leaks of fuels or supplies 

Å Inspect the operational capability of the machineĽs control systems. 

Å Move the slewing device slowly to watch any abnormal noise or action. 

Å Move the boom to watch any abnormal noise or action. 

Check boom and belt buckle for damage. Contact XCMG for after-sales service. 
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Warning! Injury from mechanical parts 

 

 

Å Mechanical actions due to moving machinery! 

Å When operating the machine, numerous hazards and situations can arise that can cause 

life-threatening injuries. 

Observe handling-specific and situation-specific safety notes. 
 

 

Observe the following safety notes: 

Å Switch off the machine and power supply! 

Å Wear suitable PPE. 

Å Only work on non-moving parts. 

Å Do not reach into areas with moving machine parts (e.g. drive shafts, drive belt, fan, 

etc.). 

Å Examples of mechanical impact: 

Å Standing under a suspended load. 

Å Danger of being drawn in by moving drive units or machine parts. 

Å Danger of falling when working without safety gear. 

Å Danger of crushing due to unsecured components such as doors or sliding elements. 

 

Warning! Hazards and Injuries from Hydraulic Devices 

 

 

Leaking of hydraulic oil under high pressure! 

Leakages in hydraulic lines can cause injuries to skin, destroy tissue and can cause blood 

poisoning due to the high pressures involved. 

Observe handling-specific and situation-specific safety notes. 

 

 

Observe the following safety notes: 

Å Repairs to hydraulic machines may only be carried out by qualified technicians with 

specialized knowledge and experience of hydraulics. 

Å Make sure that the whole machine is pressure-free before start. 

Å Never attempt to locate the leakage point with your hand or other parts of the body 

Å Damaged hydraulic components must be replaced immediately with original XCMG 

spares 

Å Check all hydraulic lines regularly (at least once a year) for damage and leaks. 

Å Replace damaged hydraulic lines immediately. 

Examples of hydraulic energy: 

Å Tissue damage from high pressure leaks. 

Å Sepsis from hydraulic oil entering bloodstream. 
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Warning! Risk of burns 

 

 

Contact with hot surfaces and consumables! 

High surface and equipment temperatures can lead to burns or scalding. 

Observe handling-specific and situation-specific safety notes. 

 

 

Observe the following safety notes: 

Å Always wear suitable protective gloves when working on hot components. 

Å Only carry out work on the machine after it has cooled down and is stopped. 

Examples of burns and scalding: 

Å in contact with the entire drive machine. 

Å on engine exhaust parts. 

Å on hydraulic pumps or motors 

Å on electric components 

Å engine cooling radiator and pipes 

 

Warning! Chemical burns 

 

 

Contact with corrosive and chemical consumables! 

Å Acids and bases cause chemical burns to skin and tissue, and blindness if  they come in 

contact with the eyes. 

Å Acids and bases will damage clothing. 

Observe handling-specific and situation-specific safety notes. 

 

 

Observe the following safety notes: 

Å Replace damaged battery immediately. 

Å Wear safety goggles and protective gloves when replacing battery. 

Å Wear safety goggles and protective gloves when working on the battery. 

Å Do not smoke near the battery. 

Å Ensure that there are no open flames or sources of ignition (e.g. electrical equipment) 

near the battery. 

Å Do not short connect the battery terminals. 

Å Do not place conductive materials on the battery. 

Å Replace discharged battery immediately or charge battery in heated area 

Examples of chemical burns: 

Å Chemical burns from handling acidic consumables. 

Å Chemical burns from leaking battery acid. 
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Warning! Asbestos dust 

 

 

Contact with the asbestos dust! 

If too much asbestos dust in the air is breathed, it is possible to suffer a lung cancer. 

Observe handling-specific and situation-specific safety notes. 
 

 

Observe the following safety notes: 

Å Use the dust filtering masks, when there is asbestos dust in the air 

Å Follow the rules, regulations and the environment standard at the work place. 

Å Do not allow other personnel to come to close to the machine during operation. 

Å Operate the machine in the upwind position If there is asbestos dust in the air. 

Å Do not use the compressed air to reduce the dust. 

 

Warning! Poisoning and Suffocation Hazard 

 

 

Å Inadequate ventilation or fresh air! 

Å Poisonous vapors or other atmospheres hazardous to health can lead to poisoning or 

suffocation. 

Observe handling-specific and situation-specific safety notes. 

 

 

Observe the following safety notes: 

Å Only operate machine in well-ventilated areas 

Å Use breathing apparatus when working with hazardous materials. 

Å Regularly replace filter of respiratory mask 

īExamples of intoxication and choking: 

Å Engine exhaust gases contain carbon monoxide and other hazardous gases. 

Å Machine is used in areas where hazardous substances are present, and contact with 

hazardous gases is a possibility. 

 

Warning! Environmental Risk 

 

 

Risk of damage to the environment caused by pollutants! 

If their release is not controlled, fuels, oils, cleaning agents, coolant, etc. can enter the 

ground or rivers and cause environmental damage. 

Observe handling-specific and situation-specific safety notes. 
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Observe the following safety notes: 

Å In the event of leakage of fuel or operating consumable, rectify the causes 

immediately. 

Å Eliminate leaking fuels or operating materials immediately with binders. 

Å Dispose of used binder safely and in an environmentally friendly manner. 

Å When disposing of fuels or operating materials, observe national disposal 

regulations. 

Å If necessary, clarify the disposal with the local authorities. 

Å Use a suitable container when draining fuels or fluids. 

Å Sump is sufficiently large, dense and chemically resistant to the corresponding fuel 

or hydraulic oil. 

Å Do not mix fuels or operating consumable when draining. 

Å Store or dispose of fuel or operating consumable separately. 

Å Examples of hydraulic energy: 

Å Leakages in the operating machines. 

Å Refilling consumable incorrectly. 

 

 

First Aid 

Notify the emergency services/authorities of any large amounts leaks of environment 

endangering substances! 

 
 

3.6 Safety distance 

3.6.1 Power cables/pipelines 

Å  Start working only after explicit approval or confirmation of the shutoff of the power supply lines by 

the responsible authority. 

Å Treat the power lines as live until shutoff has been confirmed in writing by the responsible authority. 

Å Pay attention to distances between power supply lines and working position. 

Å If necessary, consult a second person for observation. 

Å Break the operation off in case of doubt. 
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3.7 How to act in dangerous situations 

3.7.1 If the machine contacts with a power supply line 
 

 

 
 

 
 

 

First response 

Remain calm. 

Alert the relevant power supply company. 

Å If the control machine is still functioning:  

Å Move the machine out of the danger area. 

 

 

Å Leave the machine 

Å Never touch the machineĽs live parts when touching the ground. 

Å Jump in a direction that avoids any contact with live parts. 

Å Jump to a safe distance from the machine and land on both feet at the same time. 

Å Land on both feet at the same time with legs closed (do not straddle). 

Å Never hold on to the machine or any live parts. 

Å Jump away on both feet with both legs pressed together. 

Å While jumping away, keep well clear of any live parts. 

 

 

First Aid 

Å Alert Emergency Services 

Å Leave the personnel rescue to the professionals! 

 

 

Å Assure medical attention after electrical accidents. 

The person affected may experience symptoms of an irregular heartbeat sometime 

after the accident. 

 
3.7.2 Machine on fire  

 
In case of Fire 
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First response 

Å Incorrect behavior in case of fire 

Å Danger of backlash! 

Å Even if the fire appears to be extinguished, leaking fuel or oil coming in contact 

with hot components may reignite 

Å Shut off the engine. 

Å Alert the emergency services. 

Å Move people out of the danger zone, 

Å Perform first aid if required 

Å Only start to fight the fire if there is no risk to your personal safety. 

 

 

 
 

 

Fire Fighting 

Å Regard Fire Classes Requirements: 

Å Appropriate extinguishers must be used! 

Å  If  unsuitable extinguishers are used, they may be ineffective or even lead to 

additional hazards. 

Use extinguishers matching the fire class (see symbols on the left below) 

Å Fire extinguishers are subject to national regulations! 

Å Take fire extinguishers on the machine off the holders 

Å Make it ready for operation. 

Å Fight the source of the fire with several short bursts. 

Å While fighting the fire, ask personnel to alert the fire brigade. 

Class of Fire Class of Fire and Reliable Extinguish Agents 

The assignment of extinguishing agents to fire classes prevents risks and damage 

through a wrong extinguishing agent: 
 

 

A = Solid organic materials (as wood, paper, cloths etc. ŀ) 

extinguish by using: Water, ABC-Powder 

 

 

B = Liquids and liquefying materials (as Gasoline, Wax, White Spirit Solvent 

etc. ŀ) 

extinguish by using: BC-Powder, ABC-Powder, CO2 
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C = Gases and other vapors (as Propane, Butan, Natural gas etc. ŀ) 

extinguish by using: Shut-off Valve, BC-Powder, ABC-Powder, CO2 

 

 

D = Flammable Metals (as Aluminum, Magnesium, Lithiumŀ) 

extinguish by using: Metal fire powder, Dry sand 

 

 

First Aid 

Alert Emergency Services 

Only experts rescue the personnel! 

 
 

3.8 Safety notes 

3.8.1 Introduction  

Make sure to understand all safety signs contained in this Instruction Manual and the safety symbols re- 

lated to the machine. 

Å Keep safety signs clean, undamaged and readable. 

Å If  any safety sign is missing/damaged, contact XCMG Fire-fighting Safety Equipment Co. Ltd. immedi- 

ately to have them replaced. 

Å Do not hesitate to contact an XCMG agent for any other ambiguity or issue as well 

 
3.8.2 Mandatory signs 

 

Mandatory signs: 

Generally, it is a safety sign enforcing behavior preventing or reducing a risk to health or 

safety. Common mandatory signs 

 

Meanings Mandatory signs: Meanings 

 

Wear ear protection 

 

 

 

 

 

Wear safety footwear 

 

Wear protective gloves 

 

 

 

 

 

Wear protective 

clothing 
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Meanings Mandatory signs: Meanings 

 

Wear a face shield 

 

 

 

 

 

Wear head protection 

 

Wear a safety harness 

 

 

 

 

 

Wear safety belts 

Read operating 

Instruction Manual 

 

 

 

 

 

Refer to Instruction 

Manual 

 

3.8.3 Prohibition  signs 
 

A ľprohibition signĿ is a safety sign prohibiting behavior likely to cause a risk to health 

or safety. 

 

 
Common prohibition signs 

 

Meanings Prohibition signs Meanings 

 

No smoking 

 

 

 

 

No open flame! 

 

No pedestrians 

 

 

 

 

Forbidden for ground 

conveyors 

Access for persons with 

pacemakers or 

implanted defibrillators 

prohibited 

 

 

 

 

No access for 

unauthorized personnel 

 

Entering the area 

prohibited 

 

 

 

 

Switching prohibited 
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Do not lift load 

 

 

 

 

No climbing for 

unauthorized personnel 

 
High-pressure cleaning 

prohibited 

 

 

  

 

3.8.4 Warning signs 
 

Warning signs indicate potential risks or hazards. (ISO 7010) 

 

 
 

Common warning signs: 

 

Meanings Warning signs Meanings 

Warning of non- 

ionizing radiation 

 

 

 

 

Warning of obstacles 

on the ground 

Warning of fall hazard 
 

 

 

 

Warning of slipping 

hazard 

Warning of electric 

voltage 

 

 

 

 

Warning of automatic 

start 

Warning of hot surfaces 
 

 

 

 

Warning of crushing 

hazard from above 

Warning of crushing 

hazard 

 

 

 

 

Warning of getting 

rolled over 

Warning of hand 

injuries 

 

 

 

 

Warning of getting 

drawn into winches 

Warning against staying 

the swing range 

 

 

 

 

Warning of hazards 

through battery 

charging 
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Meanings Warning signs Meanings 

Warning of crushing 

hazard from above 

 

 

 

 

Warning of dangers 

through hydraulic oil 

Warning of getting 

rolled over 

 

 

 

 

Refer to Instruction 

Manual 

 

3.8.5 Rescue signs 

 
Rescue signs mark the locations of first aid equipment and emergency exits. 

Common signs 

 

Meanings Rescue signs Description 

First Aid 
 

 

Place where to find a first aid kit or 

similar 

Emergency exit 

(door) 

 

 

Emergency exit door 

(alarm may turn on when opened; do 

not misuse) 

Emergency exit 

(window) 

 

 

Window to escape 

(use the mallet/hammer nearby to 

smash open) 

 

3.8.6 Fire protection signs 

 
Fire protection signs mark the location of fire alarms or fire extinguishing equipment 

Common fire protection signs 

 

Meanings Fire protection signs Meanings 

 

Fire extinguisher 

 

 

 

 

 

Fire alarm 
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3.9 Machine-specific signs and labels 

3.9.1 Introduction  

Å Be sure to read and memorize all safety instructions in this Instruction Manual and all safety signs and 

symbols associated with the machine. 

Å Ensure that the safety signs and symbols remain legible. If one is missing, damaged or unrecognizable, 

have it replaced immediately. 

Å If  you have any questions, contact an XCMG representative or XCMG Fire-fighting Safety Equipment 

Co. Ltd. 

 
3.9.2 Machine-specific warning signs 

 

Labels Meaning and description 

 

 

Warning! ͠  Danger from high-voltage lines within the working area! 

If the machine gets too close to the power lines, electric shock may 

occur. 

Keep a safe distance between the machine and the power lines when 

operating/driving the machine. 

 

 

Anchorage 

Personnel on platform must wear safety belts and attach them to 

designed anchorage. 

 

 

Warning! ͠  Burn hazards from hot surfaces! 

Risk of 2nd and 3rd degree burns. 

Watch out for hot surfaces of the machine immediately after switching 

off (e.g.: radiator or hydraulic oil tank), as well as for hot oil or water 

spots on the surfaces. 

 

 

Warning! Risk of crushing! 

Keep away from path of moving parts. 
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Labels Meaning and description 

 

 

Warning! 

Non-professional is not allowed to changer internal elements! 

 

 

Warning! 

Electrical devices are inside and do not directly spray pressurized 

water for washing! 

 

 

Warning! Tip-over Hazard! 

Å Max manual force: 400 N. 

Å Max wind speed: 12.5 m/s. 

 

 

Warning! Risk of crushing! 

Stay away from the moving zone of movable parts. 

 

 

Warning! Tip-over Hazard. 

No altering limit switches. 

 

 

Warning! Risk of crushing! 

Å Contact with  moving parts may result in death or serious 

danger. 

Å Keep away from mowing parts. 

 

 

Warning! ͠ Improper operation or maintenance can result in serious 

injury or death. 

Read and understand OperatorĽs Manual, and all safety signs before 

using or 

If you do not understand the information in the manuals, consult your 

supervisor, the owner or the manufacturer. 
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Labels Meaning and description 

 

 

Warning! Risk of severe crushing or cutting injuries! 

Å Fingers or hands can be crushed or severed by the motor fan. 

Å Do not start any maintenance/repair work before the fan has come 

to a complete stop. 

 

 

Warning! ͠  Unstable/uneven area! 

There is a risk of tripping and falling in the marked area. 

Standing in this area is prohibited to avoid injury. 

 

 

Warning! There is a risk of falling at any time from the boom. 

Climbing or riding on the boom may cause death or serious injury. 
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Labels Meaning and description 

 

 

Warning! 

Do not use the vehicle as a ground for welding. 

 

 

There is the whole machine limited condition when the machine is 

overloaded. The operation of emergency pump can be released by trig- 

gering the front area detection toggle switch; however, you need to 

confirm the safety of the movement by person before operation. After 

safety confirmation, toggle the confirmation pieces manually (  

for platform and for chassis) and operate emergency pump en- 

able switch and relevant movement toggle switch at the same time 

within 3s of toggling the confirming switches to perform the corre- 

sponding movement. 
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Labels Meaning and description 

 

 

1. Minors under age of 18 are prohibited from entering the platform. 

2. Do not operate the machine at a tilt  angle that exceeds the allowable angle specified by the 

manufacturer. 

3. Do not operate the machine when the wind speed may exceed 12.5 m/s. 

4. Do not use the machine as a crane. 

5. The distance from the power line is not less than 5 m during operation. 

6. Read Instruction Manual before operation. 

7. Do not operate on uneven ground at night. 

8. Do not shake violently in the platform. 

9. Do not hit the obstacles over the platform and under the boom during operation. 

10.Do not allow the platform encounter with the obstacles when the boom is lowered. 

11.Do not set a ladder within the platform and prevent tools in platform from falling. 

12.Service Hotline: 400-110-9999 
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3.9.3 Information signs- machine-specific functions 
 

 

 

defines which function is triggered by moving 

the respective operating lever in the 

corresponding direction. 

 

 

MachineĽs moving direction display 

Indicates the machine current movement 

direction. 

 

 

Position of the machineĽs center of gravity 

indicates the usual/actual position of the 

machineĽs center of gravity. 

Position of 

the 

machineĽs 

center of 

gravity 

X-axis Y-axis 

XGS40E 1.899 1.489 
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Lifting point symbol 

Shows the position of spots made for attaching 

loads to be lifted. 

 

 

Hydraulic oil Tank symbol 

It indicates hydraulic oil inlet/outlet/tank 

position. 

 

 

Diesel Tank symbol 

Indicates a diesel inlet/outlet or the location of 

the oil tank. 
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Figure 4-2 Personal protection equipment Figure 4-3 Personal protective equipment 

 

  Chapter 4 Safety guidelines  

 
4.1 Safety regulations 

Å Become familiar with the machineĽs Instruction Manual. 

Å Become familiar with: 

Å Safety instructions, rules and regulations applicable at your area/site. 

Å Safety devices installed and available at your site. 

Å Personal Protection Equipment as required at your area/site. 
 

 

 

Figure 4-1 Become familiar with this instruction manual and other safety instructions applying at 

your site 

Å Comply with additional regulations, standards and laws that may apply in your area or at your work 

site. 

Å If required wear personal protection equipment, such as reflective vest, gloves, safety glasses, safety 

shoes, etc. In dusty environments, dust masks may be required. 

Become familiar and comply with the rules and regulations applying at your area. 

 

 

 

Å Personal protection equipment is recommended and possibly mandatory at your site. 

Å Become familiar with safety related precautions at your site. 

Å This equipment is a non-road vehicle and can not travel on road. In case of transportation, follow local 

road traffic regulations including driving rules and machineĽs condition. 
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Å In case additional documents related to machineĽs safety and its operation, they must be attached to 

this Instruction Manual. 

Å Ensure safety related systems are operational and not damaged: 

Å Same apply to the related bolts and nuts. 
 

 

 

Figure 4-4 Safety devices 

Å Be familiar with safety precautions at you site (i.e. emergency phones, fire extinguishers, first aid kits, 

defibrillators, etc.) 

Å Bolts and nuts shall be screwed tightly. In case of damage, contact immediately your manufacturerĽs 

service partner. 

Å Seatbelt and seatbelt lock shall be undamaged and functional. 

4.2 Personnel access 
 

Personnel enter or leave the work platform via entrance doors (see Figure 4ï5) 
 

 

 

Figure 4-5 Personnel access 
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  DANGER! 

 

4.3 Installation and assembly 
 

 

Beware of risks and hazards duringinstallation and assembly 

Å Installation and assembly tests can present the hazards for  the life (operator himself, co- 

workers, bystanders) and/or property!  

Å Be careful! Not respecting the basic safety rules presented hereafter ï serious injuries or death 

casualties and/or significant property damage will result! 
 

4.3.1 Requirements for the installation and assembly personnel 

Å Only trained personnel of manufacturer or its local representative may be involved in installation and 

assembly tasks of the machine. 

Å Wear always basic personal protective equipment for your own protection and protection of co-workers 

4.3.2 Requirements for the installation site 

Å Place the machine and components for installation and assembly on flat solid area ground ͠  suitable 

for the machine size and weight. 

Å Use lifting equipment with sufficient load for heavy parts installation. 

Å Note down all important local emergency phone numbers 

Å doctors, 

Å ambulances, 

Å hospitals and 

Å fire  departments. 

4.3.3 Assembly of the machine 

Å The scope of the installation depends on the delivered condition of the machine. Smaller units are deliv- 

ered usually complete 

Å For bigger units ͠ the delivery is always suited to the shipping ͠ in most cases defined by the 

customer. 

Å Depending on the condition of delivered machine 

ï delivered complete (ready for immediate operation) or delivered as separate sections 

 
ï boom delivered complete or boom delivered in separate sections 

Å Refer to the installation documents and procedure supplied with the machine. 
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  DANGER! 

 

4.4 Commissioning 

4.4.1 Requirements for commissioning personnel 

Å Commissioning will be carried out only by trained personnel of manufacturer or his local representative 

Å The commissioning will be carried out according to the commissioning check-list and when com- 

pleted͠ will  be countersigned from the customer or his representative. For more details, consult con- 

tents related to safety in this chapter. 

 

 

Beware of risks and hazards of any machine function 

Å Any machineôs operation can present the hazards for  the life (operator himself, co-workers, 

bystanders) and/or property!  

Å Be careful! Not respecting the basic safety rules presented hereafter ï serious injuries or death 

casualties and/or significant property damage will result! 
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  DANGER! 

 
 

Å Before start installation ͠ assembly ͠ commissioning and operation of the machine - note down all 

important local emergency phone numbers 

 
ï doctors, 

 
ï ambulances, 

 
ï hospitals and 

 
ï fire departments. 

Å Before doing anything not related to specific machine operation : 

ï Lower the boom always completely down to the ground prior you park and leave the machine. 

 
ï Shut down the engine. Keep the safety devices always in good working condition Never dismantle 

safety devices on your own 

Å Ensure safety before boarding or leaving the machine. Before entering the work platform always re- 

move the mud/oil remains on the shoes to prevent serious accidents due to slipping when entering or 

leaving the work platform. 

Å To prevent accidents due to distraction, do not use cell phones, the radio or earphones when operating 

machine 

Å Do not put any flammable or explosive materials in the work platform 

Å When servicing the machine, do not use any worn-out/damaged tools to prevent injuries or unsatis- 

factory machine operation. 

Å Check the fire extinguisher regularly and replace/refill them if needed. 

Å Ensure effective emergency training of all field personnel. 

Å Know how to act in case of fire. 

 

4.5 Construction sites safety 
 

 

Site conditions may have significant impact on safety of the operator, bystanders and 

property around. 

Å The hazards on the site may lead to people injuries or even deaths and significant property 

damages! 

Å Inspect the site and take necessary safety measures. 

Å Comply to the site local regulations and safety guidelines 
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NOTICE! 

Be aware of soil and surface stability! A significant machine damage may result. 

Å Construction site safety shall be guaranteed; 

Å Limit  access of unauthorized persons entering your construction site according your local regulations 

and best practices, i.e. as per: 

Å In your area and for your specific construction site other, different regulations may apply! Ask your 

supervisor, your dealer or inform yourself, further reference is not provided in this Instruction 

Manual. 

Å While the machine is not operational, ensure no bystanders are within 1 m radius around the machine 

before staring engine. 

Å While the machine is operating, ensure that no persons are around, in front or behind the machine on 

the path of operation. 

 

4.6 Safety for children 
 

 

Å No children are allowed on the construction site! 

Å Ignoring the following rules may result in serious injuries or even death 

 Always observe the following rules of conduct: 

Å Never assume that children will remain where you last saw them. 

Å Keep children away from the working  area and always under supervision of 

adults. 

Å Be vigilant and switch the machine off when children enter the working area. 

Å Children could fall  off the machine and be run over or affect its controls causing 

unexpected results. 

Å Children must never operate the machine, even under the supervision of an adult. 

Å Never let children play on the machine or attachments. 

Å Always check the machineôs vicinity  and ensure that there are no children in the 

area before operating it. 

Å Before leaving the machine, park it so that it cannot move. When leaving the 

machine (e.g. for  breaks or at the end of work), stop the engine, remove the key 
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4.7 Operatorôs safety 
 

 

Fasten your seat-belt always before start to operate the machine. 

Å Be careful! Not respecting the basic rules presented hereafter ï serious injuries  or deaths and/ 

or significant property damage may result! 

Å Wear your PPE (see Section 3.4.) 
 

Safe boarding the machine 

 

 

 
 

 
 

 

Å To avoid injury when stepping up and down the 

machine, use the handrails and steps! See the ar- 

rows marked in the sketch below. 

Å Check the handrails and steps for any oil, lubri- 

cation grease or mud remains before use. 

Å Always face the machine while boarding or 

leaving it. 

Å Never step on the engine without non-slip mat 

or cover plate protection 

Å Never hold onto any control element when 

boarding. 

Å Always hold on to at least three points at any 

time while grabbing the handrails (either two 

feet and one hand or two hands and one foot). 

Å If the machine suddenly moves on its own, do 

not try to stop the machine by jumping on it. 

Å Do not jump on and off the machine, especially 

while it is moving! It will result in personnel in- 

jury or death! 
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 Signals and gestures of the signalman 

 

 
 

 

Å If there is poor sight, ask for a co-worker  to 

act as a signalman. 

Å The operator shall pay close attention to the 

signs and follow the signalmanôs 

commands diligently. 

Å Only one signalman shall send the signals. 

Å Before operating, make sure all of the 

workers understand all of the signals and 

gestures. 

Å Place the required warning signs when 

working on the roadside or other unstable 

ground. 

 
 

 

4.8 Pre-inspections before machine operation 

4.8.1 Pre-operation safety rules 

 
1. Become familiar with the machineĽs instruction manual. 

Å Become familiar with̔ 

Å Safety instructions, rules and regulations applicable at your area/site. 

Å Safety devices installed and available at your site. 

Å Place PPE (Personal Protection Equipment) as required at your area/site. 

  WARNING! 
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Figure 4-7 Rules and regulations Figure 4-8 Personal protective equipment 

 
 

 

Å Comply with additional regulations, standards and laws that may apply in your area or at your work 

site. 

Å If required wear personal protection equipment, such as reflective vest, gloves, safety glasses, safety 

shoes, etc. In dusty environments, dust masks may be required. 

Refer also to Sections 3.4 and 4.1: 

2. Become familiar and adhere rules and regulations 

 

 

 

 

Become familiar and comply with the rules and regulations applying at your area 

Å Personal protection equipment is recommended and possibly mandatory at your site. 

Å Become familiar with safety related precautions at your site. 

Å  In case additional documents related to machineĽs safety and its operation, they must be attached to 

this instruction manual. 

Å Ensure safety related systems are operational and not damaged: Same apply to the related bolts and 

nuts. 

Figure 4-6 Become familiar  with  this instruction manual and other safety instructions applying 

at your site 
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Å  Be familiar with safety precautions at you site (i.e. emergency phones, fire extinguishers, first aid kits, 

defibrillators, etc.) 

Å Bolts and nuts shall be screwed tightly. In case of damage, contact immediately your XCMG service 

partner. 

Å Seatbelt and seatbelt lock shall be undamaged and functional. 

 

 

Beware of risks and hazards during any machine operation. 

Take always outmost care! 

Be careful! Not respecting the basic rules presented hereafter and Section 4.8.1 and 4.8.4. serious 

injuries or death and/or significant property damage may result! 

 
 

 

Figure 4-10 Ensure all operation elements are operational. 

 

 Approve all indicators are operational and display indicated no error code. 

Å Same applies to all illumination devices as well as to audible and visual warning devices (i.e. horn, bea- 

con light, set occupation light or seat belt-indicator if installed, etc.). 

Å Keep machine clean, avoiding slippery steps and surfaces. 

Å Perform regularly recommended maintenance check according the this Instruction Manual. 

 
4.8.2 Location of safety signs on the machine 

 
The overview list below shows all stickers attached on your machine. 

Figure 4-9 Safety devices 
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Please replace damaged or lost decals immediately, the exact part numbers you can find in the attached 

spare parts list, in case you need support please contact your XCMG service partner. 
 

 
 

 

Figure 4-11 Location of safety signs and labels 
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1. Lifting indication sign 

2. Anti-collision warning sign (counterweight) 

3. Mountain-shaped decorative sign (only graph) 

4. Model sign on turntable Ň 

5. Model label on boom 

6. Six stripes decal 

7. Group Logo 1120*240 

8. Tyre load sign 

9. ľRead InstructionsĿ warning sign 

10. Decorative sign for frame 1 

11. Slewing locking pin indicating sign 

12. Group Logo 398*80 

13. Tip-over warning sign 

14. Non-lashing indication sign 

15. Lashing position indication sign 

16. Transporting notice sign 

17. Lifting  sign 

18. Model label on turntable ň 

19. Comprehensive warning sign (boom) 

20. Operation curve chart 

21. Washing warning sign 

22. Cover warning sign 

23. Anti-explosion warning sign 

24. Fuel tank indication sign 

25. Towing precautions sign 

26. Engine nameplate (Diesel, English, CE) 

27. Warning sign for emergency pump hazard 

relieving (EN) 

28. Rivet 3×8 

29. Decorative sign for frame 2 

30. Machine travel arrow (yellow) 

31. Machine traveling arrow (turn right) 

32. Machine travel arrow (front axle) 

33. Machine traveling arrow (turn left) 

34. Driving operation notice sign 

35. Tip-over warning sign (straight boom) 

36. UserĽs notice sign 

37. Welding notice sign 

38. Safety belt anchorage point sign 

39. ľRead InstructionsĿ warning sign 

40. Foot pedal warning sign 

41. Model label on platform 

42. Platform load warning sign 

43. Tip-over hazard warning sign 

44. Safety belt anchoring warning sign 

45. Anti-collision warning sign (platform) 

46. Hydraulic tank indication sign 

47. Diesel tank indication sign 

48. Anti-cutting warning sign 

49. Anti-falling warning sign 

50. Label of IPAF 

51. Warning strip-1 

52. Warning strip-2 

53. Repair & maintenance instruction sign 

54. Noise warning sign 

55. QR Code (picture) 

56. Ball valve switch indication sign English 

57. Combined indication sign 

58. Voltage and current indication sign 

59. Platform control panel instruction (EN) 

60. E-stop switch indication sign (EN) 

61. Optional components weight sign (EN) 

62. Limit liquid level indicator 
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Table 4-1 Signs description 

 

Item Labels Description 

 

 

 

 
1 

 

 

Lifting indication sign 

T1190080 

Indicate this position is the lifting hole. 

 

 

 
2 

 

 

Anti-collision warning sign (counterweight) 

T1120525 

Attention on collision and keep away from this 

operating area. 

 

 

 

 
3 

 

 

Tyre load sign 

XGS40E.97-2 

Fmax=16100Kg 

 

 
4 

 

 

Warning sign for reading instruction manual 

T1120511 

Replace tyres with same tyre and carefully read the 

instruction manual. 

 

 

 

 
5 

 

 

Slewing locking pin indication sign 

T1190302 

Ensure to insert this slewing locking pin when the 

machine is transported. 
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Table 4-1 Signs description(continued) 
 

Item Labels Description 

 

 

 
6 

 

 

Tip-over warning sign 

T1120512 

Do not change the limit switch, or the tipping-over 

hazard will be caused. 

 

 

 

 
7 

 

 

Non-lifting indication sign 

T1190089 

No lifting is allowed here. 

 

 

 

 
8 

 

 

Lifting position instruction label 

T1190082 

Holes here is used for fixing the machine. 

 

 

 

 
9 

 

 

Transportation instruction label 

T1120523 

When transporting, engage the swing lock pin 

without fail. 

 

 

 

 
10 

 

 

Lifting label 

XGS40E.97-7 

ǹ Use lifting equipment having enough strength for 

the vehicle weight. 

ǹ When lifting, rope the vehicle at four points so as 

not to incline it very much. 

ǹ Use wire rope of 42000 kg or more breaking load. 
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Table 4-1 Signs description(continued) 
 

Item Labels Description 

 

 

 

 

 

 

 

 
11 

 

 

 

 

 

 

Comprehensive warning plate (straight-boom series) 

T1120521 

ǹ Read the manual carefully and understand the 

operation and dealing method before operation. 

ǹ The operating person shall wear helmet and safety 

belt correctly. 

ǹ Do not overload. 

ǹ Do not operate beyond the working floor. 

ǹ Do not operate the machine in bad whether like 

strong wind and lighting. 

ǹ Keep required clearance from electrical power 

lines when operate near by. 

ǹ Before levering the platform, empty the platform 

and lower the boom to the lowest position. 

 

 

 
12 

 

 

Operation curve chart 

XGS40E.97-6 

Working range for operation. 

 

 

 
13 

 

 

Washing warning sign 

T1120440 

Do not aim to the electrical equipment with water 

high-pressure gun for cleaning. 

 

 

 
14 

 

 

Cover warning sign 

T1120513 

Non-professional is not allowed to changer internal 

elements! 

 

 

 
15 

 

 

Anti-explosion warning sign 

T1120524 

Explosion hazard! No smoking while refueling and 

away from fire sources. 
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Table 4-1 Signs description(continued) 
 

Item Labels Description 

 

 

 
16 

 

 

Towing instruction label 

T1120527 

Relieve the brakes before towing operation. 

Do not tow on a downward slope. 

After towing, release the machine immediately to 

restore the brakes. 

 

 
17 

 

 

Traveling operation instruction label 

T1120519 

Pay attention to the road conditions when driving the 

machine. 

 

 

 

 

 
18 

 

 

Tip-over warning sign (straight-boom series) 

T1120526 

Tipping hazard! If tilt-alarm sounds, unit is on a se- 

vere slope. Death or serious injury will result in. 

Stop present movement. 

Read operator's manual before attempting to move 

machine. 

Platform uphill: 1. Lower boom. 2. Retract boom. 

Platform downhill: 1. Retract boom. 2. Lower boom. 

 

 

 
19 

 

 

Operation instruction label 

T1120516 

Notices before machine operation. 

 

 

 

 
20 

 

 

Welding instruction label 

T1120517 

Do not use the machine as a round for welding. 
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Table 4-1 Signs description(continued) 
 

Item Labels Description 

 

 

 
21 

 

 

Warning sign for reading instruction manual 

T1120305 

You must read and under the operation manual, 

responsibility manual and safety manual as well as all 

the safety signs. 

 

 

 
 

22 

 

 

Foot pedal warning sign 

T1120327 

Death or serious injury could result if foot switch is 

disabled, blocked or inoperative. 

 

 
23 

 

 

Tip-over hazard warning sign 

T1120514 

Tip-over hazard. Max manual force: 400 N. 

 

 
24 

 

 

Safety belt attachment warning sign 

T1120515 

Personnel on the platform must fasten safety belt and 

fix the safety belt onto the appointed position. 

 

 

 
25 

 

 

Anti-collision warning sign (platform) 

T1120520 

Crushing Hazard! Keep away from path of moving 

parts. 

 

 

 

 
26 

 

 

Anti-falling warning sign 

T1120304 

Fall hazard! Death or serious injury may result from 

climbing or riding on boom. 

Keep off this surface. 
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Table 4-1 Signs description(continued) 
 

Item Labels Description 

 

 
 

27 

 

 

Combined indication sign 

T1190411 

Combination of various warning. Pay attention while 

operating. 

 

 

 

 
28 

 

 

Repair & maintenance instruction sign 

T1120631 

Maintain all components of this machine in regularly. 

 

 

 

 

 

 
29 

 

 

 

 

 

Optional components weight sign (EN) 

T1120609 

Optional accessories installed in platform shall be 

taken as load and take into consideration during 

weighting calibration. For example, the mass of 

optional accessories installed is 10 kg when 

calibrating, then 10 kg shall be calibrated for unladen 

calibration; m+10 kg shall be calibrated for 

calibration when loading load m. Refer to Instruction 

Manual or consult in XCMG for weights of optional 

accessories. 

 

 

 

 
30 

 
 

 

Warning sign for emergency pump hazard release 

(EN) 

T1120686 

When the emergency pump is released from 

dangerous working condition, push the confirmation 

toggle switch  after confirming the safety and 

then operate the movement button within 3 seconds. 

 

4.8.3 Daily inspection and visual checks before operation 

 
 The scope of inspections depends on the operator knowledge about condition of the machine: 
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1. The operator solely use this particular machine frequently and takes it into operation after a 

short interruption  (i.e. daily). He knows the condition of the machine he left and the scope can be re- 

duced on standard visual safety checks 

2. In  all cases not included into the above point, operator who intends to operate the machine shall 

provide extended detailed inspection of the machine condition, safety devices and functions prior ma- 

chine start and operation. 

3. In case the machine has just been under maintenance or repair, the operator should inform himself 

on the status of maintenance/repair progress and result. Machine shall be released for safe operation pri- 

or taken into service. 

Do the following: 

Å Confirm your Personal Protective Equipment 

Helmet, Gloves, Goggles, Shoes are in good condition 

Å Check machine for damage! 

Å Inspect mechanical connections 

safety locks and - any other interchangeable equipment connected. 

 Do not start to operate if any safety split-pin is missing! 

Insert spare split-pin! 

Å Lubricate lightly connections according to manufacturerĽs specification if required 

Å Check switches, controls, joysticks and function pedals to ensure these are in sound condition. Arrange 

for immediate repair of any faults. 

Å Inspect all available levels of operating fluids - engine luboil level - engine coolant level - engine ex- 

haust fluid - hydraulic oil level 

Fill -up if necessary. Take care to use approved fluid quality! 

Å Insert the start-key and initiate the power supply to control system! 

 Do not start the engine! 

Pay attention to strange noise or signals from control system! 

Å Start to check all control functions 

Å for any failure-or error message 

Å Check any failure or error massage and rectify it!  

Å Check engine compartment. 

Å Ensure driving belts on engine, alternator and water pump are properly tight and in good condition be- 

fore use. 

Å Check the fuel water separator͠ and empty existing water 

Å Clean air filter. Replace if damaged. 

Å Ensure that no person can be endangered before starting the engine. 

Å Before engine starting, consult safety contents for engine operation in this section. 

Å Start the engine! 

Å Check for any leaks on hydraulic components 
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Å Notify any defects on checks carried out at the roadside, 

Å Inform site manager or service to enable service department to schedule workflow and more impor- 

tantly, order parts required. 

Å Ensure that no person or animal can be endangered before operating 

 
4.8.4 Inspection before engine starting 

Å There is a blind spot in the machineĽs rear: a signalman may be needed to supervise your movements. 

Å Pay close attention not to bump into other machines, persons or structures while driving. 

Å Be aware of your surroundings at any time during work 

 
4.8.5 Engine start check-list 

Å Keep people away from the machine during the inspection. 

Å Remove all obstacles in the area before starting the inspection. 

Å Check around the vehicle for oil leaks, looseness, improperly adjusted safety devices and possible dam- 

age on any components - 

Å Check the level of: 

ï Coolant antifreeze 

 
ï fuel and engine oil 

 
ï Check the air filter and for any damage in the circuit. 

ï Check the fuel water separator and check the drainage below the fuel water separator for water. 

 When the boom is in non-frontal area, confirm directions for traveling and steering. 

Å Check if all lights are functioning properly, and if they have the correct angles 

Å Check if the safety belt and/or the attaching clamp is damaged or worn out. 

Å Check if the main control joysticks lie in the central position. 

Å In case of any abnormality, solve it right away to prevent accidental injury or machine failure later on. 

Å Ensure that the horn, motion alarm (if  installed) and other warning/safety devices are set up/working 

properly. 

Å If there is noticed any damage or wearout/tear, replace the parts before using the machine again. 

Å DonĽt forget to fasten your seat belt! 

Å NOTE: abnormalities of the machine may not be found out right away after engine starting, so that per- 

sonal injury or machine breakdown may occur. 

Å Maintenance and engine warm-up are required before start of operation if:  

ï the machine has not been used recently or 
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  WARNING! 
Check all safety guards prior engine start 

Do not start ever the engine or touch any part of the machine 

Å during maintenance/service/repair by other personnel or 

Å when a warning sign is hung on the joystick control 

Å in the above last case, wait for the warning sign to be 

removed by the placer before operating the machine again. 

 

 

ï ambient temperature is very low 

 

4.8.6 Starting the engine 
 

 

Å Approve prior to engine starting!  

CAUTION! 

Å Any not approved start may lead to injuries and/or additional property  damage! 
 

 

Å Warm up the engine and/or hydraulic oil before operation. 

Å  Do not start the engine in a way that may short-circuit the ignition of the machine. This will  increase 

the risk of injuries and/or damage the machine. 

Å Right after start-up, check the meters and monitor instruments for abnormal values or warning sounds. 

Å Make sure that all safety devices are in place to prevent accidents 

4.8.6.1 Engine cold-start 

 

NOTICE! 
Warm up the engine and hydraulic system 

Å Preheating prevent a logy response of the joystick control or other machine parts 

Å Not practicing preheating increases the risk  of accident and/or damage to the machineôs 

components 
 

4.8.6.2 Cold weather precautions 

 

NOTICE! 
Hazards on frozen and slippery ground, 

Move machine slowly and extra carefully! 
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Å The iced ground surface becomes soft when the temperature rises up, and the machine will tip over. 

Å If the machine enters into deep snow areas, it may tilt or become buried in the snow. 

 
4.8.7 Inspection after starting the engine 

Å Make sure again that there is no person or obstacle in the surrounding area. 

Å Check if  the instruments on the dashboard show unusual values after start-up 

Å Always monitor on your surroundings for potential hazards during operation. 

Å Check for unusual sounds, vibrations, abnormal heat emissions or peculiar smells 

Å Check if all components respond without delay or difficulties, including: 

ï The mobility of the machine 

 
ï The mobility of the boom 

 
ï The function of upper structureĽs rotation axis 

 

ï The machineĽs flawless moving and steering 

 
ï Any oil or fuel leaks 

Å Fix any abnormality  at once to prevent serious injuries and/or damage to the machine during 

work 

Å Chose the mode suitable for your task. 

Å Before operation, keep the warning horn sound to alert persons in the area 
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  WARNING! 

  DANGER! 

 

4.8.8 Inspection before starting to operate machine 
 

 

Ensure that no person or animal can be 

endangered before operating 

 

 
 

 
 

 

Å Before moving, check always that there is no 

person or obstacle in the action radius. 

Å Sound the horn to alert other people 

working in the nearby area. 

 

 

 

 

 

 

 

Å Take always above precaution measures. 

Å When the machine turns or swings, there 

should be a signalman at the rear of the 

machine. 

Å Take the most care not to touch people or 

other machines or property. 

 
 

 

4.9 Safe machine operation 

4.9.1 Recommended use of machine 
 

 

Beware of risks and hazards when operating machine 

Not respecting the rules presented hereafter ï accidents with serious injuries or even death may 

result! 

To avoid possible injuries or mechanical damages during operation caused by unexpected shock move- 

ments of the machine or extensive vibrations: 
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  DANGER! 

 

Å Select the appropriate machine, required equipment and ancillary devices for a function/purpose/task of 

the machine. 

Å Use the machine according to its intended use (See intended use in the product description chapter). 

Å Always read͠ understand͠ and apply the recommendations as described in this Instruction manual. 

Å In case of recent faults, make sure maintenance and repairs on the machine was done thoroughly. 

Å Pay special attention to the tyre pressure and the function of brakes, steering gear, crawler tracks and re- 

lated components after provided maintenance or repair on those components! 

Å Always operate the machine with care to avoid extensive wear process of the parts and 

to keep the frequency of repairs to the minimum 

(E.g. when steering, braking, accelerating, changing gears, moving the boom and jib, etc.) 

Å Do not drive through the obstacles and rough terrain͠ bypass it whenever possible to reduce unex- 

pected shock movements of the machine. 

Å If compelled to drive through/over it, slow down the speed and act with great care. 

Å Include the ground maintenance into your projectĽs schedule 

Å Keep moderate speed when traveling longer distances (e.g.: on the road) 

Å Adjust the gear to the road surface and traffic situation to avoid sudden acceleration. 

Å Keep the machineĽs working area in good shape by: 

Å removing the large rocks and other obstacles in the way. 

Å plugging the ditches and potholes 

 
4.9.2 General risks in operation 

 

 

Å Beware of risks and hazards for life and property!  

Å Take outmost care! 

Å Any hereafter presented machine operation represent always the possible hazards for the life, to 

the driver himself, co-workers, bystanders and/or to property. 

Å Check the machine prior to start operation͠ especially if  you were not present during installation of in- 

terchangeable or other equipment! 

Refer to general safety information and relevant contents in instructional chapter 

Å Any sudden uncontrolled movement may result in hazard for life for operator itself and/or bystanders 

and/or any property 

Å Install only interchangeable equipment authorized by the manufacturer! 

Å Check properly installation of the interchangeable equipment! 

Å Avoid lifting the equipment while driving a slope downhill. 

Å Do not drive across slopes or protective walls 
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Å Take extra care when swinging the upper structure while on a slope. 

Å Make sure enough space is available to stop the swing process. 

Å The swing of a long and heavy equipment will  increase danger of slippage of the equipment 

additionally. 

Å Be careful! Not respecting the basic rules presented hereafter ͠ serious injuries or deaths and/or signif- 

icant property damage may result! 

Å Machine operation requires full  attention of the operator. Bring the machine to a full  stop before using 

any device like cell phones, wireless walkie-talkies, etc., which will distract operators' attention from 

safe operation. 

Å Do not use the machine for any purpose other than lifting personnel with their tools and materials. 

Å Do not operate a malfunctioning machine. If  any failure occurs, shut down the machine. Remove the 

machine from service and inform the proper authorities. 

Å Do not dismount, modify, or disable any safety devices. 

Å Do not hard move any control switch or lever through neutral to an opposite direction. Ensure to return 

switch to neutral and stop before moving to the next function. Operate controls with slow and uniform 

force. 

Å Unless it is an emergency, staff are not allowed to adjust or operate equipment from the ground when 

there is a person on the platform. 

Å If  there are two or more workers on the platform, the operator must be responsible for all machine 

operations. 

Å Ensure that power tools are properly stored and never hang its wires in the working area of the work 

platform. 

Å During the moving process of the equipment, the lifting boom should always be placed above the rear 

shaft along the moving direction. Note: if  the boom is above the front axle, the direction of steering and 

driving functions will be reversed. 

Å Do not assist a stuck or disabled machine by pushing or pulling without chassis towing device. 

Å Fully lower the work platform and shut off the power before leaving the machine. 

Å Remove all rings, watches, and jewelry when operating machine. Do not wear any loose fitting clothing 

or keep long hair unrestrained which may be caught or entangled in equipment. 

Tripping and falling hazards 

Å During the operation, the workers on the work platform must wear the whole-body safety belt and fix 

the safety belt to an approved anchorage by a hook. Attach only one hook per fixing point. 
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Å Only enter and exit through the door. Pay extreme attention when entering or leaving the platform. En- 

sure that the work platform assembly is fully  lowered. Face the machine when entering or leaving the 

platform. Ensure to maintain "three-point contact" with the machine, using two hands and one foot or 

two feet and one hand at all times during entry and exit. 

Å Ensure that all doors are closed and secured in the correct position before operating the equipment. 

Å Keep both feet firmly  positioned on the platform floor at all times. Do not place ladders, boxes, steps, 

planks, or similar items in the platform to add additional stretch areas. 

Å Keep any oil, mud, and slippery substances away from the working shoes and the PLATFORM floor. 

Electrocution hazard 

Å This machine is not electrically insulated and will  not provide protection from contact with or proximity 

to electrical current. 
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Å Maintain safety distance from electrical power lines, apparatus, or any electrified (exposed or insulated 

electrical) parts according to the Minimum Approach Distance (MAD) as shown in Table 4-2. 

Å The factors of machine movement and electrical line swaying shall be taken into consideration. 

Å Minimum approach distance (M.A.D.) 

Table 4-2 Minimum approach distance (M.A.D.) 

 

Voltage range (phase to phase) Minimum approach distance M (ft) 

0͠50 KV 3 (10) 

51 KV͠200 KW 5 (15) 

201 KV͠350 KW 6 (20) 

351 KV͠500 KW 8 (25) 

501 KV͠750 KW 11 (35) 

751 KV͠1000 KW 14 (45) 

Notice: This rule must be followed unless there are more stringent laws and regulations from the 

employer, the local authorities or government. 

Å Any part of the machine, operators, tools and devices must keep at a distance of 3 m (10 ft) at least from 

any electrical line or apparatus with a maximum voltage of 50,000 V. 1 ft additional clearance is re- 

quired for every additional 30,000 volts or less. 

Å The minimum approach distance may be reduced if insulating barriers are installed to prevent contact, 

and the barriers are rated for the voltage of the line being guarded. These barriers shall not be part of (or 

attached to) the machine. The minimum approach distance shall be reduced to a distance within the de- 

signed working dimensions of the insulating barrier. This decision must be made by qualified personnel 

in accordance with the regulations of the employer, the local authority or the government regarding 

working near electric equipment. 



XGS40E Instruction Manual 

4-28 Safety guidelines 

 

 

 

Å Do not operate the machine or transport any personnel in prohibited area (MAD). Assume all electrical 

parts and wires are live unless known otherwise. 

Tip-over hazard 

Å The user must be familiar with road condition before driving. Do not exceed the allowable side slope 

grade and positive slope grade while driving. 

Å Do not elevate the platform or drive with platform elevated on or near a slope or an uneven, soft surface. 

Ensure the machine is on a firm, level and smooth surface before elevating the platform or driving with 

the platform elevated. 

Å Before driving onto rounds, bridges, trucks, and other surfaces, check the allowable capacity of the 

surfaces. 

Å Do not exceed the maximum working load as specified on the platform. Keep all loads within the load- 

ing capacity of the platform unless authorized by the manufacturer. 

Å Ensure that the chassis of the machine is at least 0.6 m (2 ft) away from holes, bumps, depressions, ob- 

structions, debris, hidden holes and other potentially hazardous objects on the floor/road. 

Å Do not use the boom push or pull any objects. 

Å Do not use the machine as a crane. Do not anchor this machine to any adjacent structure. Do not contact 

any wire, cable, or any similar items to the platform. 

Å Do not operate the machine at wind speed greater than 12.5 m/s (28 MPH). 

Å Do not increase the area or load of the work platform. Increasing the windward area will  results in 

stability reduction. 

Å It's prohibited to enlarge the dimension of work platform by extending platform face or adding acces- 

sory without permission. 

Å If the boom assembly or platform is in a position so that one or more wheels are suspended off the 

ground, remove personnel before attempting to release the machine. Use cranes, forklift or other appro- 

priate equipment to stabilize the machine. 
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Crushing and collision hazards 

Å Approved safety helmet must be worn by all operators and ground personnel. 

Å Clearances above, around and below the working area must be checked when  

raising or lowering the work platform and when traveling. 

 
 

 

Å Keep all body parts inside the platform guard-rail during operation. 

Å Make the work platform approach to obstacles by elevating function but not driving function. 

Å Assign a lookout when driving in areas where vision is obstructed. 

Å Keep non-stuffs at least 1.8 m (6 ft) away from the machine during driving and steering. 

Å  In all driving conditions, the operator must limit  the driving speed based on the ground conditions, con- 

gestion, visibility,  slope, location of persons, and other conditions that may cause collisions or injuries. 

Å Be aware of braking distances in all driving speeds. When driving at high speed, switch to low speed 

before stopping. Only use low speed while driving the machine on a slope. 

Å Do not use high speed while driving the machine in confined space or close areas or reversing. 

Å  Pay extreme attention at all times to prevent obstacles from striking or interfering with operating con- 

trols and personnel in the platform. 

Å  Ensure that the operators from the equipment overhead or on floors are aware of the MEWP's presence. 

Disconnect the power to overhead cranes. 
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  DANGER! 

 

Å  The workers shall be warned not to work, stand, or walk under the elevated platform. Place roadblocks 

on the ground if necessary. 

Å Notice: Not respecting the basic rules presented hereafter ͠  serious injuries or deaths and/or significant 

property damage may result! 

Å Follow the safety instructions: 

Å The graphical symbols on controls indicate theirs function and purpose 

Å Learn the position and function of each control element before operation 

Å When released, most control elements will  automatically return to their centered neutral position and 

stop the executed function or command immediately 

Å Check your surroundings before slewing and operate the lever carefully. 

Å Accidental movement of the machine can cause physical injuries. Avoid it!  

Å The boom can move and hurt bystanders if  you accidentally hit the boom joystick lever or joggle it by 

any other reason 

 
4.9.3 Safety rules for towing 

 

 

The towing ropes can brake! Be careful! 

Å Any movement, especially towing the machine represents unexpected risks and hazards for the 

operator himself, bystanders and/or environment! 

Å Do not allow anybody to stand between towing machine and towed machine during  the towing 

process! 

Å Wear leather gloves when handling wire ropes. 

Å Be careful! Not respecting the basic rules presented hereafter ï serious injuries or deaths and/or 

significant property damage may result! 

If a winch is required for towing the MEWP, disengage the brake. 

 

4.9.4 Risk in special working conditions 
 

NOTICE! 

Å Be aware of special working conditions! 

Å Special working conditions may have impact to the lifetime of machine, machine functions and fi - 

nally safety of machine operation! 

Å Not respecting the safety steps and notices presented hereafter ï can reduce the machine lifetime, 

may lead to machine damage and loss of the product warranty 
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4.9.41 Operating in harsh environmental conditions 

 

NOTICE! 

Å Be aware of operations at low temperatures: 

Å Not respecting the safety steps for special working conditions may have impact to the lifetime of 

machine, machine functions and finally safety of machine operation! 

Å Loss of the product warranty may also result! 

Å Protective measures must be taken to ensure normal operation in freezing days 

The following inspection can ensure flawless operation of the machine at extremely low temperature. 

Å Check if  the correct antifreeze is added in the cooling system. Also check the cooling system itself care- 

fully and record any leakage. 

Å Maintain the engine at its optimum to enable an easy start and operation, even in adverse weather 

conditions. 

Å Use the engine oil of proper specifications according to the ambient temperature. Refer to ľLubrication 

and SpecificationsĿ in the engine Instruction Manual for more details. 

Å Ensure that the fuel tank is full  at any time. Always drain any condensate built-up in the fuel tank before 

resuming operation. 

Å Remove and service the fuel filter element regularly. Drain any concretions (e.g. wax), and ensure that 

the used fuelĽs solidification point is below the lowest ambient temperature. 

Å Lubricate the machine completely according to either the ľLubricants and Maintenance ScheduleĿ or 

the lubrication diagram on the machine. 

Å Start the engine to warm it up to the usual operation temperature before load-on operation. 

Å While in idle state, if  there are any dirt or ice deposits on the running gears, heat the machine up to thaw 

the frozen impurities before attempting machine operation. 

Å Operate the hydraulic units with care until the temperature required for normal operation is reached. 

Å Check all control units and their function status to ensure flawless operation. 

Å If assisted start becomes compulsory refer to the ľstart in cold daysĿ-section located in the chapter 

ľEngine StartĿ in this Instruction Manual. 

Å Clean up all dirt, snow and water on the machineĽs surface to prevent ice coating. If  possible, cover 

the machine with canvas and prevent its edges from getting frozen on the ground. 

4.9.4.2 Operations in very hot areas 
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NOTICE! 

Å Continuous operation in a very hot environment will cause overheat. 

Å Not respecting the safety steps for special working conditions may have impact to the lifetime of 

machine, machine functions and finally safety of machine operation! 

Å Make sure to monitor the engineĽs temperature and stop the machine regularly to enable a cooldown 

when needed. 

Å The dirt inside the cooling system will accumulate faster under high temperature. Change the antifreeze 

at least once a year to maintain the corrosion resistance property. 

Å Flush the cooling system regularly to keep its pipes clean. Do not use highly alkaline water limit  the de- 

posit of dirt and rust inside the pipes 

Å Do not store acidic batteries close to a large number of tires as the acidic gases will damage the rubber. 

Å Lubricate according to ľLubricants and Maintenance ScheduleĿ or the lubrication label attached on 

the machine. 

Å When leaving the machine for a longer period, park it in a shelter to prevent exposure to sunlight, dirt 

and dust. 

Å If  there is no appropriate covering available, use a canvas to prevent the dust from entering the engine 

or hydraulic system. 

The machine components will corrode faster in a hot and humid climate; espe- 

cially during the rainy season. 

Rust and paint bubbles will build up on the metal surfaces and spots may ap- 

pear on other componentsô surfaces, too. 

Å Apply corrosion resistant lubricant on the machineĽs unpainted or exposed areas. 

Å Protect conductors and terminals with an insulating mixture. 

Å Apply paint or appropriate antirust materials on damaged surfaces to prevent the rust from spreading. 

4.9.4.3 Operations in dusty or sandy areas 
 

NOTICE! 

Å Take special care in dusty or sandy environments 

Å Not respecting the safety steps for special working conditions may have impact to the lifetime of 

machine, machine functions and finally safety of machine operation! 

Å Take extra protective measures when working in dusty or sandy environments. 

Å Clean the machine with compressed air frequently to keep the cooling system dustfree. 

Å Wear safety goggles when using compressed air for cleaning. 

Å When servicing the fuel machine, take extra care to prevent dust or sand from entering the oil circuit. 

Å Always keep the air cleaner in good shape. Check its clogging indicator everyday. 
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Å Prevent dust and sand from entering engine parts and/or components as well as possible. 

Å Lubricate and service according to ľmaintenance scheduleĿ or the lubrication diagram attached on 

the machine. 

Å Clean all the lubrication connections before lubricating the machine. 

Sand mixing in with the lubricant will cause the machine parts to wear faster. 

Keep the machine as sand- and dust-free as possible. 

Å Park the machine under a shelter or cover it with a tarpaulin to prevent potential damage caused by 

sandstorms. 

4.9.4.4 Working in rainy and humid  environment 

 

NOTICE! 

Be aware when working in rainy, humid environment! 

Å Not respecting the safety steps for special working conditions may have impact to the lifetime of ma- 

chine, machine functions and finally safety of machine operation! 

Å The measures are similar to those for working in hot areas. 

Å Coat all exposed surfaces with lubricant 

Å Pay extra attention to damaged or unpainted areas. 

Å Apply lubricant where paint starts to crack as soon as possible to prevent corrosion. 

 
4.9.5 Optional components/equipment 

 
The standard package include/Not include optional equipment 

Å Contact an authorized special parts dealer or XCMG Construction Machinery Co., Ltd. 

Å Listen carefully to the installation instructions to manage the task by yourself in the future 

Å Only use optional equipment according to their intended range of application. 

Å Make sure to install optional equipment properly by observing the instruction manual. 

Å Do not attach optional equipment on your own. 

Å Never remove safety devices without prior approval. 

Without proper working safety devices, the machine will lose its conformity according 

to the machine directive (2006/42/EG) and other applicable directives and regulations. 
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  DANGER! 

 

 

 
 

Å Installation of optional equipment may be hazardous for life and property!  

Å Installation of the optional equipment may bring possible hazards and risks for the service stuff 

and environment. 

Å Be careful! Not respecting the basic rules presented hereafterïserious injuries  or deaths and/or 

significant property damage may result! 

Å Foam tyres or solid tyres are optional for the equipment. It is required that four wheels shall be replace 

with tyres of the same specification. 

Å Refer to safety guideline section for installation requirement when replacing the optional equipment. 

 
4.9.6 Hazards related to the battery 

 

 

Be aware of highly flammable, explosive hydrogen gas! 

Å Use protective gloves and goggles when handling battery 

Å When charging the battery, beware of the highly flammable and explosive hydrogen gas gener- 

ated in the process! 

Å The batteryôs electrolytes contain corrosive sulfuri c acid! 

 Hazards related to the battery 

  WARNING! 



XGS40E Instruction Manual 

Safety guidelines 4-35 

 

 

 
 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
4.9.6.1 Power switch 

Main power switch 

Å Never smoke or use open fire at any time when close to the battery 

Å Wash out clothes or skin thoroughly with water if  sulfuric acid splashes 

on any. 

Å In case sulfuric acid has entered your eyes, wash them out abundantly 

with water and contact the closest hospital for immediate treatment. 

Å Beware of sparks the battery may generate during operation/handling 

and 

Å make sure that the machineĽs engine is turned off before starting the 

maintenance process. 

 Carry out the maintenance by keeping the following in mind: 

Å When disassembling the battery, start by disconnecting the negative ter- 

minals (grounding side). 

Å Do not let tools or other metal objects get into contact with the bat- 

teryĽs terminals or drop them on/close to the battery. 

Å Before charging, disconnect the battery from the machine and carry it 

to a well-ventilated place. 

Å Finally, solidly reinstall the battery in its original position after 

maintenance 
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  WARNING! 

 

 

 Switch the battery OFF when: 

Å Not operating the machine for more than one month. 

Å Maintaining the electrical system. 

Å Disposing of the battery. 

Å Replacing the fuse and/or fuse link. 

Å Connecting the auxiliary cables. 

 To avoid damaging the electrical system, do not turn off 

the battery while the engine is still running. 

Notice: 

Switch off the batteryĽs main switch at least one minute after the engine 

has been turned off 

After disconnecting the accumulator jar switch, the whole electrical 

system will be cut off. 

Cut off the power supply between the storage battery and the machineĽ 

electrical system. 

The switch is located either on the battery container frame or in the 

machineôs engine compartment close to the batteryôs location. 

(=ò OFFò-position): Power off 

Keep the switch at a free sagging state while in this position. 

(=ONĿ-position): Current is flowing through the circuit. 

Make sure the switch is turned on before starting the engine. 

4.9.6.2 Engine start using auxiliary battery cables 

 

 

Å Battery may explode 

Å Check the starting cables connection! 

Å Always wear goggles and rubber gloves when handling the batteries and cables 

Å Wrong connected cables will damage the battery and may even explode 
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 Observe the following instructions: 

Å Starting the engine using auxiliary  start-cables requires 2 

people: 

Å When using another machineĽs battery to start your own, do not 

connect the two machines together. 

Å Turn all engines off before connecting the cables to prevent un- 

expected movements when supplying power. 

Å When installing the auxiliary cables, first connect the positive 

(+) pole. 

Å When removing the cables, start by disconnecting negative (-) 

pole (grounding side). 

Å After removing the auxiliary cables, do not let the clamps contact 

with any metallic substance. 

 
 

4.10 Safety related parts 
 

NOTICE! 

Å Replacement of critical safety-related parts Follow regulations of the operating area 

Å Replace parts related to safety to enhance the safety. 

Å Exceeding the assigned time (10 years), due to different kind of wear (mechanical/chemical) the 

material of parts and part itself will naturally change. Re-used ï such parts may cause earlier 

failure of the system. 

Å ī Safety parts can fail and by any defects in safety-critical parts, repair or replace it!  Depending 

on type of the part and its function, serious part damage or even personnel injury may be 

caused. 

Å In  operation, as it  is difficult  to judge how long these parts can keep working, and if  an external 

inspection could not give the reliable judgment, replace the safety related part regularly ï even if 

it has not reached the assigned time. 
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  Chapter 5 Operation Instructions  

 

5.1 General overview of machine 

5.1.1 Machine overview 

Å This equipment is a mobile self-propelled mobile elevating work platform with work platform attached 

at the end of boom structure. 

Å It is widely used in municipal construction ,bridge construction, shipyard and petrochemical industries 

and general supporting construction work at other related construction areas. 
 

 

 

Figure 5-1  Basic moving parts 

 

Table 5-1 
 

1 Work platform 7 Luffing cylinder 

2 Control box in work 

platform 

8 Front drive/steer wheel 

3 Swing cylinder 9 Rear drive wheel 
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Table 5-1    (continued) 
 

4 Jib 10 Leveling cylinder 

5 4th boom section 11 Jib cylinder 

6 1st section boom 12 Foot pedal 

 

5.1.2 Basic functional description 
 

  XGS40E straight-arm mobile elevating work platform, the maximum height of 

the whole machine is 40.2 m, the maximum load is 460 kg, and the maximum 

slope rate is 40% the vehicle is equipped with a four-section telescopic boom + 

jib, with a certain ability to overcome obstacles, large working radius; the dual- 

load control system can automatically adjust the working radius according to the 

load to meet the different load requirements of users. 

Table 5-2 Functional overview of the machine 
 

Driving system The motor and reducer are integrated with the built-in traveling reducer, 

which is equipped with two speeds of fast and slow speed to meet the 

requirements of vehicles in different environments. 

Brake While running on a slope, the walking mechanism has the function of self- 

braking and the clutch device is provided for easy traction when the 

machine malfunctions. 

Engine Adopting electronic-controlled engine and oil pressure, water temperature, 

rotation speed and other sensors are integrated into engine and controlled 

by ECU. The power system is safe, reliable and easy for maintenance with 

fault diagnosis interface. 

Leveling system The leveling system adopts electro-hydraulic proportional leveling. 

Steer 4 wheel steer 

Electrical system PLC control technology - each controller on turntable and platform. 

Turntable and platform separately are equipped with control box to realize 

the control of chassis, turntable, boom, jib boom and platform. 

Control lever The one control handle controls the machine traveling and steering, the 

other one controls boom elevating and turntable rotating 

Monitor It adopts diagnostic controller to monitor the real-time condition of the 

machine. 

Axle balance The machine is equipped with an axle balance system, which enables four 

wheels to land at the same time by means of axle floating when walking on 

an uneven ground, so as to ensure the driving force and improve the 

passing ability. 
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5.1.3 Environmental machine limits 
 

NOTICE! 
 

Respect environmental machine limits 
 

Altitude:  Below 3280 ft 

Ambient Temperature: -20  to +40  

Å All  machines must be inspected, prepared and adjusted before delivery by the manufacturer 

or his authorized representative. 

Å The steps in Section 5.1 must be followed during initial start-up process and/or the running-in 

period. 

Å Ignoring them may damage the machines or produce other negative impacts on their 

performance. 

 

5.1.4 Machine start-up and operating hours 
 

NOTICE! 

Å Regard a safe running-in period of the machine! 

Å Avoid working at full load within the running -in period (first 50 h of service) 

Å It will affect the lifetime and safe operation of the machine, eventually leading to accidents! 

Å When changing the lubricant or grease, refer to the ñMaintenanceò section of this Instruction 

Manual 
 

5.1.4.1 Recommendations for a safe running-in period 

Å Check the coolant, fuel, engine oil and hydraulic oil every day for leakage. 

Å Check the lubricating liquids every day and refill them if needed. 

Å Always observe infos and indications on display and various instruments during operation. 

Å Avoid engine overload. 

Å Keep below 80% of the maximum load until the engine and other components have reached the stand- 

ard working temperature. 

Å During operation, pay attention to proper function of the machine. 

Å Check for looseness, wear or damage caused during delivery 

Å Check the wires and terminals for looseness, the meters for abnormal values, and the batteryĽs electro- 

lytes for concentration. 

Å Check the lubricating liquids and filter elements for contamination, dirt or damages. 

Å After the first 50 h of service, change the diesel filter element, engine oil and engine oil filter elements. 
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Figure 5-2 Control panel on platform 

 

Å After the first 250 h working hours: 

ï Replace diesel filter element and engine oil filter element. 

 
ï Change the gear oil in the swing reducer. 

Å After the first 1000 working hours, change the gear oil in the travel reducer. 

 
5.2 Platform control  box 

5.2.1 Control  panel 
 

 

 

 

 
 

 

Most of the control functions need to be implemented on the control panel. For details, see Table 5-3 
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Table 5-3 Switches on control panel 

 

S/N. Switch Symbol Function 

 

 

 
1 

 

 

 

 

 

Platform searchlight switch 

 

 

 
2 

 

 

 E-stop Button: In the case of emergency, 

press this button to stop current movement 

and turn off the engine; Reset this button 

manually after troubleshooting. 

 

 
 

3 

 

 

 Superstructure speed adjustment: 

Adjust the speed of boom movement 

 

 

 

 

 

 

 

 

 
4 

 

 

 

 

 

 
 

 

 

 

Load selector switch-Left: 

The maximum load is 300 kg 

 

 

Load selector switch-Right: 

The maximum load is 460 kg 
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Table 5-3 Switches on control panel(continued) 
 

S/N. Switch Symbol Function 

 

 

 
5 

 

 

 

 

 

Horn: 

Horn alarm switch 

 

 

 

 

 
6 

 

 
 

 

 

 
 

 

Driving directional unlock switch: 

When the driving function is selected, if the 

boom rotates beyond any rear wheel or 

further more clockwise or anticlockwise, 

the driving directional indicator light turns 

on. Press and release this switch, then move 

driving/steering control joystick in 3 

seconds to enable driving or steering 

function. 

 

 

 
7 

 

 

 

 

 

Generator switch (optional): 

Pull this switch to either side, the hydraulic 

generator starts; Return the switch to 

neutral, the hydraulic generator stops 

working. 

 

 

 
8 

 

 

 
 

 

Platform rotation switch: 

Pull left to rotate the platform clockwise. 

Pull right to rotate the platform 

anticlockwise. 

 

 

 
9 

 

 

 

 

Platform leveling switch: 

Pull up the switch, the level of platform will 

raise; Pull down the switch, the level of 

platform will lower. 



XGS40E Instruction Manual 

Operation Instructions 5-7 

 

 

 

 

Table 5-3 Switches on control panel(continued) 
 

S/N. Switch Symbol Function 

 

 

 
10 

 

 

 

 

Jib boom raising/lowering switch: 

Pull up to raise and pull down to lower. 

 

 

 

 

 

 

 
 

11 

 

 

 

 

 

 

 

 

Engine start switch: 

Push the switch to the left to start engine. 

 

 

Battery pump start switch; 

Push the switch to the right to start auxiliary 

battery pump and shut off the engine at the 

same time. 

 

 

 

 

 

 

 

 
12 

 

 

 

 

 
 

 

 

 

Travel mode selector switch: 

Turn to the left to choose ground high speed 

gear. 

 

 

Travel mode selector switch 

Push the switch in the middle to choose 

ground low speed gear. 
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Table 5-3 Switches on control panel(continued) 
 

S/N. Switch Symbol Function 

   

 

Travel mode selector switch 

Turn to the right to choose climbing gear. 

 

 

 
 

13 

 

 

 

 

 

 

Boom extend-retract switch: 

Pull up to retract the boom; pull down to 

extend the boom. 

 

 

 
14 

 

 

 Boom movement joystick: 

Control boom luffing and slewing 

 

 

 
15 

 

 

 Travel joystick: 

Control machine traveling and steering 

 

 

 
16 

 

 

 

 

 

Boom control mode selection switch: 

Pull left, the boom lowers out of range and 

the boom can be retracted manually; pull 

right, the boom lowers out of range and can 

be retracted automatically. 
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Table 5-3 Switches on control panel(continued) 
 

S/N. Switch Symbol Function 

 

 

 
17 

 

 

 

 

Platform lifting switch: 

Pull up to raise the platform and pull down 

to lower the platform. 

 

 

 
18 

 

 

 

 

Platform horizontal moving switch: 

Pull left to move the platform horizontally 

leftward and pull right to move the platform 

horizontally rightward. 

 

 

 

 

 

 

 

 

 

 

 

19 

 

 

 

 

 

 

 

 

 

 

 

 

Steering mode selection switch 

Place the switch to the left, the steering 

mode is 4-wheel steering 

 

 

Steering mode selection switch 

Place the switch to the middle, the steering 

mode is 2-wheel steering 

 

 

Steering mode selection switch 

Place the switch to the right for crab 

steering and the machine can travel 

diagonally forward 

 

 

 
20 

 

 

 
 

 

Axle deploy/retraction switch: 

Pull the switch to the left, the axle will 

extend. 
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Table 5-3 Switches on control panel(continued) 
 

S/N. Switch Symbol Function 

  
 

 

Axle deploy/retraction switch: 

Pull the switch to the right, the axle will 

retract. 

 

5.2.2 Indicator lights  panel 
 

 

 

Figure 5-3 Indicator light  

Table 5-4 Indicator lights description: 

 

S/N. Indicator light  

symbols 

Function description 

1  

 

300 kg load indicator 

When load mode switch is in 300 kg position, the indicator light 

will be on. 

2 
 

 

460 kg load indicator 

When load mode switch is in 460 kg position, the indicator light 

will be on. 
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Table 5-4 Indicator lights description: (continued) 
 

S/N. Indicator light  

symbols 

Function description 

3 
 

 

Glow plug indicator light 

It indicates the glow plug is operating. Wait unit the indicator 

light turns off before turning the key and starting the engine. 

4  

 

Wire rope repair indicator light 

When the wire rope of boom is loosen or damaged, the indicator 

light turns on, and repair or adjustment must be carried out 

immediately. 

 

 

5 

 

 

Axle expansion indicator light (if equipped) 

Pull the axle expansion button and the indicator light will turns 

on when the axle stretches in place. 

6 
 

 

Low speed indicator light 

When the control system switch the machine to slow speed, the 

indicator light flashes; The indicator light will be on if the 

operator choose low speed. 

7  

 

Over range warning light 

When the work platform is beyond the rated working radius, the 

warning light turns on. 

8 
 

 

Work platform tilt warning light 

The warning light turns on when the platform tilts more than 5° 

and the platform can be leveled by manual level system. 

9 
 

 

Travel drive limit warning light 

When the boom is slewing beyond the front edge of the rear 

wheel in either direction, the warning light turns on and the 

driving function is restrained. 
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Table 5-4 Indicator lights description: (continued) 
 

S/N. Indicator light  

symbols 

Function description 

10  

 

Platform overload warning light 

The warning light will turns on when the work platform load is 

greater than rated load and all movements are prohibited. 

Unload loads until the warning light turns off before continuing 

operating the machine. 

11 
 

 

Chassis tilt warning light 

When the chassis tilts more than 3°, the warning light turns on. 

12 
 

 

Fuel level warning light 

The warning light flashes when the fuel level is lower than 

default value. 

13  

 

Engine oil pressure warning light 

The warning light turns on when the engine oil pressure is 

abnormal to alert the operator to abnormal low of the engine oil 

pressure. 

14  

 

Water temperature warning light 

The warning light turns on when the engine water temperature 

is abnormal high. 

15 
 

 

System malfunction indicator light 

The indicator light turns on when the machine control system 

malfunctions 
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Table 5-4 Indicator lights description: (continued) 
 

S/N. Indicator light  

symbols 

Function description 

16 
 

 

Food pedal/function enable indicator light 

The indicator light will turns on when the food pedal is stepped 

and turns off if no movement in 15 seconds. 

 

 

17 

 

 

Work platform power indicator light 

When the platform controller is powered on, the indicator light 

turns on. 

 

5.2.3 Control  joystick 
 

 

 

Figure 5-4 Dual-axle proportional joystick-L 

 

The joystick on the left side of control box adopts dual-axle proportional to control boom luffing and 

rotating. 

Operation of joystick: pull upward to raise boom; pull down to lower boom. Pull rightward to rotate plat- 

form clockwise; pull leftward to rotate platform anticlockwise. The faster the joystick moves, the faster 

the platform rotates. 
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Figure 5-5 Proportional control joystick -R 

 

The joystick on the right side of control box adopts proportional joystick with thumb rocker on the top. 

Operation of joystick: Move the joystick to the direction of blue arrow on control panel to drive the ma- 

chine forward; Move the joystick to the direction of yellow arrow on control panel to drive the machine 

backward. Press the left of thumb rocker to turn left; press the right of thumb rocker to turn right. 
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5.3 Control  box 
 

 

 

Figure 5-6 Control box on turntable 

5.3.1 Turntable display 
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Figure 5-7 Display interface 

 
 

 

Figure 5-8 Display interface 
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Table 5-5 Display function introduction 

 

Icon Content 
 

 

Basic setting options: can realize basic setting, such as language selection, inch or 

metric, time, and brightness. 

 

 

Debug setting option: It can perform sensor calibration, movement speed debug, 

function option configuration, controller parameter backup and other debug setting. 

 

 

Background data query: I/O port query, CAN-bus information, GPS information and 

other data query. 

 

 

Main pages switching option: It can switch main pages to show machine dynamic 

information, fuel volume, temperature, engine rotation speed, pressure and other data. 

 

 

Machine status option: it can reflect boom movement, chassis movement and jib boom 

status in real time. 

 

 

Faults query: it can shows the real-time faults and query history faults. 

 

 

Machine body balance angle display: it can show the horizontal angle of axle. 

 

 

Platform load display: it can show the current platform load, unit lbs. 

 

 

Platform leveling angle display: it can show current horizontal angle of the platform for 

easy level operation and hazard warning. 

 

 

CAN-bus status display 

 

 

Display on turntable: remind the operator of the position of the turntable relative to the 

front and rear of the machine. 

 

 

Food pedal switch display: it display current connection status of food pedal switch. 
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Figure 5-9 Display interface 

 

Table 5-6 Display function introduction 

 
 

 

Working time display: Display the current total working time of the machine, 

unit: hour. 

 

 

Engine oil pressure display: Show current engine oil pressure, unit: bar. 

 

 

Engine oil pressure display: Show current engine oil temperature, unit: Ņ. 

 

 

Battery voltage display: Display current battery voltage, unit: V. 

 

 

Fault code: Display current fault code. 

5.3.2 Key function description 

 

1. Ground/platform selection key switch: When the key switch turns to OFF position, the machine will 

be shut down. Turn the key switch to turntable position, the machine can be operated from turntable. 

Turn the key switch to platform position, the machine can be operated from platform. 

2. Engine start/auxiliary power switch: pull up and hold until engine starts; if the main power (engine) 

malfunctions, please use auxiliary power switch; Pull down and hold, the auxiliary power starts and 

enable required function. 
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3. Engine speed selection/function enable switch: Turn the switch to rabbit position, the engine operates 

at high speed. Turn the switch to turtle position, the engine operates at middle speed. This switch is also 

used as enable switch, pull the switch to either side to enable functions on ground control panel for 

operation. 

4. Jib boom raising/lowering switch: Pull up to raise jib boom; pull down to lower jib boom. 

5. Platform levelling switch: Pull up to raise the platform level; Pull down to lower the platform level; 

6. Platform rotation switch: Pull up to rotate the platform clockwise. Pull down the platform rotation 

switch, the platform will rotates anticlockwise. 

7. Buzzer: When the machine malfunctions, the buzzer will send out an sound and light alarm to warn 

the operator. 

8. Charging Indicator light: When the engine is working normally, the engine will charge the battery 

and the indicator light will be on to remind the operator that the generator is working normally; if the 

indicator light is not on after engine starting, immediately inspect generator and indicator light for 

malfunction. 

9. Display: The screen will display machine operating status parameters, engine status parameters, as 

well as service information such as fault code and fault query. 

10. Red E-stop button: push in the red E-stop button to ľOFFĿ position to stop all functions and close 

the engine. Rotate clockwise and release the rotating button switch, the button will return back to 

ľONĿ position and can operate the machine. 

11. Boom extension/retraction switch: Pull up to extend the boom. Pull down to retract the boom. 

12. Turntable rotation switch: Pull right to rotate the turntable leftward. Pull right to rotate the turntable 

clockwise. 

13. Boom raising/lowering switch: Pull up to raise boom; Pull down to lower the boom. 

5.3.3 Components in control cabinet 
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Figure 5-10 Components in control cabinet 

 

Table 5-7 Functions of control components 

 

Component Function 

1. Controller The controller is the core of the machine operation, which directs and 

coordinates the orderly work of various components of machine. It supplies 

logic operation and date storage for machine. 

2. Relay The internal relay of the control box is composed of program control route 

to realize switch control, safety protection, self-regulation and other 

functions. 

3. Diode Control the direction of current. 

4. Self-reset fuse Automatically cut off when the circuit overload, short circuit and other 

faults occur to protect the circuit. 

5. Terminal strip It is used as the base holding components to fix components and calibrate 

each socket position. 
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5.4 Compartment electrical devices 

5.4.1 Warning light  
 

 

 

Å The warning light is located above the right housing, right side of the boom. 

Å OFF: In this state, the warning light does not work. 

Å ON: In this status, the warning light works. 

Note: 

When the machine is started, the warning light flashes; when the machine is shut 

down, the warning light turns off. 

 
5.4.2 Electrical components 

 

 

 

Battery: 

ī Battery is located on the left side of turntable and rear of the 

engine. 

ī The battery, the power input of which is provided by the engine, 

is taken as the auxiliary power output for the electrical system of 

the machine. 

 

 

Breaker: 

ī The breaker is located on the left side of the turntable and is 

fixed on the rear panel of the battery device. 

ī The breaker is between the power supply and the main harness. 

The breaker will disconnect to protect the circuit for abnormal 

circuit loading. 

 

 

Battery pump: 

ī The battery pump is located on the right side of turntable and in 

front of the control box. 

ī When the engine fails, the battery drives the battery pump to 

finish movements such as platform lowering and boom retraction 

to secure the safety of machine and personnel. 

 

 

Buzzer: 

ī The buzzer is located on the right side of the turntable and under 

the control box. 

ī The buzzer alarms when the machine moves to remind the 

operator and bystanders for safety of the machine and personnel. 
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  CAUTION! 

 

 
 

 

 

Data logger: 

ī The data logger is located on the right side of the turntable and 

fixed above the control box. 

ī The data logger turns on and off along with the machine to 

record each machine motion, data parameters, faults information, 

etc., which can be used for vehicle data consultation, fault 

information inquiry and other operations. 

 

 

Foot pedal: 

ī The foot pedal is located in the work platform and under the 

control box. 

ī The foot pedal as an enable switch should be pressed while the 

operator controls motion of the machine to 

 

 

Å Replacing fuses may cause hazards 

Å When replacing a fuse, make sure to use one that has the same electric current magnitude. 

Å Otherwise, a fire accident may ignite in the wiring or other circuit elements due to overheat. 

Å Use the manufacturerôs original  spare parts! 

 
5.4.3 Sensor device 

 
 

 

Tilt sensor 

ī The tilt sensor can monitor the inclination of chassis and show the 

inclination in real time. The sensor will give an alarm when the 

inclination of the chassis is greater than 3°; 

 

 

Platform leveling sensor: 

ī The platform leveling sensor is used to test the inclination of the 

platform. The sensor will give an alarm when the platform tilts to 

guarantee the stability of automatic leveling. 
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  WARNING! 

 
 

 

 

Length and angle sensor: 

ī The length and angle sensor can be used to detect extension length 

and raising angle of the main boom; The sensor will give an alarm 

when the length or angle reaches the limit to ensure the safety of the 

machine operation. 

 

 

Weighting sensor: 

ī The weighing sensor can detect the total mass of the work platform 

and set the maximum load to ensure the normal operation of the work 

platform. 

 
 

5.5 Machine startup and shutdown 

5.5.1 Starting the engine 
 

 

Beware of risks and hazards by engine starting! 

Å Become familiar with the manual and engine manual before operating the machine. 

Å Wear safety belt during machine operation. 

Å Engine start may be dangerous for the maintenance stuff, co-workers and bystanders. 

Å Require all bystanders to leave the area close to the machine! 

Å Approve the engine compartment before start and close the compartment door! 

Å Be aware of all moving parts, drive belts and fan in engine compartment! 

Å Be aware of any leakage of fuel, lubricant or hydraulic oil. 

Å Combustible materials may start a fire. 

Å Remove tree leaves, paper, etc. away from the high-temperature components such as the muf- 

fler/turbocharger to prevent fire. 

Å Do not use any aerosol or chemical fluids as a startup aid 

Å Be careful ï not following the instructions hereafter may cause damage and/or serious person- 

nel injuries. 
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NOTICE! 

Å Check the engine compartment! 

Å Engine start may result in damage of the equipment or drive system components. 

Å Always make checks/inspections if you come to the machine for the fist time. 

Å Inform you always by the service stuff if the engine start is allowed when performing mainte- 

nance/repair. 

5.5.1.1 Starting operation 
 

 

 

Figure 5-11 Control box on turntable 
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Figure 5-12 Control box on platform 

 

1. Ground/platform selector switch 

2. Engine start/auxiliary power switch (turntable) 

3. Engine speed selection/function enable switch (turntable) 

4. Emergency stop button (turntable) 

5. Engine start/auxiliary power switch (platform) 

6. Emergency stop button (platform) 

7. Travel speed/torque selector switch 

8. Speed selection rotary knob 

5.5.1.2 Inspection before engine starting 

1. Machine inspection 
 

1) Ensure that the Operation Manual, Maintenance Manual, and Parts Atlas are intact and are preserved 

on the machine. 

2) Ensure all labels are legible and in the appropriate places. Refer to manuals for inspection. 
 

3) Check engine oil for leakage and level. Replenish if  necessary. Please refer to section oil lubrication 

and maintenance of the maintenance manual for details. 

4) Check engine oil for leakage and proper level. Replenish if  necessary. Please refer to section oil lubri- 

cation and maintenance of the maintenance manual for details. 

5) Check engine antifreeze for leakage and level. Please add antifreeze as required. Please refer to sec- 

tion oil lubrication and maintenance of the maintenance manual for details. 

6) Ensure that all accesses and work platform are clean and oil-free. 
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7) Check the following parts or areas for presence of damage, improper installation, missing part, and 

unauthorized modification: 

ɈElectrical components, wirings and cables; 

ɉHydraulic hoses, connectors, hydraulic cylinders, and manifolds; 

ɊFuel oil and hydraulic oil tank; 

ɋMotor and running reducer; 

ɌBoom wear pads; 

ɍTyres and wheels; 

ɎEngine and related components; 

ɏLimit switch and horn; 

ɐAlarms and indication lights (if equipped); 

ɑNuts, bolts, and other fasteners 

ɒEntrance or rail of work platform. 

8) Check machine components for: 

ɈWelds and cracks on structural parts; 

ɉIndentation or damage to the machine; 

ɊExcessive rust, corrosion, or oxidation; 

ɋAny other dangerous deterioration (rupture, wear, etc.). 

9) Ensure that all structural and other critical components are in place and all relevant fasteners and pins 

are properly screwed. 

10) Check device related safety. Check the items of safety device, warning device, E-stop device, etc. to 

ensure normal operation before using the machine. 

11) After checking and verifying, ensure that all components are covered properly and securely. 
 

2. Work site inspection 

Before or during the use of the MEWP, the work site shall be inspected for possible hazards, including 

but not limited to: 

1) Slopes, edges and potholes; 
 

2) Protrusions and obstacles on ground; 
 

3) Overhead obstacles and high-voltage lines; 
 

4) Hazardous positions; 
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5) Surface supports in the working area that cannot bear all the load applied by the MEWP; 
 

6) Wind, rain, thunder, lightening and other weather conditions; 
 

7) Presence of unauthorized personnel; 
 

5.5.1.3 Starting procedure 

1. Turn platform/ground selection switch to "ground" position; 

2. Pull the E-stop button out to "ON" position; 

3. Push the engine start switch for 3 seconds until the engine is started; 

4. After sufficient engine pre-heating time, push the power/E-stop switch into to turn off the engine; 

5. Turn platform/ground selection switch to "platform" position; 

6. Pull the E-stop button out to "ON" position on platform; 

7. Push the engine start switch until the engine is started; 
 

NOTICE! 
The initial boot must always be from the ground console. 

If  the engine does not start immediately, do not start for  a long time. If  the engine fails to start 

again, the starting motor should be cooled for  2~3 min. If  the engine fails to start after several 

attempts, refer to the engine maintenance manual. 

Let the engine run at a low speed for a few minutes to warm up before loading any load. 

When start the engine on platform, the pedal switch must be released first and the engine cannot 

be started when the pedal switch is stepped down. 

If an unexpected shutdown is caused by an engine failure, the problem must be solved before the 

engine can be started up again. 

The following actions may damage the starter: 

Å Each starting time is more than 10 seconds 

Å Start continuously without cooling 

Å Start again while the engine is running!  

Do not start engine by dragging to prevent engine damage. 

Retrying immediately after a startup failure will cause the battery to run out quickly or even 

damage the starter. 

If the battery power is not enough to start the engine, refer to section jump starting, connect the 

battery at normal voltage. 

5.5.1.4 Shutdown of engine and parking 

Shutdown: 

Press the emergency stop button or turn the ground/platform key selector switch to the "O" position to shut 

down. 

Parking: 
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  WARNING! 

Å Start on a dry and solid ground but avoid ungrounded metallic roads 

or surfaces. 

Å When starting with other equipment connected, make sure that the fa- 

cilities do not contact. 

Å When charging, connect the positive pole of the subsidiary battery to 

that of the feeding battery and the negative pole of the former to 

bracket of the latter. 

When installing the battery, connect the positive connection poles 

first, when dismounting it, start by removing the negative pole. 

Important: The voltage of the electrical machine is 12 V (negative 

ground). 

During assisted start, be sure to use a 12 V boosting battery of the same 

capacity. 

 
 

1. Drive the machine to a secured place. 

2. Endure the boom is fully  retracted and lowered over the (drive) rear axle; All  maintenance panels and 

doors are closed and latched. 

3. Remove all load and let the engine run at low speed for 3-5 minutes to further reduce the engine 

temperature. 

4. In the ground control box, turn the key selector switch to the "O" position and take down the key. 

5. Cover the platform console to protect indication nameplates, warning signs, and operating controls from 

severe environment damage 

5.5.1.5 Inspection after shutdown 

 Inspection 

Å Check the machine for abnormal phenomenon or malfunction. 

Å Refuel if the fuel is short. 

Å Remove combustible material, such as leaves, sticks, or paper, that has accumulated near the engine. 

 
5.5.2 Engine jump starting 

 

 

 Beware of explosive gas leakage while charging or use the battery 

Å Wrong jump -start procedure may result in an explosion and cause severe injuries.  

Å When starting jump-start, wear safety goggles and gloves. 

Å Charge the battery at a well-ventilated place 

Å Keep the area around it free of sparks or static electricity 
 

 

 Follow further safety instructions 
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5.5.2.1 Connecting boosting battery 

 

NOTICE! 
 

 ī Connect correct the boost battery! Wrong connecting may 

damage battery or cause fire 

 

 

1. Shut off the engine on the equipment connected with  the boosting 

battery. 

2. Connect one end of the red wire to the positive pole of the battery 

on the MEWP and the other end to that of the boosting battery. 

3. Connect one end of the black wire to the negative pole of the 

boosting battery and the other end to the upper bracket on the 

machine for grounding. 

4. When connecting the upper bracket, keep connections away from 

the battery as far as possible and do not connect it to the negative 

pole of the battery directly. 

5. Start the engine. 
 

 

First the ignition is switched off 

To start the engine there are two ways: 

from the additional battery or from another vehicle 

In case the supply system is another vehicle, check the battery voltage of supporting vehicle. 

 

NOTICE! 
 

 Take care of the cross-section of the cables 

Å  Connecting cables for  provide jumpstart  support to the machine should have a cross-section 

above 25 mm² . 

Å Batteries may be already frozen if  kept discharged at temperatures below freezing point (0°C 

/ 32°F).. 

Å Ensure battery is defrosted prior charging of jumpstarting.  

Å Avoid unnecessary engine operation as often as possible to ensure environmental protection 

Å The battery may explode if the auxiliary cables are connected the wrong way. 

 
 

Connect the cables in the following order to minimize hazards: 

1. Connect an end of the red cable with the (+)-pole of the ľemptyĿ battery 

2. Then connect the other end of the red cable with the (+) pole of the ñfullò battery. 

3. Connect the black cable with a GND pole close to the battery on the receiving machine 

4. Then connect the other end of the black cable to the (͠) pole of the ľfullĿ battery. 
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  DANGER! 

 
 

In case battery of the machine is empty connect it with an external power supply (i.e. as shown in 

figure). Ensure GND pole (-) is connected to machineôs frame! 

5.5.2.2 Connection scheme 
 

 

 

Figure 5-13 Jump starting of loading battery 

 

A. Full Battery (delivering) B. Empty Battery (receiving) C. GND, Ground-Pole @ 

Machine Frame (receiver) 

 

 

Make sure that life cablesô ends do not contact. 

Å Charge battery for at least 5 minutes before any starting attempt. 

Å If  engine start was successful, keep the cables connected for another 3 minutes before disconnecting 

them. 

Å In case the supply system is another vehicle, keep its engine running during the entire charging process. 

5.5.2.3 Removing boosting battery 

Disconnecting the auxiliary battery 

1. Disconnect the cables in exactly the opposite order as described below in Notice 

2. Let engine run to charge battery. 
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  DANGER! 

  CAUTION! 

 
 

 

NOTICE! 
 

Remove correctly the boost-battery:  

 

 

1. First, remove the black negative connection (b) from the main 

frame of the equipment. 

2. Remove the other end of the black negative connection from the 

boosting battery 

3. Remove the red positive connection (a) from the boosting battery. 

4. Then, remove the other end of the red positive connection (a) from 

the battery on the machine. 
 

 

5.6 Driving the machine 
 

 

Å Ensure no bystanders are in the zone of danger while machine is operated. 

Å Ensure driving path is stable and secured 

Å Unexpected moving parts may cause burns or injury  
 
 

Å Driving over notches may cause the machine tip over. 

Å Consider that application and release and of parking brake may be delayed at low hydraulic oil 

temperature. 

5.6.1 Travel 
 

NOTICE! 
Please refer to the operation parameters table for the allowable range of forward and lateral 

slopes. All allowable ranges of forward and lateral slopes are based on the fact that the boom is 

in stowed position and completely lowered and retracted. 

Traveling will be restricted by the following two factors: 

1. Slope grade, the percentage of slope gradient that the device can climb. 

2. Side inclination, the side slope grade of the road that the machine can pass through. 
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  WARNING! 

 

 

 

Figure 5-14 Diagram of driving slope 

 

 

Å Do not allow the machine to be driven with the boom above the horizontal position unless it is on 

a flat,  solid, and horizontal surface. Do not drive the machine on a slope with  a slope grade great- 

er than that marked on the nameplate to avoid losing control or overturning. 

Å Make sure the turntable lock is engaged before moving on. 

Å Do not drive on roads with a side slope grade more than 14 degrees. 

Å Extra care must be taken when driving in reverse or with the platform raised. 

Å Before driving, ensure the boom is placed over the rear drive axle. If the boom is above the front 

axle, the direction of steering and driving functions will be reversed. 

Drive forward and backward 

1. Pull the emergency stop switch out on the platform control box and then press the foot switch. 

2. Move the drive control lever to "forward" or backward position according to requirement. 

The machine is equipped with driving direction indicator light. The yellow indicator light on the platform 

control box indicates that the swing of the boom has exceeded the rear-drive wheel and the device may be 

drive/steering. If the indicator light is on, the driving function should be operated as follows: 

1. Match the blue and yellow directional arrows on the platform control panel and chassis to determine the 

driving direction of the device. 

2. Press and release the drive direction unlock switch. Move the driving control handle slowly toward the 

arrow in the same direction as the device is intended to travel in 3 seconds. Do operate driving control 

handle in 3 seconds of indicator light flashing. 

5.6. 2 Steering 

Move the thumb switch on the drive/steering joystick to the right position to turn right or the left position 

to turn left. 

5.6.3 Work  platform  
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  WARNING! 

 
 

 
 

Only leveling override function can be used to level the platform slightly. Improper operation may 

result in displacement or falling of load/occupants. Failure to follow above instructions may result 

in serious injury or death. 

Platform Leveling 

To adjust the level up and downðMove the platform/level control switch to "up" or "down" 

position and hold it until the platform is level. 

Platform rotation  

To rotate the platform left and rightðOperate the platform rotation control switch to select the 

direction, then press and hold the switch until the desired position is reached. 
 

5.6.4 Swing of boom 

 

 

Do not swing or raise the boom beyond the horizontal position when the machine tilts. 

Do not use the tilt alarm as a levelness indicator for the chassis. 

To avoid overturning, the platform should be lowered to ground level. Then drive the machine to a 

level surface before raising the boom. 

To avoid death and serious injury, do not operate the machine if any control lever or toggle switch 

controlling the movement of platform does not turns back to off position or neutral position when 

released. 

If the platfo rm does not stop after releasing the control switch or the control handle, remove the 

foot from the foot switch or use the emergency stop switch to stop the machine. 
 

Swing of boom 

To swing the boom, you can select "left" or "right" with the handle. 

 

NOTICE! 

When swinging the boom, make sure it is sufficiently far away from the 

surrounding walls, dividers, and equipment. 

 

Elevation of boom 

To raise or lower the boom, move the boom lift switch up or down until the desired height is reached. 

Extension of boom 

To extend or retract the boom, select "extension" or "retraction" with boom extension switch. 

  WARNING! 
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  WARNING! 

 

5.7 Braking and stopping the machine 
 

 

Å An emergency stop switch must be used to stop the machine in case of emergency 

Å Triggering the anti-squeeze device can also stop the machine in an emergency 

5.7.1 E-stop switch 
 

 

 

Figure 5-15 Devices for stopping the machine 

 

The emergency stop operation can be fulfilled from either turntable or platform. The operations are same 

as follows: 

1. 1. E-stop operation 

When E-stop switch is pressed, the engine turns off. After the shutdown of engine, all operation of 

MEWP can not be carried out. 

E-stop switch is used for following conditions: 
 

1) When the machine can not be controlled by a joystick or switch, or an immediate stop is required in 

case of hazards. 

2) To prevent personnel in platform from misoperation or unintended touching on any switch or joystick 

to cause hazards. 

2. 2. Reset of E-stop switch 

Rotate the E-stop switch again to reset the e-stop switch. After the reset of E-stop switch, the engine 

can be restarted. After the shutdown of engine, all operation of MEWP can be carried out. 

If you operate the joystick or switch after completing above reset, the machine may still not be able to 

move. In this case, pull the joystick or switch back to the neutral and ask a professional to perform mainte- 

nance before use. 

5.7.2 Parking of machine and shutdown of engine 

5.7.2.1 Parking of machine 
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  WARNING! 

 
 

 

NOTICE! 

Å Park the machine in monitored area to prevent possible accidents or the entrance of unauthor- 

ized personnel. 

Å Remove the ignition key and cover the machine with cover to avoid misuse. 

Å Park the machine on stable and flat ground to prevent hazards or damage to the machine. 

Å Obey local traffic regulations and rules when parking in public area. 

5.8 Operation of battery pump 
 

As an auxiliary power source, the battery pump will be used for machine retraction in case of emergency. 

Keep pressing the battery pump button on turntable or platform for battery pump operation and the service 

time should not exceed 30 minutes. 

Operation steps: 

1. Ensure the breaker switch next to battery bracket is on ľONĿ ; 

2. Turn turntable/platform selector switch to platform or turntable; 

3. Pull and hold the battery pump switch on turntable or platform; 

4. If operated on platform, press the foot pedal; 

5. Carry out the retraction operation normally to retract the machine. 

 

 

Å Only use this switch when engine fails. 

Å The battery pump is used for emergency retraction only. Do not use for other purpose. 

 
5.9 Operation functions 

5.9.1 Engine's DPF regeneration 

 

5.9.1.1 Precaution for regeneration 
 

NOTICE! 

Å Consult the engineôs manual to prevent unwanted damage or possible injuries.  

Å The exhaust gasôs temperature may rise significantly durin g the regeneration process. Engine 

and/or DPF may suffer severe damage if the regeneration is not performed in time. 

Å Check engine oil regularly!  Replace it  if  the (fuel) oil level is higher than the max. value or the 

frequency of regeneration is more than once every 5 hours. 
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  WARNING! 

 

Å The EngineĽs Diesel Particle Filter (DPF for short) requires periodical regeneration. 

Å In this process, carbon particles filtered in the DPF are burned to ensure normal function of DPF. 

Å To ensure engines performance, DPFs service life and legal exhaust gas emission limits it is strongly 

recommended to enable automatic regeneration. 

Å Regeneration can start only while exhaust gas temperature is above 250°C and coolant temperature is 

above 50°C (122°F). 

Å During regeneration, exhaust gas temperature may exceed 550°C. 

Å During regeneration, fuel may be mixed with engines oil; if  engines oil level rises above upper limit 

Replace engine oil immediately to ensure engines lubrication and avoid engines damage. 

Replace engine oil also when interval between regenerations becomes less than 5 hours. 

 

5.9.1.2 Regeneration mode 
 

 

Å Postponing regeneration increase the risk of irreversible damage to the DPF. 

Å Delayed regeneration causes the exhaust gas temperature to increase 

Å Proceed with caution when initiating/resuming regeneration after postponing it  

1. Regeneration switch description 
 
 

 
Figure 5-16 Regeneration status display 
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Figure 5-18 Automatic regeneration position 

 
 

 
 

2. Regeneration mode selection 
 

1) Automatic regeneration: 

Turn the regeneration switch to the auto regeneration position (the middle position of the switch), as 

shown in Figure 5ï18. 

 

In this position, once the DPF exhaust gas pressure in front of the DPF gets high, the system will as- 

sume that the DPF is clogged and regeneration is required. Now DPF regeneration will start automati- 

cally, the regeneration-in-progress indicator light  will light up indicating that exhaust gas 

is hot. 

Figure 5-17 Regeneration status display 
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Figure 5-19 No generation position 

 

 

 
 

After regeneration, the regeneration-in-progress indicator light will turn off and the dis- 

player will show corresponding indication, as shown in Figure 5ï17. 

2) Inhibit/Interrupt regeneration  

Turn the regeneration switch to inhibit/Interrupt regeneration position (press the switch down), see 

Figure 5ï19 
 

 

The waste temperature may exceed 550°C during regeneration. Therefore, it is necessary to press the 

regeneration switch to the no regeneration position to stop or interrupt regeneration at specific times 

or places (such as gas stations, gas stations, petrochemical and other construction sites). In this case, 

the regeneration request indicator light  will  light up but the regeneration will  not (re)start 

automatically. 

After leaving the place where the high temperature is prohibited, turn the regeneration switch 

to auto regeneration to enable auto regeneration function. 

3) Manual regeneration 

When the switch is in the bottom non-auto regeneration, the regeneration delay will cause high ex- 

haust temperature and the system will show warning message SPN̔3701̆ FMI̔15 . Press the 

switch up to the manual regeneration position and then release to make the system regeneration, as 

shown in Figure 5ï20. 
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When the switch is in the bottom non-auto regeneration position, the regeneration delay will cause 

high exhaust temperature and the system will show warning message SPN̔3701̆ FMI̔15 . The 

machine will restrict the boom raising and extending. Stop the machine and perform manual regener- 

ation according to Figure 5ï20. The indicator light  will  turns on during regeneration. 

After regeneration, confirm the switch in the middle auto-regeneration position. 
 

3. DPF status information 

DPF status information covers automatic regeneration permit and automatic regeneration disable. 

Table 5-8 DPF automatic regeneration permit 

 

Automatic 

regenera 

tion 

permission 

AC heat 

exchange 

light 

Regenera 

tion disable 

light 

Regenerat 

ing light 

Warning 

Light 

DPF state Machine 

perform 

ance 

 

 

 

 

 

 

 

 

Level 0 (No 

regenera 

tion 

needed) 

OFF OFF OFF OFF No 

regenera 

tion needed 

 

Level 1 

(automatic 

regenera 

tion) 

ON OFF ON OFF Automatic 

regenera 

tion: 

 

Figure 5-20 Manual regeneration position 
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Table 5-8 DPF automatic regeneration permit(continued) 
 

Level 2 ON OFF ON OFF Parking  

(parked     regenera 

regenera     tion 

tion is     available 

required)      

Level 3 ON OFF ON ON Automatic Alarm 

(Parked     regenera Slow down 

regenera     tion disable and boom 

tion)     Parking raise and 

     regenera extension is 

     tion restricted. 

     available  

Level 4 ON OFF ON ON non- Alarm 

(regenera     automatic Slow down 

tion with     regenera and boom 

mainte     tion raise and 

nance tools)     Parked extension is 

     regenera restricted. 

     tion disable  

Level 5 Flash OFF OFF ON DPF out of Alarm 

(DPF out of     repair Slow down 

repair)      and boom 

      raise and 

      extension is 

      restricted. 

Table 5-9 DPF automatic regeneration disable 

 

Automatic AC heat Regenera Regenerat Warning DPF state Machine 

regenera exchange tion disable ing light Light  perform 

tion light light    ance 

permission  

 

 

 

 

 

 

 

  

Level 0 OFF ON OFF OFF No  

Level 0 (No     regenera 

regenera     tion needed 

tion      

needed)      
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Table 5-9 DPF automatic regeneration disable(continued) 
 

Level 1 ON ON OFF OFF Automatic  

(Automatic     regenera 

regenera     tion disable 

tion)      

Level 2 Flash ON OFF OFF Automatic  

(parked     regenera 

regenera     tion disable 

tion is     Parking 

required)     regenera 

     tion 

     available 

Level 3 Flash ON OFF ON Automatic Alarm 

(Parked     regenera Slow down 

regenera     tion disable and boom 

tion)     Parking raise and 

     regenera extension is 

     tion restricted. 

     available  

Level 4 Flash ON OFF ON Automatic Alarm 

(regenera     regenera Slow down 

tion with     tion disable and boom 

mainte     Parked raise and 

nance tools)     regenera extension is 

     tion disable restricted. 

Level 5 Flash ON OFF ON DPF out of Alarm 

(DPF out of     repair Slow down 

repair)      and boom 

      raise and 

      extension is 

      restricted. 

 

NOTICE! 

Å Perform parking regeneration while machine is stands still  

Å Force regeneration if  the DPFôs contamination is too high. 

Å Contact your XCMG representative if that happens. 
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  WARNING! 

 
 

If the high contamination of DPF (i. e. because regeneration was not accomplished previously), warning 

code SPN: 3701, FMI:15 will appear on the display and the regeneration light will flash. 

In this case, perform a ľparked active regenerationĿ as soon as possible. 

Park the machine in a safe place and then pull the regeneration switch to No Regeneration. 

Engine controls will adjust its setup to correctly perform the regeneration. 

During this process, do not stop the engine except in case of emergency. 

In case of warning message SPN: 3701, FMI:15 , forced regeneration is mandatory; consult engines man- 

ual and contact your XCMG representative. 

If it is foreseeable that the regeneration may not be possible next time, regenerate reasonably in advance. 

For doing this turn regeneration switch to the ľparked regenerationĿ position. 

While regenerating, the engine regeneration-process-indicator  will light  up. 

5.9.1.3 Regeneration temperature 

 
During DPF regeneration, exhaust gas temperature increases. 

In case the temperature exceeds 450°C (840°F) the temperature indicator light will light up. 

 Ensure neither bystanders nor potential inflammable materials are close to the machine. 

5.9.2 Oil  filling  
 

 

Å Clean up any spilled fuel immediately 

Å Let the engine cool down prior fueling. 

Å Always use sulfur free fuel specified in the operation instructions. 

Å Engine and EGR may suffer severe damage. 

Å Dirt or soiling will damage the engine. 

Å Keep all fuel related components and systems thoroughly clean. 
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Figure 5-21 Use only approved fuel! 

 

NOTICE! 

Å Use of fuel supplements is prohibited  

Å Always Refuel the machine with sulfur free fuel according EN 590 or ASTM 0975-10 grade No. 1 

or 2 -S15, containing less than 15 mg/Kg sulfur. 

Å Warranty is void in case non-compliant fuel is used. 

Å Non-approved fuels cannot guarantee compliance to European or US emission regulations. 

Å Fill up with clean fuel only! 

Å Refuel with caution and avoid spilling. 

Ensure the tank cap is properly closed after refueling. 

Keep an eye on the fuel level: never let the engine completely run out of fuel!  

Observe the fuel level and refuel the machine timely before the tank gets empty. 

Otherwise, deaeration of the fuel system may become necessary prior to next engineĽs start. 

To avoid condensation of water within the fuel tank, make sure to park the machine while fuel is remain- 

ing in the tank. 

Do not fill up fuel tank above the lower edge of the filler neck. 

Use winter fuel as soon temperatures may approach the freezing point (0°C/32°F). 

In case temperature falls far below freezing point (i. e. arctic regions), use fuels approved for arctic 

regions. 
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  DANGER! 

  WARNING! 

 
 

Chapter 6 Maintenance 
 

6.1 General hints and overall safety 
 

 

Beware of maintenance risks and hazards! 

Å Maintenance of the machine may lead to potential hazards for  operator himself, co-workers 

and bystanders, to possible death casualties and/or damage to property. 

Å For every maintenance step noticed in this Chapter 6 ï obey the rules and recommendations 

to prevent serious injuries and accidents! 

Å Attention!  Not respecting the basic rules presented hereafterïserious personnel injuries or 

deaths and/or significant property damage may result! 

6.1.1 Safety during maintenance 

 

 

Respect the rules and recommendations! 

Maintenance may cause risk and hazards! 

Å Take all precautions in order to prevent hazards for  operator and bystanders, which may lead 

to serious personnel injuries and even to death casualties. 

Å Attention!  Not respecting the basic rules noted hereafter in this Section 6 serious injuries or 

deaths and/or significant property damage may result! 
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 To avoid any accident: 

Be sure to remember the maintenance regulations before you start working. 

Keep your workplace clean and dry. 

Do not lubricate or maintain the machine while moving. 

Avoid body limbs contact, or clothes getting sucked in, rotating parts. 

Before starting maintenance: 

Park the machine on flat ground. 

Run the engine for 5 minutes at low speed and empty load. 

Stop the engine, turn off electric power and remove the key from the switch 

Set a warning sign of ľNo OperateĿ on control lever. 

Let the engine cool down. 

 If the inspection or maintenance is to be carried out while the 

engine is running, at least 2 persons should be appointed to carry it 

out. One person should stand in front of the turntable or platform 

control panel to stop the engine if necessary and to ensure that 

others can inspect or maintain the machine. Maintenance persons 

should maintain close communication to ensure the mission is 

completed safely. 

Be aware of moving or falling parts and objects 

Check the parts at regular intervals and repair or replace them according to the 

needs. 

Keep all the parts in good working state and install them correctly. 

Replace the worn or damaged parts in time, and remove any accumulated grease, oil 

or scrap. 

Use non-flammable cleaning oil and do not use fuel, gasoline or other highly 

flammable substances to clean the parts or surface. 

If spilled on any machine parts, or surfaces, clean them instantly. 

Disconnect the grounding cable (-pole) of the battery before regulating the electric 

system or performing any welding on the machine. 

Ensure adequate lighting at the workplace. If working below or inside the machine, 

always use guarded work lights. Otherwise, the bulb may ignite any of the 

flammable liquids (fuel, engine oil, anti-freezing or washing fluid) it contact or in 

case it breaks. 

Protection against flying debris, particles or parts 
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 Avoid flying parts: 

Flying debris, particles or parts can cause severe injuries! 

Use the safety goggles or safety glasses to avoid injuries due to flying particles, 

fragments or debris of any material. 

Prevent others from entering the working place in case of hazard of flying objects. 

 During the maintenance process: 

Warn the others that any unexpected machine movement may cause severe injuries 

and hang up the warning plate ľNo OperateĿ on the control joystick before 

maintaining the machine. 

 Support machine parts in a safe manner: 

Always secure the affected machine parts safely before starting maintenance or 

repairs on them. 

Always lower the equipment to the ground before maintaining and repairing the 

machine. 

Do not use slag bricks, cord tires or racks to secure the machine parts that need 

maintenance or repairs. Those may topple or even break under the partsĽ steady 

load. 

Do not work below machine parts secured with a single jack. 

 

 

Keep away from rotating parts:  
Å The entrapment of limbs within rotating parts causes severe injuries. 

Å In case of working next to rotating parts, do not let your limbs, clothes 

or hair get sucked-in by the rotation. 

 Pressure hazards with the reducer: 

Å The gear oil is hot. Avoid contact to prevent burns or scalds. 

Å After cooling the gear oil, loosen the air bleed plug gradually to release 

the pressure. 

 

 Pay attention to hot fluids 

 

 

Avoid burns caused by sprayed high-temperature fluid. After 

the operation, the engineĽs cooling water is hot and 

pressurized. There is hot water or steam inside the engine or the 

radiator, too. If the skin contacts the spilled hot water or steam, 

the severe skin burns will be caused. 

 Prevent burns from hot water. Do not open the cover 

of radiator before the engine has cooled down. When opening 

the cover, turn the cover to bottom slowly, and remove the 

cover after the pressure is completely released. 



XGS40E Instruction Manual 

6-4 Maintenance 

 

 

 

 
 Å High-temperature fluid and surface. During the operation, en- 

gine oil, gear oil and hydraulic oil may become hot; engine, 

hose, pipe and other parts will also become hot. 

Å After the oil and parts cooled, start to check or maintain 

them. 

 Periodic replacement of rubber hose 

 Å Machinery directive and local regulations require regular exchange of rubber ho- 

ses! Refer to Section 6.4. 

Å Due to aging, fatigue and wear, the rubber hose containing flammable fluid may 

be broken under the pressure. ItĽs difficult to judge the poorness of rubber hose 

due to its ageing and wear and replace the rubber hose at regular intervals. 

Å Irregular replacement of rubber hose may cause the fire, the injection of fluid into 

skin or the knock of working device to persons around it will cause severe heat in- 

jury, dermal gangrene, other injuries or death. 

 Be careful about high pressure oil. 

 

 

If the fuel, hydraulic oil or other fluids injected under high pressure can penetrate the 

skin or rip into the eyes, it will cause severe injury, blindness or death. 

Å Release the pressure before removing the hydraulic or other pipes to avoid this 

risk. 

Å Fasten all connections before repressurizing. 

Å Use cardboard to find leaks, and protect your hands and body from high-pressure 

liquids. Wear the face mask or safety goggles to protect your eyes. 

Å In case of any accident, let the doctor whoĽs familiar with this type of wound 

cure immediately. 

Å Any fluid injected into skin must be removed through surgery within several 

hours, otherwise the dermal gangrene will be caused. 

Correct treatment of discards 
 

 

Å Any improper treatment of discards will harm the environment and ecology, and 

the potential harmful discards include hydraulic oil, fuel, engine oil, coolant, filter 

and battery, etc. 

ï When discharging the fluid, use the leak-proof container. 

 
ï Do not use the food or drink vessel, because it may cause the wrong drinking. 

 
ï Do not pour the waste liquid on the ground, into sewerage or any water source. 

Inquire the correct recovering or treatment methods of discards from local 

environmental protection or recovery center or your assigned dealer. 
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  WARNING! 

 
 

 

NOTICE! 

Å Regularly maintain the machine for normal operation and safety! 

Å Regular maintenance is the essential for the expected machine function and safety! 

Å Use recommended oil products, greases and anti-freeze fluid only. 

Å Any use of incorrect oil in the grease may lead to machine damage! 

Å Use original service parts only when required!  

Å Not respecting the maintenance, schedules and steps presented hereafterï can reduce the ma- 

chine lifetime, may lead to machine damage and loss of the product warranty!  

6.1.2 Pre-start inspection 

 

 

Beware of risks and hazards at start! 

Å Starting machine may lead to hazards for  operator and bystanders, and finally  to death 

casualties and/or damage to property. 

Å Always place ñNo Operationò warning label clearly visible on the one of the working joysticks 

to warn that someone is maintaining the MEWP. 

Å Starting the engine or operates joysticks during  maintenance may cause serious personal 

injury or damage to the machine. 

Å Attention!  Not respecting the basic rules presented hereafter , serious personnel injuries or 

deaths and/or significant property damage may result! 
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 Warning label for When the warning sign is not in use, put it in the tool box. 

Maintenance 

 Keeping the work area clean and tidy 

Å Do not scatter the hammer or other tools in the work area. 

Å Wipe off all slippery grease, oil or other substances. Keep the work 

area clean and tidy, so as to secure the working process. 

Å If the work area is not kept clean and tidy, persons may stumble, slip 

or drop, and cause injury. 

Å There are several special safety labels on the machine, 

Å Please get familiar with all these safety labels. 

Å Ensure that you can see and understand all the safety labels clearly. 

Å If the words of a safety label are unclear, clean the label or replace it. 

Å If the illustrations of a safety label are unclear, replace them. 

Å Clean the safety labels with soft cloth, water and soap. 

Å Do not clean safety labels with solvents, gasoline or caustic chemical 

agents. Labels could be not readable or destroyed. 

Å If any safety label is damaged or lost, it must be replaced 

immediately. 

Å If the part to be replaced wear a safety label, ensure that the part to be 

replaced with also has the safety label on itself. 

 When working with others, appoint a conductor! 

Å When repairing the machine or when disassembling or installing com- 

ponents, a conductor should be appointed and follow his command 

during the operation. 

Å When working together, persons that not familiar may cause serious 

accidents. 
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 Shut off the engine before maintenance 

Å The machine should be stopped on solid and flat ground. 

Å The place without fallen stones, collapses or is of no danger of being 

submerged should be chosen. 

Å Lower the work platform completely and shut off the engine. 

Å Put stopper blocks under the wheels in order to prevent the machine 

moving. 

 

 When the engine is running, two persons carry out the maintenance 

 

 

Å To prevent injury, do not carry out the maintenance when the engine 

is running. If the maintenance must be carried out when the engine is 

running, operate it with at least two people, and follow the rules 

below: 

Å One staff shall stand in front of the turntable or platform control pan- 

el, so as to stop the engine at any time if necessary. 

Å When operating near the fan, the fan belt or other rotating parts, the 

operator must pay special attention to prevent being coiled. 

Å Prohibit touching any operating lever. If necessary, the operator 

needs to send signals to other people to warn them to move to a safe 

place. 

Å It is forbidden to drop or insert tools or other objects into the fan or 

fan belt, otherwise the parts may break or fly out. 

Suitable tools 
 

 

Å Proper use of suitable tools, such as the use of damaged, inferior, de- 

fective, temporary tools or unsuitable tools may cause serious per- 

sonnel injuries. 
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Å Beware of risk and hazards from maintenance. 

Å Only trained personnel is allowed to maintain or to repair the Work  platform:  

Å Appoint an observer if necessary 

Å Attention! Not respecting the basic rules presented hereafterïserious personnel injuries or even 

deaths and/or significant property damage may result! 

 Follow the safety instructions: 
 

 Accessories: 

Å Before removing or installing the accessories, a conductor will be 

appointed. 

Å The accessories which are removed from the MEWP should be put 

in a stable place where the accessories do not fall. Measures should 

be taken to prevent unauthorized persons from entering storage area. 

 Working under the work platform of  MEWP 

Å If you need to carry out maintenance under the machine or working 

equipment, firmly  support the working equipment and machine with 

pads and brackets strong enough to support the weight of the work- 

ing equipment and machine. 

Å If the wheel leaves the ground, the machine is only supported by the 

working equipment; if the control levers or hydraulic pipes are acci- 

dentally touched, the equipment or the machine may suddenly fall. If 

the pads or the frames are not used to support the machines, working 

under the machine is prohibited. 

 Noise: 

Å If the noise of the machine is too loud, temporary or permanent hear- 

ing problems can be caused. 

Å When persons maintain the engine and suffer the noise for a long 

time, ear covers or earplugs should be worn. 

 
Safety instructions for using the hammer 

 When using the hammer, pins may fly out, metal 

particles may scatter, the serious damage can be caused, 

and then, the following steps need to be followed: 

  WARNING! 
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Å If the hammer is used to strike hard metal parts, such as pins, , blade 

or bearings, fragments may scatter and cause harm, and therefore, 

goggles and gloves should be worn during operating. 

Å When striking the pins the fragments may fly out, ensure there are 

no people around to avoid personnel injuries. 

Å If struck strongly, the pins may fly out and cause injury to surround- 

ing people. 

 Welding operation: 

Only the proper device can be used, and the operation shall be 

performed by qualified welders. 

 Removing the battery terminals: 

When repairing electrical systems or welding, the terminals of the 

battery negative electrode (-) will be dismantled 

 Checking the machine: 

Å To avoid injury, carry out a patrol inspection around the machine be- 

fore starting it per day or per shift. 

Å Inspect around the machine according to the chapter ľinspection 

before startingĿ of this instruction manual. 

 

Relevant safety rules for high-pressure hydraulic system: 

There is always pressure inside the hydraulic system; check the 

pressure of hydraulic oil pipe for release when checking or replacing 

pipes or hoses. If the oil pipe is still under pressure, it may result in 

serious injury or damage; therefore, the following rules should be 

followed: 

Å When the hydraulic system has the pressure, do not check or replace 

before the pressure is released. 

Å If the surrounding area of the pipes or the hoses is wet, checked 

pipes or hoses for fracture and check the hoses for inflation. 

Å When checking, wear goggles and leather gloves. 

Å The high-pressure oil which leaks from small orifices can penetrate 

skin and may cause blindness if contact eyes directly. If skin or eyes 

contacted with the high-pressure oil were injured, skin or eyes 

should be flushed by clean water and go to hospital for treatment 

immediately. 
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 Safety operation of high-pressure hoses 

Å If a hose leaks, it may result in a fire or operation fault, leading to 

serious personnel injuries or machine damage. 

Å Stop operation and tighten the bolts to specified tightening torque if  

any loose bolt is found. If any damage is found to the hose, stop op- 

eration and contact your XCMG dealer. 

Å Replace the hose if any following issue is found: 

ï Damaged or leaking hydraulic hoses. 

 
ï The cladding is worn or broken or the wire is exposed. 

 
ï Bulks on the cladding. 

 
ï Deformation or fracture of movable components. 

 
ï Impurities in the cladding. 

 Waste 

To prevent pollution, pay attention on waste disposal: 

Å Drain the engine oil into a container; do not discharge it directly into 

the ground, sewers, rivers, oceans or lakes. Follow laws and regula- 

tion for the disposal of hazardous substance such as engine oil, fuel, 

coolant, solvent, battery, etc. 

Å Properly dispose of the machine and spare parts according to laws 

and regulations. 

 Compressed air 

Å The flying particles will result in personnel injury or machine dam- 

age when wash with compressed air. 

Å Wear goggles, mask, gloves and other PPE when wash the filter ele- 

ment or radiator with compressed air. 

6.1.3 Accessories installation and other safety instructions 
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Å Beware of risks and hazards when installing accessories 

Å The installation of different accessories and optional components involves different hazards that 

can cause accidents, injuries or casualties for the operator, co-workers and bystanders. 

Å I may result in accidents, personnel injuries or death. 

Å Be careful! Not respecting the basic rules noted hereafter in this Section 6 serious injuries or 

deaths and/or significant property damage may result! 
 

NOTICE! 

Å Always use approved accessories or equipment and contact XCMG dealer in advance 

Å Install and use accessories according to accessoriesô Instructio n Manual and accessories opera- 

tion instruction in this Instruction  Manual. 
 

 

 Instructions for accessories and other components installation 

When install option components or spare parts, contact XCMG dealer in advance. 

XCMG does not take any liability in any injury, accident or product failure due to using the 

unauthorized accessories or spare parts. 

 

 Disassembly of boom and counterweight 
 

 

 Removing the counterweight or boom or any other component from 

the machine can affect machineôs stabilit y, which can sudden machine 

movement and lead to serious personnel injuries or even death. 

- Remove the counter weight or boom only when the superstructure and the 

chassis are arranged in the same direction. 

Do not rotate the turntable when the counterweight or boom is removed. 

  DANGER! 
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  WARNING! 

 

 

 Work site safety 

Before operation, thoroughly check work site for dangers. 

Å Be careful when operate near flammable materials (dry leaves or grass) which may cause a fire. 

Å Check the ground condition of the work site and determine the most safe method. Do not operated in 

places with collapse or falling rocks hazards 

Å If  there is water pipe, gas tube, or high voltage lines under the work site, contact the relevant depart- 

ment and mark the location. Note: Do not damage any pipes and lines. 

Å Do not allow any person unauthorized getting into the working area and some warning measures 

should be taken. 

Å Check the water depth and water speed before operating or moving the machine in shallow water or 

soft ground. 

 
 

6.2 Lubrication of  machine 

6.2.1 General precautions 
 

 

Beware of risks and hazards of machine maintenance 

Å Prior and during maintenance, respect the rules and take all precautions in order to prevent 

hazards for  operator himself, co-workers and bystanders that may lead to serious injuries and 

even to death casualties. 

Å Before any maintenance, read carefully the related content in this Instruction Manual. 

Å The operator of the MEWP need to carry  out the maintenance according to the area or local 

regulations! 

Å For extensive maintenance or/and repair involve trained and qualified service personnel! 

Å Ensure good ventilation condition if diesel engines is operated indoors 

Å Be careful! Not respecting above basic rules ï serious injuries or deaths and/or significant 

property damage may result! 
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NOTICE! 
Provide regular lubrication!  

Å Regular maintenance is the essential for the expected machine safety! 

Å Regular maintenance keeps your machine functioning and safe! 

Å Use recommended quality lubricants. 

Å Do not mix oil quality from different  manufacturers. 

Å Select only the oil suppliers which oil qualities always meet or exceed the required standards 

Å Excessive lubricant or grease may lead to overheating and even speed up the abrasion. 

Å Use special lubricant when working in specially high/low temperature regions. 

Å Use good judgment in selecting lubricant types that are appropriate for climate conditions. 

Å Contact MEWP dealer, agent or XCMG after-sales department. 

Å Not respecting the maintenance schedules and steps presented hereafterïcan reduce the 

machine lifetime and may lead to machine damage! 
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 Correct procedures of maintenance and check 

In order to maintain and repair the machine correctly, follow the correct maintenance and check 

procedures described in this Instruction Manual. 

For diesel engine refer to instruction manual instruction manual of diesel engine included in the 

documents along with the MEWP (besides this Instruction Manual) 

 Make and save the record of the maintenance or repair of this machine! 

Å Maintain and ensure the normal function of MEWP. 

Å Keep the machine clean in order to spot failure such as leakage, looseness of screw or connection. 

Å Pay attention to the environmental protection! 

Å Do not spill the oil and other fluids to pollute the environment. 

Å Dispose the waste according to the local laws and regulations. 

 The content of this chapter includes items related to regular check, maintenance 

and repair 

 Extensive maintenance or repair is subject of separate instruction for 

maintenance or repair 

 Regular daily checks 

Å Check the levels of coolant, fuel and hydraulic oil. 

Å Check the hoses and pipes for leaks, twists, wears or damages. 

Å Check the controller and instruments. 

Å Make a patrol inspection of common conditions, noises or heat around the machine. 

Å Check the part for looseness or missing. 

Å If  anything is wrong with the machine, repair it before the operation, or contact with your assigned 

XCMG dealer. 

 Check the hour meter frequently 

Å Determine the time of machine check and maintenance according to the operating hours shown by 

the engine working hour meter. 

Å The intervals shown in List of Maintenance Periods are determined as per the normal operation and 

maintain the machine in shorter interval in case of running the machine under the bad conditions. 

Å Make a periodic check and adjustment of lubrication or maintenance as per the readings of periodic 

maintenance meter on the inner side of tool-box cover. 

Å When the hours of hourmeter reach the replacement time of recommended lubricant and filter ele- 

ment, or during the periodic check every day or every month, replace the lubricant and filter element. 

Important: 

Å Always use oil products, grease and anti-freeze fluid recommended in this Instruction Manual! Other- 

wise the machine can be damaged and the warranty of this machine will be lost. 

Å Ask your XCMG dealer or manufacturer for approval if some products are not available. 
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6.2.2 New machine 

 
Table 6-1 New machine used and refilled with the following lubricants. 

 

Item Specification 

Lubrication oil ( API CH4/CI4) SAE 15W/40 

Hydraulic oil AE 46 

Fuel ASTM D975 No.2 

Lubrication oil NLGI No.2 

Coolant antifreeze Fd-2b multi-effect engine coolant 

Gear oil L-CKD220 

Description: 

 

SAE: Society of Automotive Engineers 

API: American Petroleum Institute 

ISO: International Organization for Standardization 

NLGI: National Lubricating Grease Institute 

ASTM: American Society of Testing and Material 

* Engine oil must meet API CJ4/CK4 

*** Hydraulic oil change interval is 2,000 hours, only when XCMG Genuine Oil is used. If other brand 

of oil is used, guaranteed change interval is 1,000 hours. 

**** Diesel fuel must be ultra low sulphur diesel. Sulfur content Ů15 ppm. 
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6.2.3 Recommended oils 

 
Table 6-2 Table Use listed below or equivalent only. Do not mix different brand oils. 

 
 

 

 

6.2.4 Grease qualities 
 

Table 6-3 Oil and grease-qualities and quantities 

 

Lubricant 

varieties 

 

Brand Purpose Capacity (Lit.) 
 

Remark 

Lubrication 

oil 

Mobilux grease 

EP2 NLGI 2 
Pin shaft of equipment 

 

0.3 -20͘ 40Ņ 
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Table 6-3 Oil and grease-qualities and quantities(continued) 
 

  Rotary reducer 11  

 

 
Engine oil 

CF 15W/40 oil Diesel engine 7 -10Ņ 

CF 10W/30 oil Diesel engine 7 -20͘ -10Ņ 

CF 5W/40 oil Diesel engine 7 -30͘ -20Ņ 

L-CKD220 Running reducer 4×1.5  

 

6.2.5 Critical lubrication  points 

 
Table 6-4 Lubrication points 

 

Symbol Name Specification Purpose 

 

 

 
Grease 

 

Mobilux grease EP2 

NLGI 2 

For slewing bearing 

raceway and slewing 

bearing 

 

 

 

 

 

Hydraulic oil 

 

 
Comply with 

DIN51524 as the 

minimum requirement 

 

 
Typical ambient 

operation temperature 

-10Ņ͘+40Ņ 

 

 

 

 

 
 

Engine oil 

In summer: 15W/40 

In winter: 10W/30 and 

API CJ4/CK4 

(Lubrication oil for 

heavy duty Water- 

cooled diesel engine) 

 

 

Ambient operation 

temperature -10Ņ͘ 

+40Ņ 
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Table 6-4 Lubrication points(continued) 
 

Symbol Name Specification Purpose 

 

 

 

 

 

Fuel oil 

Sulfur free diesel according to EN 590 

0 # diesel oil ̘0Ņ 

 

 
-10 # diesel oil 

 

 
̖0Ņ 

 

 

 

 

 

Coolant antifreeze 

 

 

 

FD-2B 

 

 

 
Ambient temperature 

̘ -36Ņ 

 

6.2.6 Periodic maintenance 

 
Overview of the minimum required maintenances shown in hereafter 

1. Daily maintenance: Maintenance of MEWP before and after work everyday. 

2. First 50-hour maintenance: Maintenance of MEWP after initial operation for 50 hours. 

3. Maintenance every 50 hours: Maintenance of MEWP after 50 hours operation. 

4. Maintenance every 250 hours: Maintenance of MEWP after 250 hours operation. 

5. Maintenance every 500 hours: Maintenance of MEWP after 1000 hours operation. 

6. Maintenance every 1000 hours: Maintenance of MEWP after 1000 hours operation. 

Overview: 

Check frame, boom and slewing bearing connection every 1000 hours and at least once a year. The check- 

ing works shall be fulfilled by our trained professionals. Check content: Check conditions of all welds and 

hinge points of frame and boom; Check slewing bearing connection for looseness and luffing cylinder for 

oil leakage. 

Table 6-5 Scheduled service intervals 
 

 

 
Maintenance 

Items 

Regular Service Interval 

Daily First week Weekly Monthly  Semi- 

annual 

Annual 

8h First  

50 h 

50 h 250 h 500 h 1000 h 

       

Visual Inspection ǻ      
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Table 6-5 Scheduled service intervals(continued) 
 

 

 
Maintenance 

Items 

Regular Service Interval 

Daily First week Weekly Monthly  Semi- 

annual 

Annual 

8h First  

50 h 

50 h 250 h 500 h 1000 h 

Check and drain 

the fuel water 

separator 

 

ǻ 

     

Check coolant 

level 

 

ǻ 
     

Check engine oil 

level 

 

ǻ 
     

Check fuel level ǻ      

Check/clean 

engines air filter 

 

ǻ 
     

Check auxiliary 

platform locking 

mechanism (if 

equipped) 

 

 
ǻ 

     

Check platform 

rotation 

mechanism 

 

ǻ 

     

Check steel wire 

rope 

 

ǻ 
     

Check battery 

charger 

 

ǻ 
     

       

       

Replace engine oil  ǻ     

Replace engine 

lubrication oil 

filter 

  

ǻ 

    

Replace fuel filter  ǻ     

Replace the fuel 

prefilter 

  

ǻ 
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Table 6-5 Scheduled service intervals(continued) 
 

 

 
Maintenance 

Items 

Regular Service Interval 

Daily First week Weekly Monthly  Semi- 

annual 

Annual 

8h First  

50 h 

50 h 250 h 500 h 1000 h 

Changing 

hydraulic oil filter 

element 

  

ǻ 

    

Check the bolt 

pre-tightening 

force of slewing 

bearing, tighten if 

necessary 

  

 

 

ǻ 

    

Clean the inside of 

the reducer and 

brake, and replace 

the oil 

  

 
ǻ 

    

       

Perform E-stop 

test on platform 

   

ǻ 
   

Check for loose 

parts, bolts, etc. 

tighten if 

necessary 

   

 
ǻ 

   

Check the safety 

belt anchoring 

point 

   

ǻ 

   

Lubrication of the 

slewing bearing 

   

ǻ 
   

Parking brake test    ǻ   

Check battery    ǻ   

Replace engine oil    ǻ   

Replace engine oil 

filter 

    

ǻ 
  

Check engine V- 

belts 

    

ǻ 
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Table 6-5 Scheduled service intervals(continued) 
 

 

 
Maintenance 

Items 

Regular Service Interval 

Daily First week Weekly Monthly  Semi- 

annual 

Annual 

8h First  

50 h 

50 h 250 h 500 h 1000 h 

Check engine air- 

inlet pipes 

    

ǻ 
  

Check and clean 

radiator 

    

ǻ 
  

       

Check and replace 

damping elements 

as required 

     

ǻ 

 

Replace fuel filter 

cartridge 

     

ǻ 
 

Check fuel tank, 

clean if required 

     

ǻ 
 

Replacing the V- 

Belt 

     

ǻ 
 

Replace hydraulic 

filter cartridges 

     

ǻ 
 

Check the bolt 

pre-tightening 

force of slewing 

bearing, tighten if 

necessary 

     

 

 

ǻ 

 

       

Check engine 

valves clearance 

      

ǻ 

Check engine 

installation 

      

ǻ 

Change hydraulic 

oil filter 

      

ǻ 
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6.3 Maintenance schedules 

6.3.1 Lubrication schedule and lubrication progress label 
 

 

 

Figure 6-1 Maintenance chart decal on the machine 
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NOTICE! 

Regular maintenance intervals or engine lubrication oil shall be performed/renewed every 12 

months, even in case operating hours interval have not been achieved. 
 

 

6.3.2 Operator maintenance checklist 

 
Table 6-6 Check items 

 

 Checking items Service Service cycle 

Walk-around inspection Inspection Daily 

Hydraulic oil level Check, add Daily 

Control panel and indicator lights check, add Daily 

Hydraulic hoses and 

pipes 

Leak or crack check, clean and tighten Daily 

Crack or bend, etc. Check, replace 250 h 

Fuel level check, refill Daily 

Engine oil level check, add Daily 

Fuel water separator drain Daily 

Oil tank drain Daily 

 
Fuel hoses and air 

intake hoses 

 

Leak or crack 
check, clean, and 

tighten 

 

Daily 

Crack or bend, etc. Check, replace 250 h 

Coolant level Inspection Daily 

 

Coolant radiator and oil cooler core or intercooler 
check, clean, and 

tighten 

 

200 h/time 

Front mesh enclosure of oil cooler (if equipped) check, add 500 h/time 

Fan belt tension and damage Check and adjust Daily 

 

Air cleaner (outer, inter) 
check, clean, and 

tighten 

 

250 h/time 

Cylinder head bolt check, refill Daily 

Electrical equipment Inspection Daily 

Battery Inspection 50 h 



XGS40E Instruction Manual 

6-24 Maintenance 

 

 

 
 

Table 6-6 Check items(continued) 
 

 
Lubricate the front-end 

attachments 

Rotary reducer Check, grease 100 h 

Running mechanism 

and slewing mechanism 

 

Check, grease 
 

500 h/time 

Steel wire rope Check, setting Daily 

 

 

6.4 Specific maintenance instructions 

6.4.1 Hydraulic system 

 

6.4.1.1 Checking hydraulic oil level and temperature in tank 
 

 

 

Figure 6-2 Indicator for hydraulic level and temperature inside the hydraulic tank 

 
6.4.1.2 Hydraulic oil filling requirement 

 
The machine is ex-works filled with AE46 mineral oil. 

Always comply with maintenance requirements on hydraulic oil accurately to avoid machine damages. 

Only use clean oil for refill to avoid contamination of the hydraulic tank. 
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Å Low viscosity of hydraulic oil is not recommended! 

Å Hydraulic oil with too high viscosity may delay application or release of parking brake. 
 

NOTICE! 

Å Use of other than recommended mineral oils is prohibited. 

Å Use of biological hydraulic oils is prohibited. 

Å Contamination of hydraulic oil voids warranty.  

Å Using hydraulic  oil with  too low viscosity may cause overheating due to increased leakage or cavi- 

tation. This will  reduce viscosity further  and lead to extreme losses and finally  will  lead to the 

loss of oils lubrication properties. 

Å The hydraulic oil grade is 20/18/15 when leaving the factory. 

Å Filter or replace the hydraulic oil if it is subpar. Refer to Table 6-7 for hydraulic oil cleanliness 

classes. 
 

  WARNING! 
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Table 6-7 Hydraulic-oil cleanliness classes 
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Figure 6-3 Hydraulic -oil viscosity vs temperature charts 
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6.4.1.3 Refilling the hydraulic oil tank 
 

 

 

Figure 6-4 Hydraulic oil filler  

 

Refilling the hydraulic oil tank  

1. Switch off engine and remove ignition key. 

2. Enable hydraulic oil to cool down if necessary. 

3. Open the air filter cover on the upper plane of oil tank. 

4. Remove the gasket of oil filter. 

5. Replace the oil filter element. 

6. Fill the hydraulic of the same grade through the air filter strainer. 

7. Reinstall the oil filter  component. 

The hydraulic tank is located on the right side of turntable. 

Do not fill above the maximum indication line. 

Use only approved hydraulic oils 

Make sure the drain port does not leak. 
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NOTICE! 

Å Fill hydraulic oil through a special filter. Do not fill the new oil into hydraulic tank directly. 

Å When replacing hydraulic oil, it is recommended to replace hydraulic oil filter and air filter at 

the same time. 

Å When exchanging the hydraulic  oil, drain the old hydraulic  oil in tank and system totally  and 

then fill the new hydraulic oil. 

After a few minutes of deaeration, run the engine at low idle speed for a few minutes and confirm that the 

oil level in the tank is within limits. 

6.4.1.4 Hydraulic oil replacement 
 

 

 

Figure 6-5 Drain valve of hydraulic oil tank 

 

For draining the hydraulic oil tank proceed as follows: 

1. Lift the boom to the maximum working height and switch the engine 

2. Open the engine hood and let the engine cool down completely. 

3. Remove all hoses from the tank and drain as much hydraulic oil from hoses as possible. 

4. Put a container under the drain valve 

5. Open the drain valve and drain the hydraulic oil 
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  WARNING! 

 
 

6. Disconnect the return circuit to the oil tank and connect it to other empty container. 

7. Start engine and operate boom and outrigger (if equipped) to traveling state. 

8. Clean or replace the return hose of the oil tank. 

9. Connect the return pipe of oil tank, check the oil level, and refill  to the required capacity. Start engine 

and operate boom and outrigger to traveling state. 

 

NOTICE! 

Å Let hydraulic oil cool down before maintenance 

Å Recuperate and dispose of all the drained hydraulic  oil according to local recycling regulations in 

your area. 

Å Mark all hoses and joints for reinstallation. 

Å Wipe all openings with a clean cloth. Clean as deep ass possible. Don't miss the hidden hole. 

Å Fill oil into oil tank through oil  filter.  

6.4.1.5 Hydraulic hoses 
 

 

Å Maintenance of hydraulic lines shall only be carried out by qualified personnel. 

Å Always follow your local rules and regulations regarding permitted hose service life. 
 

 

 

Figure 6-6 Hydraulic hoses at the platform 
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Å Severe gangrene or death due to high pressured oil!  

Å Damaged hydraulic lines will cause high-pressurized oil squirt, penetrating the skin up to the in- 

ner tissue layer. 

Å In case of occurrence, call an ambulance immediately. 

Å Risk of fire!  

Å Make sure to prevent all leakage of high-pressured oil into the atmosphere. 

Inspect all lines, pipes, hoses and connections regularly on leakage and any visible damage. 

1. Damaged parts must be replaced immediately. 

2. Operating machine with potentially damaged hydraulic lines is prohibited. 
 

 

 

Figure 6-7 Hose identification 

 

Production date of hose assemblies is stamped on the Hose͠DD/MM/YY.  

1. Regardless of the wear extent, the hose should be replaced in 6 years after production (i.e. DIN 

20066:2018-03, DGUV rule 113-020). 

2. Production date of the hoses are stamped on the hose. 

3. Use of hoses stored longer than 2 years may be prohibited in your area. 

  WARNING! 
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6.4.1.6 Replacing the hydraulic oil filter 
 

 

 

Figure 6-8 Hydraulic oil return filter  

 

The steps of replacing hydraulic oil return filters are as follows: 

1. Switch off engine, open engine hood and enable engine and hydraulic oil to cool down if necessary. 

2. Clean the exposed section of oil filter housing with diesel or other cleaning agents. 

3. Place a container under the oil filter to recycle the oil from oil filter housing. 

4. Unscrew the oil filter end cap 

5. When unscrew or screw the end cap of oil filter, only insert a wrench into the slot in the middle of the 

oil filter end cover and pull, as shown in Figure 6ï9. 
























































































































































































